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MINISTRY OF LABOUR

NOTIFICATIONS
i

New Delhi, the 16th February 1990
G.S.R. 79(E).—Whereas thai draft of Dock wor-

kers (Safety, Health and Welfart) Rules, 1987, was
published as required by sub-sebtioa (1) of section
22 of the Dock Workers (Safety, SHealth and Welfare)
Act, 1986 (54 of 1986), in Part II, Section 3(i) of
the Gazette of India Extra-ordinary, dated the 27th
November, 1987 with notification1 of the Government
of India in the Ministry of Labour No. G.S.R. 937
(E), dated the 27th November, 1987, inviting objec-
tions and suggestions from all persons likely to be
affected thereby, till the expiry df a period of forty-
five days from the date of publication of the said
draft notification in the Official iGazette;

And whereas the said Gazette!was made available
to the public on the 18th December, 1987.

And whereas the objections and suggestions rece-
ived from the public on the said draft have been
considered by the Central Government;

Now, therefore, in exercise of! the powers confer-.
red by section 20 of the said Act, the Central Gov-
ernment hereby makes the following rules, namely;-

I. Short title, application and commencement :

(1) These rules may be called the Dock Workers
(Safety, Health and Welfare) Rules, 1990.

(2) They shall apply to all m|ajor ports in India
as defined in the Major Ports i Act, 1963 (38 of
1963).

(3) They shall come into force after expiry "of 30
days from the date Of their publication in the Official!
Gazette.

2. Definitions :

In hese rules, unless the context otherwise re-
quires.—

(ji) "Act" means the Dock Workers {Safety,
Health and Welfare) Act, 1986 (54 of
1986);

(b;) "Regulations" means the Dock Workers
(Safety, Health and Welfare) Regulation;,
1989; and

(c)) All the words used in these rules and not
defined but defined in the Act or the regu-
lations shall have the meanings respectively
assigned to them in the Act and the regu-
lations.

3. Inspection procedure :

An Inspector shall exercise the powers confeifred
upon him under the Act and the regulations.

4. Notice to. employer :

The Inspector shall, after every inspection visikj
>may be deemed necessary, issue an improvemen
notice or a prohibition notice pointing out the non
compliajnce of provisions of the Act or the regijte
tions to the owner or master or officer-in-charge p
the ship or their agent or the employer of th& d<jc!
worker in Form IX appended to the regulations

5. Conpliance of previous inspection reports :

An Inspector shall, at' each inspection, ascertain
to what extent any shortcomings notified at a previous
inspection have been rectified and the notices -previ-
ously issued have been complied with. His findings
and anjs shortcomings which may come to light durjnt
the inspection, together with any order passed by hur
under the Act or the regulations shall be recorded i ii
an inspection register required to be maintained foi
the purpose.

6. Notice to whom served :

Any notice or order required or intended to |be
served under the Act or the regulations, may fee

^served,4- |

(a) | On any person by delivering it to him, or by
leaving it at, or sending it by Registered
Post to the ship, premises or registered
office as the case may be.

(b} On any firm by delivering it to any partebi
of the firm or by leaving it at, or sendin
it, by Registered post to the office of flu-
firm,

(c) On any company by delivering it to any of
the directors or the person in charge tof
operations in the dock premises or by send-
ing it by Registered post to the office jof
the company.
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7. Show cause notice :

An Inspector may, as deemed necessary, issue show
cause notice and prohibition order and prosecute the
port authority, firm or company, who by himself or
through his agent is responsible for non-compliance
of the provisions under the Act and the regulations.

8. Inquiry into causes of accidents :

An Inspector shall conduct inquiry into causes of
any accident or dangerous occurrence, which he has
reason to believe was caused as a result of collapse
or failure of lifting appliance, loose gear, transport
equipment, etc., or non-compliance with any of the
provisions of the Act or the regulations.

9. Advisory Committee :

(a) The Advisory Committee under Section 9
of the Act shall consist of the following
nine members to be appointed by the Cen-
tral Government, namely ;—

(i) The Chief Inspector and other two mem-
bers . representing the Central Govern-
ment.

(ii) Three members representing organisation
of employers of dock workers as the
Central Government may consider ap-
propriate.

fiii) Three members representing organisations
of dock workers, as the Central Govern-
ment may consider appropriate :

Provided that any vacancy occurring in the Advi-
sory Committee shall, as soon as possible, be filled by
the Central Government by appointing new mem-
bers representing the organisations as provided in this
sub-rule;

Provided further that the Central Government may
remove any member from the Advisory Committee,
without assigning any reasons.

(b) The Chief Inspector shall be the Chairman
of the Advisory Committee.

(c) The members of the Committee shall be
appointed for a period of three years.

(d) An official of the organisation of the Chief
Inspector shall function as the Secretary to
the Advisory Committee and shall be entitl-
ed to attend and take part in the meetings
of the*Committee. He snail not have a right
to vote.

(e) (i) The Chairman shall convene meetings of
the Advisory Committee, as often as con-
sidered necessary, by giving notice of at
least 15 days. The Chairman shall also for-
word to the members the agenda for the
meeting before the meeting is held.
-(ii) The decisions taken by the Committee
shall be forwarded by the Chairman to the
Central Government, along with comments
and recommendations on the action to be
taken thereon.

(iii) A report of the action taken on the
decisions of the Advisory Committee shall
be presented to the Committee by the Chair-
man at its next meeting.

10. Any competent person appointed by Central
Government for the purposes of inquiring into the
causes of any accident, diseases connected with dock
work under the provision of section 10 of the Act
shall make the inquiry in the following manner :—

(a) date, time and place of holding the inquiry
shall be fixed and may be varied, notice of
which shall be given not less then 30 days
in writing of such date, time and place to
every person entitled to appear at the in-
quiry whose name and address are known
to title competent person :

Provided that ,—

(i) with the consent of all such persons, the
competent person may give such lesser
period of notice as shall be agreed to with
those persons; and

(ii) where it becomes necessary or advisable to
vary the time or place fixed for the inquiry,
the competent person shall give such notice
of the variation as may appear to it to be
reasonable in the circumstances.

(b) The notice given under paragraph (a) of this
rule shall state the name of the competent
person and the names of assessors, fl any,
appointed to assist the competent person
in the inquiry.

(c) Without prejudice to the foregoing provi-
sions of this rule, the competent person
shall also for the purpose of notifying to
the persons who may in any way be con-
cerned with the subject matter of the in-
quiry, take one or more of the following
steps, namely :— . .

(i) publish notice of the inquiry in one or
more newspapers, including, where ap-
propriate, newspapers circulating in the
locality|area in which the subject matter
of the inquiry arose; and

(ii) give such other notice of the inquiry as
appears to the competent person to be
appropriate;

and the requirements as to the period of notice con-
tained in paragraph (a) of this rule shall not apply to
any such notices.

11. Persons to appear at inquiry :

(1) The person entitled to appear at the inquiry
shall be—

(a) any competent person under regulation 2(a);

(b) any enforcing authority concerned;

(c) any employers' association or trade union of
employees;
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(d) any person who was injured or suffered
damage as a result of Ihte accident occur-
rence, situation, disease lor other matter
which is the subject of tie inquiry, or his
representative;

(e) the owner of any premises! in which the ac-
cident, occurrence, situation or other matter
occurred or arose;

(f) any person carrying on idock work giving
rise to the accident, ocpurrencs, situation
or other matter which is |the subject of the
inquiry; and :

(g) any other person at the.' discretion of the
appointed competent petson.

(2) The following shall represent at the inquiry—

(a) a corporate body may be: represented by its
secretary or by any other officer appointed
for the purpose, or by coiunsel or solicitor;

(b) a Government department, an employers'
association or a trade union may be repre-
sented by a counsel or a solicitor;

(c) where there are two or mare persons having
a similar interest in the matter under in-
quiry, the competent per$on may allow one
or more persons to appear for the benefit
of some or all persons so interested.

(3) The competent person (appointed by the
Central Government under section 10 of the Act,
may, either of his own motion or| on the application
of any person entitled or permitted to appear, cause
to be served on any person appearing to him to be
likely to be able to give material evidence or to pro-
duce any document likely to be material evidence, a
notice requiring that person to attend at the inquiry
at the time and place specified inj the notice to give
evidence or produce, the document.

(4) A person on whom a notice is served under
sub-rule (3) may apply to the > competent person

- either at or before the inquiry tb vary or set aside
• the requirement, and where he !does so before the
inquiry he shall give notice of h$ application to the
person, if any, who applied for the notice under sub-
rule (3) to be served;

(5) Except as otherwise provided in these rules,
> the procedure at and in connection with an inquiry

shall be at the discretion of ths; competent person
who shall state at the commenceinent of the hearing
the procedure which, subject xo consideration of any
submission by the persons appearing at the inquiry,
he proposed to adopt and shall ipform those persons
what he proposes as regards any i site inspection aris-
ing out of the hearing. ;'

(6) Except as provided in stibf-rule (1) of rule U
the inquiry shall be held in public.

12. Inquiry in public :

(1) The competent person appointed by the Cent-
ral Government undet Section 110 of the Aet, shall
conduct the inquiry under rule 1(̂  5B public, unless,—

(a) t ie Central Government is ot the. opinion i
that the matters of the inquiry or any part]
of it are of such uature that it woufcr be
against the interests of national security^
BO hold the inquiry in public and directs the
competent person to hold the inquiry in
(jamera; or

i
(b) en an application made to him by any arty

to the inquiry, decides to hold the inquiry
or such part of it in camera, if he is of the
opinion that the holding of public inquiry
'vill lead to disclosure of information lelat-
ing to a trade secret.

Information disclosed to any person by the hearing
of evidence in the circumstances mentioned in sub-
paragraphs (a) or (b) above shall not be disclosed by
him except for the purposes of the inquiry.

|
(2) Persons entitled or permitted to appear shalj

be heard |in such order as the competent person ap-
pointed bV the Central Government under section 10
of the Act, may determine.

I

(3) Persons entitled to appear shall be entitled tp
make an opening statement, to call evidence and to
cross-examine persons giving evidence, but any other
person appearing at the inquiry may do so only to the
extent permitted by the competent person appointed
by the Central Government ander section 10 of the
Act.

(4) Where the competent person appointed by the
Central Government under section 10 of the Act, so
requires, witnesses shall give evidence on oath, arid
for that jpurpose he may administer on oath in due
form. j

(5) Ahy evidence may be admitted at the discre-
tion of the competent person appointed by the Cent-
ral Government under section 10 of the Act, wl)O
may direct that documents to be tendered in evidence
may be inspected by any person entitled or permit-
ted to appear at the inquiry and that facilities be
afforded I to him to take or obtain copies thereof.

(6) Tie competent person appointed by the Central
Government under section 10 of the Act, shall be
entitled J (subject to disclosure thereof at the inquiry
and making available copies thereof to the persons
appearing at the inquiry) to take into account any
written representation or statement received by him
before the inquiry from any person.

i J

(7) The competes* person appointed by the
Central Government under the Section 10 of the Act,
may from time to time adjourn the inquiry and where
he does so shall give reasonable notice to every per-
son enti led or permitted to appear at the inquiry of
the date, timey and place of the adjourned inqujry
Provided that where the date, time and place of the
adjourned inquiry are announced at the inquiry, no
further (notice shal be required.

(8) The competent person appointed by the
Central {Government under section 10 of the Act, and
any person appointed to assist him in the inquiry
mav. where necessarv for the ourpdse of the inquiry,
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at aay teasenable time eater and make an inspection
of-any shiplpremises to which the inquiry relates and
anything in them.

(9) (a) Tfhe competent person appointed by the
Central Government under section 10 of the Act,
shall after the close of the inquiry make a report in
writing to the Central Government, which shall in-
clude the findings of the facts and his recommenda-
tions, if any, or his reasons for making any recom-
mendation.

(b) Except where the said report is to be pub-
lished, in whole or in part, the Central Government
shall send to any person who appeared at the inquiry
a copy of the report or so much of it as the com-
petent person appointed by the Central Government
under section 10 of the Act, thinks fit.

[F. No. S-65013 lll88-EacjISH.il]
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G.S.R. 80(E).—Whereas the diaft of the Deck
Workers (Safety. Health and Welfare) Regulations,
1987, was published as required by sub-section (1) of
section 22 of the Dock Workers (Safety, Health and
Welfare) Act, 1986 (54 of 1986), in the Gazette of
India, Extra-ordinary Part II, Section 3(i), dated the
27th November 1987, under the notification of the
Government of India in the Ministry of Labour No.
G.S.R. 939(Ip, dated the 27th November, 1987, in-
viting objections and suggestions from all persons
likely to be affected thereby, before the expiry of a
period of forty-five days from the date of publication
of the said notification in the Official Gazette ;

And whereas the said 'Gazette was made available
to the public on the iSth January, 1988.

And whereas the objections and suggestions receiv-
ed from the public on the said draft have been con-
sidered by the Central Government ;

Now, therefore, in exercise of the powers conferred
by section 21 of the said Act. the Central Govern-
ment hereby makes the following regulations, name-
ly:—-

PART I

GENERAL

1. Short Title, application and commencement.—
(1) These regulations may be called the Dock Wor-
kers (Safety, Health and Welfare) Regulations, 1990.

(2) They shall apply to all major ports in India as
defined in the Major Ports Act 1963 (38 of 1963).

(3) They shall come into force after the expiry of
30 days of their publication in the Official Gazette.

2. Definitions.—In these regulations, unless the
context otherwise requires,—

(a) "Act" means the Dock Workers (Safety,
Health and Welfare^ Act. 1986 (54 of 1986);

(b) "access" includes egress ;

(c) "authorised person" means a person autho-
rised by the employer, the master of the
ship or a responsible person to undertake a
specific task or tasks and possessing neces-
sary technical knowledge and experience for
undertaking the task or tasks ;

(d) "competent person" means—,

(i) a person belonging to a testing establish-
ment in India who is approved by the
Chief Inspector for the purposes of test-
ing, examination or annealing and certifi-
cation of lifting appliances, loo«e gears or
wire rones :

(ii) any other person who is recognised under
the relevant regulations in force in other
countries as competent for issuing certifi-
cates for any of the purposes mentioned
in sub-clause (i) for the implementati > 1
of the Protection against Accidents (Doc-
kers) Convention (Revised), 1932 (No.

32) and the Convention c«>i>i\in"!j; Oc-
cupational Safety and Health in Dock
Work (No. 152), 1979, adopted by In-
ternational Labour Conference ;

(e) "container" maans an erticle of transport
equipment of a permanent character and ac-
cordingly strong enough to be suitable for
repeated use and as specified under natio-
nal or international standards ;

(f) "container terminal" means the area where
the operations of receiving, storage, despatch
and interchange of containers, between tran-
sport made is carried out primarily with the
help of lifting appliances and transport eq-
uipment, and includes associated road vehic-
les, waiting places, control inter-change
grid, stacking areas and associated road vehi-
cle, departure, but shall not include.—

(i) terminals which handle sigsificant volumes
of containerised cargo and break-bulk
cargo together n ^ a the «?me operatio-

nal areas ;

(ii) all railway lenninals «i1<J l̂l in-land dc-
ror •

(iii) the sfiiffmcr and stripping of the contents
of c< nta'ners; and

(iv) sbb-boaTd and ship-sid:- opera ions T.O'
T.O and ROIRO vessels •.

(g) "conveyor"' means a mechanical device used
in dock work for the tranpnrt cf sinelc
packages or J'olid bu'k c?»ro {r.~irt c.ne
point to another p >ir«t:

(h) "Dansaroit; goods'5 means ar.v careo w1>ich
due to its explosivenes?, inflammability,
radioactivity, toxic or corrosive propetties,
or other similar characteristics, may cause
iniury, adversely affect the human s\"fem,
loss of life or property while handling,
trar'wortin!, shiprinc or storing and which
*•• classified as such bv am' fniernafirna! or
national standards :

(i) "dock" means anv dock, wharf, nuav or
shore and snpl'l include anv warehouse or
s'ore place beloneinc to owner', trustees
«r conservators of, and ritnatcd in or in
the vicinity of xhc dccV. wharf, cu.iy or
shore and anv railway line or sidui" on or
usf-d in ro'-nect'r>n with the dock, vharf
quay or shore but no' form'ns! part of
fndiftn railways :

(0 "Form" means a Foim appended to the c
res'ii)'ions :

(Y) "hatch" meire> ^ noen'rnT in a de<"k i'ccd
*or nurno ?<= of dock \*ork or for 1rimmip»
i>«- fiit- vviitil'it'rr" n." for c'"r.'H l> '

(]) "hntchi-''T/M tni-fiv the v-bole snacc v i'Ti'*i
1hz snnai? of the batces from Uv; tor deck
to rhe h:->t'om of tW hold;
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(m) 'laissa^:'' means a person appointed by
ths Central Governnvn.' under section 3
of ..he Act and includes thz Chief Insfec-

(n) "'liitmpr appliance" means ait stationery or
mobi'e cargo handling aopiiances including
then- permanent attachments, such as cranes,
derricks shore based pewer ooera'cd ra.i(ps
used on fhore or on board ship lor suspen-
ding, raising or lowering, cargo or movina
them from one position to another whi'e
suspended or supported, in connection with
the (Sock work pnd includes lifting maclii-
nary ;

Co) "loose gear" means hook, shackle, swivel,
chair), Sling, lif ing beam, container spa-
der, tray and any other such eear, bv means
of which, the load can be attached to a lif-
ting appliance w) in-. In-.'.-q Hftin» device*

(p) "Port" means a porf as defined under the
Indian Ports Act, 1908 (15 of 1l)n?"> .

(q) "port authority" meanc the prison havincr
the general management and con'fn! cf
dock.

Provided that if anv o t r c per on has. bv exclusive
right to occupation of any part of the dock acquired
<he general management and control of such part,
he shall be deemed to be the '"Port An:hi *ity" in
respect of that pnrt :

(t) "premises" means any dock, wharf, quay,
warehouse, si ore place or landing place
where the dock work is carried <-n :

fs) "prescribed" means prescribed bv the Cen-
tral Government :

(t) "pulley block" means pulley block, pin and
similar gear, other than a crane block spe-
cially constructed for use with a crane to
which it is permanently attached :

(u) "responsible person" means a person ap-
pointed by the employer, the mas'er of the
ship, the owner of the sear or port autho-
rities, as ths case may be, to be responsi-
ble to- 'lie performance of n specific duty
or duties and who has sufficient know-
ledge ami experience and the requisite au-
thoritv for the proper performance of the
dntv or duties

(v) "safe wdrkine load" in rela'icn to ja article
of loose sear or lifting appliance means the
load which is the maximum load that may-
be imposed with «?.fe1v in the noimal wor-
king conditions and as assessed and certi-
fied by the competent person ;

(w) "Schedule" means a schedule appended to
these regulations :

(x) "Ship" means any kind of ship, vessel
barge, lighter or hover-craft excluding ships
of >var and country craf* :

(y) "Testing esteibIh.bnT-.iir" means an establish-
ment with IC'IJJIK and examination facili-
ties, as approved by the Chief Inspector,
for catrying out testing, examination, an-
nealing or cert'fica'ion, etc. of liftin? appli-
ance or loose gear or wire rope as requir-
ed under the regulations ;

(z) "transport equipment" means all powered
and hand truck, for lift truck, tracktor, trai-
ler, locomotive, p'v mover and anv
other such equipment used in deck n-ork ;

(z2) Words and expressions not defined in those
regulations bn* defined or uc_ed in in? Act
shall have fhe same meaning as assigned
+o them in the Act.

3. Powers of Inspectors :

fa) An Inspector may. at any rcrf for which he
is appointed,—

(t) enter. v.ifb such assistsncv. (if any), as he
thinks fit. anv ship,, dork, warehouse or
other prenr'ser., where anv dock work, is
being carried on, or where, he has reason 1o
believe that any dock work is being carried
on ;

Hi) make elimination of the ship, c'ort. liftt'na
appliance. 1or>se sear, liftinff device, staff-
ing, fraast-orr equipment. warehoure or
other premises, used or *o be used, for any
dock work :

fiii) require the production of anv resister,
muster roll ot other document reTatincr to
the employment of dock workers and exa-
mine such documen' ;

(iv) take on the spot or otherwise such evidence
of anv person which he may deem neces-
sary :

Provded that no r-f.rscn «haH he cctri-
pe^ed under sub-resulation 3fa)Civ') to
answer p.ny oue^tion or p\vc anv ev'derce
tending to incriminate himself ;

(v) take copies of registers, records or other
docmnetrn or portion•* 'hereof as he mav
consider relevant m respect of nm- offfnee
which he 1-gs reason to believe has b ^ n
committed or for the purpose cf my inqu'rv;

(vi) take rhoto?''ii3h, sketch, sample weiphf,
measure or record as he mav consi<Vr
necs saty for the pit!pose of any crarrpna-
tion or inquiry ;

fvii) hold an inquirv into the rove of ?r>v nfct-
dent o_* d^nserous recurrence vA'c^ he ^a>
reason to believe was the re*':!1 of the
colhose or failure of anv lifting ,'ippVance,
loose sear, transport eauipme"l. stsc'n^ "r
non-comrjilance with anv of the provisions
of fhe Ac r.1- the r e l a t i o n ' :

fviii) is^ue shew cause notice rdnt-nc- to ti-e
safety, health and wthVe nroviwons avi'J'ne
under the Act or the regulations ;
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(ix) prosecute, conduct or defend before any
court any complaint or of her pioceedinf,
arising under the Act or the regulations ;

(x) direct the port authority, dock labour board
and othsr employers of dock workers for
getting the dock workers medically exa-
mined if considered necessary.

(b) A perion having general management and
control of the premises or the owner, master, efficer
incharge or agents of the ship, as the case may be,,
shall provide such means as may be required by the
Inspector for entry, inspection, examination, inquiry,
or otherwise for the exercise of his powers vnder the
Act and the legulations in relation to that ^hip or
premises which shall also include the provision of
launch, or other means of transport.

4. Notice of Inspection :

(1) An Inspector may notify any defects or defi-
ciencies which may come to hi; notice durinp his
inspection and examination which he wishes to potnt
out together -vith any oiders passed by him under the
Act or the regulation; in Form IX to-—

(i) the owner, master, officer incharge <>r
agents of the ship ; or

(ii) the pox t authority; or

(iii) the own^r of lifting appliances, loo e gears,
lifting" devices and transport equipment; or

(iv) the employer of dock workers.

(2) When an Inspector serves notice, under sub-
regulation (1) above, in relation to my dock, lifting
appliance, loose gear, lifting device, transport equip-
ment, ladder or staging, he may, in the notice prohi-
bit the dock work where cendi'ions are dangerous
to life, rafety or health cf dock workers and the use
of the same in cDnnectton with the dock work, and
such dock, lif iag appliance-, loose sears, lifting
devices, transport equipment, ladders er stagings
shall not be used untii the defect or defects specified
in the notice have been remedied and the Inspector
has withdrawn the prohibitory- order.

5. Appeal :

Any person aggrieved bv an order of the Chief
Inspector passed under Section 5 of the Act may,
within 15 days from the date on which the order is
communica'ed to him. prefer an appeal to the Secre-
tarv in the Government of India, Ministry ot Labour,
New Delhi and the provisions of Scctior 8 of the
Act shall ?nply accordinelv.

6. Penalties :

Save as is otherwise expre sly provided in these
Regulations, whoever being a uersnn responsible to
comply with any of the regulations commits a breach
of such Regulations shall be guilty of an offence and
punishable with imprisonment for a term which may
extend to six months, or with fuvs which may extend
to five thousand rupees, or with both, and, if the
breach is continued after conviction, with a further
fine which raav extend -o one hundred rupees for
each dav on vhich the breach is so continued.

PART II

RESPONSIBILITIES

7. Responsibilities :

(1) It shall be the duty cf the Port authority]
to comply with regulations 9 to 12, 15 to
23, 61(1 & 8>, 80(2 & 3), 81, 85(12),
89, *1(2 to 6). 92(2), 93(1, 3 & 4), and
94 to 115.

(2) It shall bs ths duty of the owner, or mas'cr,
or officer-in-charge and the agents of a
ship to comply with regulations 12, 16(1)
to (3), 17(l)(a), 24 "o 37, 76, 80(1),
99(1) and 101(1 & 3).

(3) (a) It shall be the duty of the owner of the
lifting appliance, loose gear, and trans-
port equipment or any other equipment
used in dock work on shore or on board
the ship to comply with the regulations
17(4), 27, 40 to 49, 51, 52(1 to 4),
54, 57(1 to 4. 6 & 7). 59(1 *o 3), 60,
62, 63, 64, 84(1"), 85(5\ 87 and 88.

(b) Tn case of lifting appliance, loose gear,
or any oiher equipment used in dock work
on board j> Ship not registered in India,
it hhall be the duty of the master or
Chief Officer of such Ship and apent of
such ship to comply with the regulations
?7, 40 to 49. 51, 52(1 to 4), ~54, 87
and 88.

(4) (a) It shall be the duty of every employer
and of all agents employees and dock
*vo rices employe:! bv hire, to ccvpiplv
with rcaulations 11(1 & 2). 17(5),
77(5>, 85(8) and 86(8K

(b) It shall be ths Ju'v of cverv employer to
comply with regulations 13, 14, 16(4),
17(4 A 5) IS 20(2). 24(7 & 8). 25,
28. 29(2\ 31, 32(3, 6, 8 & 9), 33 to 39,
45(1), (2) & (3), 52(5), 53 to 56,
57(4)i'e), (5\ (6) & (8), 58, 59(4),
61(9) and (i(;>, 62(13), (17), 64 to 75,
77 to 82, 84(2), 85 except 85(1''), 86,
87(2), 88(4 *o 8 K 8.9 to 93. 95, 98,
107, 109(2), 110. 114(4), 116 rmd 117 :

Provided that where the dock work is carried on
bv a stevedore c~ o*her person c^her tlifn the owner
of a ship, it shall be the dntv of the owner, IE after
or ofncer-in-char?.e of the ship, to comnly w'th regu-
la'ion 33(1) <o v'or :r it ;oncerns : —

(i) Anv hatch no: laken ever by t\rc said
Staved'ire or cthtr rerson for the rir«v*
of the dock work and

(ii) any hatch which, after hav-i.e been taken
over by the said Stevedore cr ctK-r person
for the purpose of the dock work—

(a) has been report;d by written no1 ice 'n
Form-I to the owner, master or officer-
in-c.barge of *hir, or bv rn behalf of fie
said person. a« being hatch at which 'he
dock work has been completed for the
time being.

458 GI/90—10
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(b) either has been left by the per. <-us fenced
or covered as requited by regulation
33(1) or has been taken into use by or
jn behalf of the owner of the ship, and
in either case has been <n repented by
such written notice as aforesaid. It
shall be the du'y of the owner, master or
officer-in-charge of the ship to give im-
mediately written acknowledgement of
juch written no'ice w- aforesaid.

(5) It shall be the duty of every dock worker
to comply with the requirement- of such of
these regulations as relate to ihe perfor-
mance, of or refraining from, an act by
him and to co-operu^ in carrying out
requirements of these rceula'icns find if he
•i^covei's any defect in the lifintr appliance,
loose gear, lifting device, conveying any
transport equipment or other cquirment to
repor*- such defect^1 without unreasonable
delay tc his employer or foreman or other
person 'n authority

(6) No person, shall unless dulv authorised or
in case of necessity, renuve or interfere
with any fencing, gangway, gear, ladder.
hatch covering, life saving appliance,
lign'ms, or other thine what cevcr required
bv the Act and the^e r(-pu'ations to be pro-
v'ded. Tf removed, such things cboll be
restored at the end cf 'he period during
wh'ch thev- remt'-v^l was ^FCQ^?^\', bv the
persons last enraged in that work nrce siia-
*ed c\i:b lemovni.

(7) (a) No employer shall allow lifting appliance,
loose gear, lifting device, or conveying
and transDort equipment to be used bv
dock workers wh.ch does not comply
with regulation 17. 'A) . 2 7 , 40 *n 49, 51,
52f! tn'A), 54. 57 H f<> & & f, to 7) ,
-*»9fl to 3 ) , 60. 62. 87 & 88

(b) Tf the person whose dntv h fo comply
wi*h regulations mentioned in <aib-rcpuJa-
fion (T) above fail to do so. then it rha11
al=o be the dutv of the employer of the
dock workers to comply wi'h such resu-
lario.is withio the; shprtP*t fi«ie I'CH'onably
practicable after such failure.

(8) If shall be the dut\ cf the person for the
time being in charge of ajv shin to produce
for inspection end examination certificates
required under regulation 51.

(9) Everv dock worker shall ns3 the means of
access provided in accordance with thsee
'•etviTaT'OTT1*. and no person shall authorise
or order another to P«P rr>fanc of nereis
ofher than tho«e provided in accordance
therewith.

0 0 ) No rcr/son shall so i"^on anv hntch he^rn
for the purpose of adjating the gear for
I'ftiriz them on or off nor shall nnv person
anthcr^e or or^cr another 4<i do s'o.

H I ) Tt shall K-. the dui-v nf th? D.>oV T.a^onr
BoaM and evcrv othe<- emn'nvr of A ̂ ck
worVfi-'; to roinr'lv w'th TRorjlVirric 74 89.
9 m V 92, 93T1. 3 *• 4) , 103, 107 JOP
to 111.

(12) It shall be the duty of the competent person
to comply with i!ie regulations 41 . 47, 48
and 50.

Regulation 8—Exemption

The Chief Inspector may, tMbject to such condi-
tions, if any, as may be specified therein, by order
>'n writing (which may in its disu-c'.ion be revoked
at any time), exempt from all or any of the require-
ments of these regulations,—

(a) any dock or par; of a dock, if he is satisfied
that dock work is only occasionally cairied
on or trajfic is ^mall and confined to small
ships and fishing vessels at such dock,

(b) any appfamce-, gear, equipment, oi device
or any class or deicriptiop cf eppiiances,
gear, equipment or device, if he is satisfied
that the requirement in respect of which
the exemption Is granted are not necessary
or equally effective measures are taken •

"rovidsd thai he shall not grant exemp-
tion under this regulation unless he is satis-
fied that sucn exemption will nor adversely
affect the health, safrty and welfare of dock
workers.

PART III

SAFETY

A. WOKING PLACES

9. Surfaces

(11 Every regular approach over a dock which the
working place and every such working place inside the
dock workers have to use for going to or from a
dock shall be,—

(a) kept clean and free from objects that can
cause slipping, stumbling or falling.

(b) maintained in good repair with due regard to
the safety of the dock workers.

(2) All areas< of a dock shall be kept properly drain-
ed and graded in order to facilitate safe access to
sheds, warehouses and store places and safe handling
of cargo and equipment.

(3) Drain pools and catch basinsi shall be properly
covered or enclosed.

(4) All areas of a dock and all approaches on which
lifting appliances and transport equipment are used
shall be soundly constructed, surfaced with good wear-
ing material and sufficiently even and free from
holes and cracks to afford safe transport of cargo
and shall be property mantained.

(5) Any working area in a dock which is damage.d
or under repair shall be effectively blocked off from
other areas and when necessary, warning lights shall
be provided at night.

C6) All landing places used by dock workers for
embarking or disembarking from crafts meant for
transport by water, shall be maintained in good repair
with due regard to the safety of the persons using
them. -
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10. Fencing of dangerous places

(1) The following parts of a dock and approaches
shall, as far as practicable having regard to the traffic
and working be securely fanced so that the height of
the fence shall be in no place less than one metre and
the fencing shall be maintained in good condition:—

(a) all breaks, dangerous corners, and other dan-
gerous parts or edges of a dock;

(b) both sides of such foot ways over bridges,
caissons, and dock gates as are in general
use by dock workers and each side of the
entrance at each and of such foot way for
sufficient distance not exceeding, 4.5 metres:

Provided that in case of fences which were const-
ructed before the date of commencement of this Re-
gulation, it shall be sufficient if the height of the fence
is in no place less than 75 cm.

(2) The ditches, pits, trenches for pipes and cables
and other hazardous openings and excavations shall
be securely covered or adequately fenced.

(3) Where wharves or quays slope steeply towards
the water, the outer edge shall be protected as far as
practicable. -. - - -

11. Passages- to be kept clear :

(1) Cargo shall not be so stored or transport equip-
ment or lilting appliances so placed on any areas of a
dock where dock workers are employed so as to
obstructure access to ships, cranes, life saving ap-
pliances, fire fighting equipment a"nd welfare faci-
lities provided under these regulations.

(2) Where any place is left along the edge of any
wharf or quay, it shall be at least 90 cms, wide and
shall be kept clear of ail obstructions other than fixed,
structures, plant and appliances in use.

(3) Where working areas of a dock are enclosed
and the traffic warrants, a separate gate or pssage
shall be. provided for pedestrains.

12. Railings and fencings :

(1) All railings for the fencing of Hatchways, ac-
commodation ladders, grangways, stainway for em-
braking, disembarking, and any other dangerous
place shall be of sound material, good construction
and possess adequate streng th and unless specified in
these regulations :—

(a) be atleast one metre in height; and
(b) consist of two rails or two taut ropes "or

chains supporting stanchions and toe boards.
(2) Intermediate rails, ropes or chain shall be 50

centimetre high.
(3> Stanchions shall not be more than two metre

apart and shall be secured against inadvertant lifting
out.

(4) The toe board shall be atleast 15 centimetre
high.

(5) Railings shall be free from sharp edges.

(6) Temporary fencing of hatchways elevated plat-
forms, etc. shall be as far as reasonably practical, ex-
tend to a height of one metre and consist of either:—•

(a) two taut ropes or chains with stanchions; or

(p) a properly rigged and securely fastened
safety net.

(7) Stairs giving access to transport vessel shall be
equipped with wooden or rubber fenders so thai the
gap of more than 30 centimetre is maintained bet-
ween the side of the steps and side of the vessel.

13. Staging construction and maintenance :

(1) Sufficient supply of sound end substantial mate-
rial shall be available at convenient place or places for
the construction of staging.

(2) All staging shall be :—

(a) securely constructed of sourj,d and substan-
tial material and shall be maintained in such
condition so as to ensure the safety of all
dock workers; and

(b) inspected at regular and frequent intervals by
a responsible person.

(3) All planks and ropes intended to be used for a
staging shall be :—

(a) carefully examined before being taken into
use; and

(b) re-examined by a responsible person before
they are used again after the stages have
been dismantled.

(4) All planks forming stages shall be securely fast-
ened to prevent slipping.

(5) All stages shall be of sufficient width to secure
the safety of the dock workers working therein. In
particular, on stage at a height of two meters or more
above the ground level deck bottom, deck or tank top,
shall be less than 30 centimetre wide.

(6) Planks supported os the rungs of ladders shall
not be used to support stages.

(7) (a) Stage suspended by ropes or chains shall be
secured as far as possible so as to prevent
their swinging; and

(b) no rope or chain shall be used in suspending
stages unless it is of suitable quality, ade-
quate strength and free from patent defects.
Fibre rope shall not pass over sharp edges.

(8) Safe means of access shall be provided for the
use of dock workers 'to and from stages and ropes
used for suspending stages shall not be used as means
of access.

14. Work on staging:

(1) More than two men shall not be allowed to
work at any one time on a staging plank.

(2) When dock workers are employed on staging
more than 2.5 matres high, they shall be protected by
safety belts equipped with lifelines which shall be
secured with a minimum of flask to a fixed structures
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(3) Prior to each use, belts and lifelines shall be
inspected for dry rot, chemical d&mege or other de-
fects which may affect their strength. Defective belts
shall not be used.

(4) Work on a staging shall not be carried on when
loaded slings have to pass over tfte stagings and there
is danger from falling objects.

15. Life-saving appliances :
Provision for the rescue from drowning of dock

workers shall be made and maintained, and shall in-
clude :—

(a) a supply of life-saving appliances, kept in
readiness on the wharf or quay, which shall
be reasonably adequate having regard to all
the circumstances; and

(b) means at or near the surface of the water at
reasonable intervals for enabling a person
in water to support himself or escape from
the water which shall be reasonably ade-
quate having regard to all the circums-
tances.

16. Illumination :
(1) All areas in a dock and pn a ship where the

dock work is carried on and all approaches to such
areas and to places to which dock workers may be
required to go in the course of their employment,
shall be safely and efficiently lighted in an approp-
riate way.

(2) The general illumination, in areas on the dock
where dock workers have to pass, shall be at least 10
lux and at places where dock workers are employed
the illumination shall be at least 25 lux without pre-
judice to the provision of any additional illumination
needed at particularly dangerous places.

(3) The means of artificial lighting shall, so far asi
is practicable, be such and so placed as to prevent
glare or formation of shadows to sucb an extent as to
cause risk of accident to any dock worker.

(4) The portable lights shall be maintained in good
condition and shall :—

(a) be equipped with substantial reflectors and
guards; and

(b) be equipped with heavy duty electric cords
with connection and insulation maintained
in safe condition.

17. Fire protection :

(1) Please where doeK workers are employed shall
be provided with—

(a) sufficient and suitable fire-extinguishing
equipment; and

(b) an adequate water supply at ample pressure
as per national standards.

(2) Persons trained to use th? fire-extinguishing
equipment shall be readily available during a'! work-
Ing hours.

(3) Fire-extinguishing equipment shall be property
maintained and inspected at refn-lar intervals and a
record maintained to that effect.

(4) A portable fire-extinguishing equipment of
suitable type shall be provided in every launch cr boat
or other: craft used for transport of dock workers and
al:#c in the crane cabine including mobile cranes.

(5) Smoking shall not be allowed in the hold of a
ship, on wharf, in warehouses Lad transit sheds and
"No Smoking" or other cautionary notices shall be
displayed at such places.

18. Excessive noise, etc.:

Adequate precautions shall be taken to protect dock
workers against the harmful effects of excessive noise,
vibrations and air pollution at the work place. In no
case the noise levels shall exceed the limits laid down
m Schedule VII.

B. WARE HOUSES AND STORE PLACES

19. Construction :

(1) All floors, walls, steps, stairs, passages; chutes
and gangways of warehouses and storeplaces shall be
oi sound construction and properly maintained.

(2) The slope of ramps shall be such that the sta-
bility of transport equipment or vehicles using them is
not endangered.

20. Floor loading :

(1) The maximum load per square metre to be
carried by any floor of a warehouse or store place and
maximum load of any lifting appliance and transport
equipment used on such floor shall be disnkyed at
conspicuous places.

(2) The maximum loads- referred to in sub-regula-
tion (1) shall not be exceeded.

21. Stairs :

(1) For every stair case in a warehouse or store
place, a substantial handrail of a height of at least one
imtre shall be provided and maintained, which if the
staircase has an open side shall be on that side, and,
in the case of a staircase having two cpen sides, such
a andrail shall be provided and maintained on both
sides.

(2) Any open side of staircase shall also be guard-
ed by the provision and maintenance of lower rail or
other effective means.

22. Openings :

All openings in floors and walls shall in so far as
they present danger, be effectively protected.

23. Means of escape in case of fire :

(1) All warehouses and store places snail be pro-
vided with sufficient means of escape in case of fire
for the dock workers employed therein and all the
means of escape, other than the means exit in ordinary
use, shall be distincitively marked in a language-
understood by the majority of the dock workers.

\2) A free passageway giving access to each means
of escape in case of fire shaH be maintained for the
use of all dock workers.
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(3) In every dock there shall be provided effective
and clearly audible means of giving warning in case of
lire to every dock worker emp'nyed therein.

C. MEANS OF ACCESS

24. Access between shore and ship :

(1) When a ship is lying at a wharf or qa*y for the
purpose of dock work, adequate and safe means of
access to the ship, properly insalled and secured,
shaH be provided.

(2; Safe means, required by sub-regulation (J) shall
be as follows :—

Where practicable, the ships accommodation lad-
der, or a gangway or a similar construction, shall
be,—

0) not less than 55 cms. wide ai the steps and
of adequate depth with step? having per-
manent non-skid surface;

(ii) properly secured and securely fenced through-
out its length on each side to a clear height
of one metre by means of upper and lower
rails, taut ropes or chains or by other equal-
ly safe means except that in the case of
ship's accommodation Ijdder such fencing
shall be necessary one side only provided
that the other side is properly protected by
the ship's side;

(rii) constructed of suitable material and main-
tained in good condition and suitable for the
purpose;

(iv) maintained in a condition ai to prevent slip-
ping;

(v) fitted with a platform at eitSter end of the
ladder and the lower .platform- or she treads
resting on the dock;

(vi) an angle maintained not exceeding 40 degrees
to the horizontal irrespective of resting on
the dock.

(3) When a fixed tread ladder is used and the angle
is low enough to require dock workers to walk on the
edge of the treads, cleated duck boards shall be laid
over and secured to the ladder.

(4) Whenever there is danger of clock workers fail-
ing between the ship and the shore, a safety not or
other suitable protection shall be rigged below the
accommodation ladder in such a manner as to pre-
vent dock workers from falling.

(5) If it is not possible to rest the accommodation
ladder or gangway and the foot of the same is more
than 30 cms. away from the edge of the wharf or
quay, the space between them shall be bridged by
a firm walkway equipped with railing on both the
sides with a minimum height of one metre with the
mid-rails.

(6) Access to the ship shall not be within the
swinging radius of the load.

(7) When the upper end of the means of access
rests on or is in flush with the top of the bulwark

substantial steps properly secured and equipped with
atleast one substantial handrail one metre in height
shall be provided between the top of the bulwark
and the deck and the steps provided shall be, as far
as practicable, in line with the gangway.

(8) The use of swinging derricks or rope ladders
for the access shall be prohibited.
25. Access between ship and another vessel ;

(1) When a ship is alongside another ship, and
dock workers have to pass from one to the other,
adequate and safe means of access shall be provided
for their use, unless the conditions are such that it
is possible to pass from one to the other without
undue risk and without the aid of any special
appliance. ;

(2) If the other ship is sailing barge, flat, keel,
lighter or other similar vessel of relatively low free
board, the means of access shall be provided by the
ship which has the higher free board.

(3) Rope ladders used as a means of access bet-
ween ship and another vessel shall,—

(a) be of good construction, made up of suit-
able and sound material with adequate
strength and properly maintained for the
purpose for which it is used;

(b) be adequately secured at its upper and in
such a manner that it is firmly and safely
held in order to prevent any possible ship-
down of its spare rolled up portion when
the ladder is used ;

(c) have treads which are flat and of a width
and depth of not less than 30 centimetres
and 15 centimetres respectively and so
constructed as to prevent slipping;

(d) have suitable provisions as far as practi-
cable, for preventing the ladder from
twisting ; and

(e) have bottom tread within the safe distance
of the lower landing place.

26. Ace&s between dec* ant! hoSf :

(1) If the depth from the level of the deck to the
bottom of the hold exceed 1.5 metres there shall be
maintained safe means of access from the deck to
the hold in which work is being carried on.

(2) Where practicable, access to the hold shall be
by separate man-hatches 60 centimetre by 60 centi-
metre clear in size, with a sloping ladder and hand
rail through each deck to the lower hold and hinged
cover for a man-hatch shall, while in the open posi-
tion, be effectively secured.

(3) When the length of the hatchway exceeds
7 metres, a fixed hold ladder shall be fitted both on
or near the fore and aft side of the hatchway.

(4) Fixed holl ladders shall be maintained in good
repair and shall comply with the following provi-
sions ! '

(a) the ladders shall be atleast 30 centimetres
between their uprights and leave free foot-
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loom of atleast 12 centimetres behind the
ladder;

(b) the rungs shall be so fastened that they
cannot tilt, and the intervals between rungs
shall not exceed 30 centimetres ;

(c) the rungs shall afford an adequate hand-
hold;

(d) the ladders shall be sufficiently long; and

(e) a suitable landing platform shall be pro-
vided for every six metres length or fraction
thereof.

(5) Fixed hold ladders connecting decks. shall lie
in the same straight line, unless measures are taken
at each tween deck for safe ascent and descent
from the ladders.

(6) (a) If the fixed holds ladders cannot extend
upwards on to the coamings, strong cleats
shall be fitted to the coamings in the same
line as the ladders at intervals not exceeding
30 centimetres having a clear internal width
of atleast 30 centimetres wiile affording'
free footroom of atleast 12 centimetres and
so constructed as to prevent the foot from
slipping sideways :

(b) coamings which are higher than 90 centi-,
metres above the deck shall also be pro-
vided with the necessary cleats referred to
in this sub-regulation on the outside.

(7) Shaft tunnels shall be provided with adequate
hand-hold and foot-hold on each side.

(8) The approaches to hold ladders and stairs shall
be atleast 40 centimetres wide and shall not be
obstructed, and if on one or both sides there are
dangerous moving parts it shall be atleast 50 centi-
metres wide.

(9) Cargo shall be stacked sufficiently far from
the ladder to leave at each rung of the ladder foot-
hold of a depth inckidjn^r..a.ny^pac&.beMnd tb© ladder
of not less than 12 cms. for a width of 25 centimetres.

27. Fencing of and means of access to lifting appli-
ances :

(1) Safe Means of access to every part of a lifting
appliance shall be provided.

(2) The operator's platform o.n every crane or tip
driven by mechanical power shall be securely fenced
and shall be provided with safe means of access. In
particular, where access is by a ladder,—>

(a) the sides of the ladder shall extend to a
reasonable distance beyond the platform or
some other suitable handhold shall be pro-
vided .;

(b) the landing place on the platform shall be
maintained free from obstruction and slip-
ping : and

(c) m case where the ladder is vertical ana
exceeds six metres in height, a resting place
shall be provided, after every six metres and
part thereof.

28. Ladders :

(1) All metal, wooden, rope or other ladders, that
are used by dock workers shall be of sound material,
good construction and adequate strength for the pur-
pose for. which they are'intended and shall be pro-
perly maintained and kept free from oil or other
slippery material.

(2) Wooden ladders shall not be painted, but
covered with clear varnish or other transparent pfe-
servativei

(3) No ladder shall be used which has—

(a) a missing or defective rung; or

(b) any rung which depends for its support on
nails, spikes or other similar fixings.

(4) Every ladder shall be inspected at suitable
intervals by a responsible person, and if any defects
pre found in any ladder, the ladder shall be imn.e-
diately taken out of service.

D. DECKS, HATCHWAYS, ETC.

29. Bulwarks or Rails :

(1) All upper decks to which dock workers may
have access for the purpose of carrying on dock work
shall be provided on the outer edge upto a height
of one metre above the deck with a bulwark or guard
rails so designed, constructed and placed, as to pre-
vent any dock wodter from accidentally falling
overboard.

(2) The bulwark or guard rails shall be continuous
except where sections have to be removed for the
purpose of dock work and such sections shall not
extend beyond the minimum distance necessary.

30- Deck ladders :

Ladders leading from upper deck or bridge deck
or which deck to main deck shall be so situated as
to reduce, as far as practicable, the risk of dock
workers,—

(a) being struck by cargo during loading or
unloading; and

(b) falling direct into an open hold if they fall
from the ladder.

31. Skeleton Decks :

(1) When dock work is proceeding at any skeleton,
deck, adequate staging with suitable railings shall
be provided to ensure a safe working surface unless
the space beneath the deck is filled with cargo to
within a distance of 60 centimetres of such deck.

(2) When skeleton decks are not accessible from
Jjold ladder?, safe means of access such as .portable
ladders shall be provided.
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32. Working Spaces :
(1) Deck cargoes-shall be stowed, or effective

measures taken, so that.—

(a) safe access is provided to the winches, hold
ladders and to the signaller's stand ; and

(b) winches and cranes used during loading or
unloading can be safely operated.

(2) Safe access to the deck cargo, hold ladders
and winches shall be ensured by securely installed
steps or ladders.

(3) When a signaller has to move from the square
of the hatch to the ship's side, a space atleast 90 centi-
metres wide shall be kept clear.

(4) If the surface of the deck cargo is uneven,
suitable measures shall be provided for the safe
movement of dock workers.

(5) When deck cargo is stoved against ship's bul-
wark or hatch coamings and at such a height that
there is a danger to the dock worker from falling
overboard or into the open hold, suitable fencing
shall be provided to prevent such fall.

(6) When there is a cargo on dock, it shall be
ensured that the visibility between the signaller and
crane or winch operator is not obstructed by makmg
suitable arrangements.

(7) All places, such as decks, stages, etc. ^hall be
properly cleaned and kept free from objects which
can cause slipping, stumbling and falling.

(8) When the coaming is so high that signaller can-
not see properly in the hold, a suitable step or plat-
form shall be provided in such 0 manner that the
distance between the tor* of the platform and the
upper edge of the coaming is not less than one metre.

(9~) A clear and unobstructed space atleast 90 centi-
metres wide and where this is not practicable, a*
wide as is reasonably practicable, shall be provided
around every hatch.

(10) Any part of the ship used '"n connection with
the_ dock work shall be free from patent defect and
maintained in good working order.

33. Fencing around hatchways- :

(1) Every hatchwav of a hold exceeding 1.5 metres
in depth, which r; not profeted by coaming to a clear
height of 75 centimetres shall. when not in use.
either be effectively fenced to a height of one
metre or be securely covered to prevent dock wor-
kers from falling into "he hold.

(2) Tf in any hatch dock work is carried on simul-
taneous at two decks, the open end of the hatch in
the higher deck shall be protected to a height of one
metre by means, of nlanks or nets or in some other
suitable manner to prevent fall of dock workers nr
careo and the safetv nets when.rigged shall not be
secured to the hatch covers.

(3) When an edge of a hatch section or of stowed
cargo more than 2.5 metre high is so exposed that it
presents a danger to dock workers falling, the edge

-.hall be guarded b->T a taut rope, safety net or railing
to a height of one metre

(4) Deck workers employed in a hold on a partly
covered hatch or on a stack shall be protected by
spreading a net or in some other suitable way, against
the danger of falling down.

34. Hatch coverings, hatch beams, etc. .

(1) All fore and aft beams and thwartship beams
used for hatch covering shall have suitable g.ar for
lifting them on and off without it being necessary for
any dock worker to go upon them to adjust such
gear.

(2) All hatch coverings and beams shall be kept
plainly marked to indicate the deck and hatch to

''which "they belong and their position therein.

(3) All hatch coverings and beams shall be replac-
ed according to their markings :

Provided that this regulation shall not apply in
cases where all the hatch covering; and beams of a
ship are interchangeable or, in respect of marking of
position, where all hatch coverings of a hatch are
interchangeable.

(4) All fore and aft beams and thwartship beams
including sliding beams and the tracks used for hatch
coverings and all hatch coverings shall be maintained

•in good condition.

(5) Adeuate handgrips shall be provided on all hatch
coverings, having regard to their size and weight, un-
less construction of the hatch or the hatch covering
is of a character rendering the provision of handgrips
unnecessary.

(6) Hatch coverings shall not be used in the const-
ruction of stages or for any other purpose which may
expose them to damage.

(7) Hatch covers and beams shall not be removed
and replaced while dock work is in progress in the
hold under the hatchway. Before loading or un-
loading take place, any hatch cover or beam that Is
not adequately secured against displacement shall be
removed.

(8) Only an authorised person shall be permitted to
open or close power operated hatch covers.

(9) Folding batch covers ?bal' bo fitted with lock-
ing devices to prevent covers from folding back.

(10) Hatch covers shall not be opened or closed
in such manner as is likely to cause injury to any dock
worker.

35. Opening and closing of hatches :

(1) Hatchways shall be opened sufficiently to allow
loads to be safely hoisted or lowered.

(2) No hatch cover or hatch beam shall be remov-
ed from or replaced on any hatch unlessi there is
around the hatch .coaming an unobstructed working
space at least 60 centimetre wide or where this is
not reasonably practicable, as wide as is reasonably
practicable.
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(3) Before covering hatch with tarpaulin, it shall be
ensured that there is no opening left uncovered by
hatch covers and that all the batch covers are resting
securely.

36. Handling of hatch coverings and beams :

(1) Any hatch cover exceeding 55 kilogram i:
weight and all beams of any hatch shall be removed
or replaced only with a winch or other suitable me-
chanical means.

(2) When being replaced, hatch covers and beams
shall be placed on the hatches in the position indi-
cated by the markings thereon and shall be adequa-
tely secured.

(3) Hatch covers and beams shall n©t be remove*
or replaced while dock worker is below the level of
the hatch in a position in which he is liable to be
struck by a falling hatch covering or hach beam.

(4) Hatch covers, tarpaulins, fore-and-aft beams
and thwart hip beams which have, been romoved shall
be so laid down, stacked or secured that they cannot
fall into the hold or otherwise cause danger.

(5) Hatch covers and beams shall be so placed as
to leave a safe walkway from bulwark to hatchcoaming
or fore-and-aft.

(6) Hatch covers shall be either arranged in neat
piles not higher than the coaming and away from it or
spread one high between coaming and rail with no
space between them. The height of the stack shall
be regulated so that, if accidentally struck by a sling,
they will not endanger a dock worker below or over-
side.

37.Securing of batch covering and hatch beams:

(1) Where any hatch beam is fitted with a perma-
nent device for securing it in position in the hatch,
tha,t device and its corresponding fitting in the coam-
ing sli- l̂ be effectively and properly 'maintained.

(2) The beams of any hatch in use for the dock
work shall, if not removed be adequately secured to
prevent their displacement.

(3) Any sliding or rolling hatch beams supporting
hatch coverings which are left in position in a partly
opened hatch shall bs adequately secured to prevent
any horizontal movement of the hatch beams.

(4) Every sliding or rolling hatch beams and its
guides shall be so constructed and maintained that the
hatch beam is not liable to be accidentally displaced
from its guides.

(5) Mechanically operated hatch coverings shall,
when stowed, be adequately secured to prevent move-
ment.

38. Escape from holds :

Precautions shall be taken to facilitate the escape
of dock workers when handling coal or other bulk
cargo in a hold or in tween decks or bin or hopper.

39. Dangerous and harmful environment :

(1) When internal combustion engines exhaust
into a hold or intermediate deck or any other working
place where neither natural ventilation nor the ship's
ventilation system is adequate to "keep the carbon
monoxide content of the atmosphere, below 50 parts
per million, adequate and suitable measures shall be
taken at such places in order to avoid exposure of
dock workers to health hazards.

(2) No dock worker shall be allowed to enter any
hold or tank of a vessel wherein there is given oft
any dust, fumes or other impurities of such a nature
and to such an extent as is likely to be injurious or
offensive to the deck workers or in which explosives,
poisonous, noxious or gaseus cargoes have been car-
ried or stoned or in which dry ice has been used as a
refrigerent, or which has been fumigated, or in which
there is possibility of oxygen deficiency, unless all
practical steps have been taken to remove the dust,
fumes or other impurities and dangers which may
be pre f̂int and to prevent any further ingress thereof,
and such "holds or tanks are certified to be safe and
fit for dock workers to enter the same by the compe-
tent authority.

(3) When dock workers are exposed to any dust
in substantial quantities as if, handling bulk grains
fortilizers, cements and other similar cargoes, they
shall be protected by suitable respiratory protective
equipment.

E. LIFTING APPLIANCES AND GEAR

40.39 Construction and Maintenance of Lifting
Appliances

(1) General :

All lifting appliance, including all parts and work-
ing gear thereof, whether fixed or moveable, and any
plant or gear used in anchoring of fixing such appli-
ance, shall be :

(a) of good construction, sound material, ade-
quate strength for the .purpose, for which it
is used and free .from patent defects; and

(b) maintained in good repair and working order.

(2) Drums.

(a) Every drum or pulley round which the rope
of any lifting appliances is carried, shall be
of adequate diameter and construction in
relation to the rope used.

(b) Any rope which terminates at the winding
drum of a lifting appliances shall be secu-
rely attached to the drum and at least three
dead turns of the rope shall remain on the
drum in every operating position of the lift-
ing appliance.

(c) The flange of the drum should project twice
the rope d'ameter beyond the last layer and
if this height is not available, other measu-
res such as anti-slackness guards shall be
provided to prevent the rope from coming
off the drum.
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(3) Brakes, ;

Livery lifting appliances shall be provided wim an
efficient brake or brakes which shall,—

(a) be capable of preventing fall of a suspended
!> ud (including any test load applied in ac-
ci rdancc with these regulations) and of
effectively controlling a load while it is
be ng lowered;

(b) act without shock;

(c) hav>; shoes that can be easily removed for
reUning ; and

(d) be provided with simple and easily accessible
mtrins of adjustment ,

Provided i hat this regulation shall not apply to steam
winch which can be so operated that the winch is as
safe as it would be if a brake or brakes were provided
in accordance with this regulation.

(4) Contrt.ls :

Controls of lifting appliance shall,—

fa) be so situated that the driver at his stand or
sei.it has ample room for operating and has
an unrestricted view of dock work, as far
as practicable, and remains clear of the
load and ropes, and that rto load passes
OA :T him;

(T>) be positioned with due regard To ergonomet-
ric considerations for easy operation;

(c) be iio located that the driver does not have
to remain in the bight of the heel block;

(d) ha\e upon them or adjacent to them clear
markings to indicate their purpose and mode
of operation;

(e) be provided, where necessary, with a suitable
locking device to prevent accidental move-
ment or displacement;

(f) as fur as practicable, move in the direction of
the resultant load movement; and

(g) automatically come tr a neutral position in
ca,;e of power failure wherever automatic
brakes arc provided.

41. Test and periodical examination of lifting appli-
ances :

(1) Before being taken into use for the first time
or after it lias undergone any alterations or repairs
liable to affect its strength or stability and also once
at least in every five years, all lifting appliances in-
cluding all farts and gears thereof, whether fixed or
movable, shall be tested and examined by a Compe-
tent person in the manner set out in Schedule-I.

(2) All lifu'g appliances shall be thoroughly examin-
ed by a Competent person once at least in every 12
months. Where the Competent person making this
examination forms the opinion that the lifting appli-
ance cannot continue to function safely, he shall forth-
with give m tice in writing of his opinion to the uwner

of the lifting appliance or in case of lifting appli-
ance carried on board a ship not registered in
India, to the Master or Officer-in-charge of the
ship.

(3) Thorough examination for the purpose of this
legulation shall mean a visual examination, supple-
mented if necessary by other means sufch as hammer
test, carried out as carefully as the conditions permit,
in order to arrive at a reliable conclusion as to the
safety of the parts examined; and if necessary for this
purpose, parts of the lifting appliance and gear, shall
be dismantled.

42. Automatic safe load indicators :

(1) Every crane, if so constructed that the safe
working' load may be varied by raising or lowering
of the jib or otherwise, shall have attached to it an
automatic indicator of safe working loads which shall
also give a warning to the operator wherever the safe
working load is exceeded.

(2) Cut-out shall be provided which automatically
arrests the movement of the lifting parts of the crane
in the event of the load exceeding the safe working
load wherever possible.

(3) The provisions of sub-regulation (1) shall not
apply where it is not possible to instal an automatic
safe load indicator, in which case, provision on the
crane of a table showing the safe working loads at
the corresponding inclinations or radii of the jib shall
be considered sufficient compliance.

43. Rigging of ship's derricks :

(1) Every ship shall carry the current and relevant
rigging plans and any other relevant information ne-
cessary for the safe rigging of its derricks and neces-
sary gear.

(2) All such rigging plans shall be certfied by a
competent person.

44. Securing of derrick foot :

Appropriate measures shall be taken to prevent the
foot of a derrick being lifted out of its socket or sup-
ports.

45. Winches :

(1) General

(a) Winches shall not be used if control levers
to operate with excessive friction or exces-
sive play.

(b) Double gear winches shall not be used unless
a positive means of locking the gear shift is
provided.

(c) When changing gears on a two gear winch,
there shall be no load other than the fall
and the cargo hock assembly on the winch.

(d) Adequate protection shall be porvided to
winch operator against the weather, where
necessary.

458GI/90—11
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(e) Temporary seats and shelters for winch ope-
rators which create a dazard to the winch
operator or other dock workers shall not
be allowed to be used.

(f) When winchs are left unattended, control
levers shall be secured in the neutral posi-
tion and whenever possible, the power shall
be shut off.

(2) Steam winches

In every steam winch used in dock work, —

(a) measures shall be taken to prevent escaping
steam, from obscuring any part of the decks
or other work places or from otherwise
hindering or injuring any dock worker;

(b) extension control levers which tend to fall
of their own weight shall be counter-
balanced;

(c) except for short handles on wheel type
controls, winch operations shall not be
premitted to use the winch control exten-
sion levers unless they are provided by
cither the ship or the employer and such
levers shall be of adequate strength and
secure and fastened with metal connec-
tions at the fulcrum and at the permanent
control lever.

(3) Electric winches'

(a) In case of any defect, dock workers ^hall not
be permitted to transfer with or adjust elect-
ric control circuits.

fb) Electric wireless shall not be used for dock
work in cases where.—

(i) the electro-magnetic brake is unable to hold
the load; and

d'i) one or more control points, either hoisting
or lowering, is not operating properly,

46. Construction and maintenance of loose years :

(1) Every loose gear shall be :—

fa") of pood design and construction, sound mate-
rial and adequate strength for the purpose
for which it is used and free from patent
defect*, and

(b) properly maintained in good repair and work-
ing order.

(2) Comnonents of the loose gear shall be renewed
if one of the dimensions at any point has decreased
by 10 per cent or more by user.

(3) (a) Chains' shall be withdrawn from use when
stretched and increased in length exceeds five ner-
cent or when a link of the chain deformed or other-
wise damaged or raised scrafs of defective welds ap-
peared.

(TV) Rings hooks, swivels and end links attached
to chins shall be of the same material as that of the
chains.

(4) The voltage of electric supply to auy magnetic
liftig device shall not fluctuate by more than
per cent.

47. Test and periodical examination of loos
gears ;

(1) All loose gears shall be initially tested for th
manufacturer by a competent person, in a inarme
set-out in Schedule-I before taking into use or afte
undergoing any substantial alterations or tenders t
any part liable to affect its safety and shall subseqi
ently be retested, tor the owner of the gear, at leat
in every five years.

(2) All loose gears shall be throughly examine
once atleast in every twelve months by a Competer
Person. In addition chains shall be thoroughly exarr
ined once atleast every month by a responsible persor

48. Ropes :

(1) No rope shall be used for dock work unless ;~

fa) it is of suitable quality and free from patei
defect, and

(b) in the case of wire rope, it has been testc
and examined bv a competent person in tr
manner set out in Schedule-I.

(2) Every wire rope of lifting appliance or Toor
gear used in dock work shall be inspected by a re.
ponsible person once atleast in every three month,
provided that after any wire has broken in such rop'
it shall be inspected once atleast in every month.

(3) No wire rope shall be used in dock work if I
any length of eight diameters the total number c
visible broken wires exceed 10 per cent of the tot;
number of wires or the rope shows sign of excessiv
wear, corrosion or other defects which in the op
nion of the person who inspects it or Inspecto
renders it as unfit for use.

(4) Eye splices and loops for the attachment c
hooks, rings and other such parts to wire ropes sha
be made with suitable thimble.

(5) A thimble or loop splice made in any wii
rope sha1! conform to the following standard,—

(a) Wire rope or rope sling shall have atlea
three tucks with full strand of rope an
two tucks with one-half of the wires cut oi
of each strand and strands in all cases sha
be tucked against the lay of the rope

(b) protruding ends of strands in any salice c
wire rope and rope slings shall be coverc
or treated so as to leave no sharp point

(c) fibre rope or rope sling shall have atlea
four tucks tail of such tuck being whippc
in a suitable ?;nanner: and

(d) synthetic fibre rone or rone sling shall have a
least four tucks with full strand followed 1
further tuck with one-half filaments cut o
of each strap d and final tuck with on
half of the remaining filaments, cut-out fro
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trands. The portion of the splices containing
the tucks with the reduced number of fila-
ments shall be securely covered with suit-
abli, tap© or other materials.

Provided fiat this sub-regulation shall not operate,
prevent th; use of another form of spJice which

in be shtwa to be as efficient as that laid down
this reguW.ion.

49. Heat treatment of loose gears :

(1) All chums other than briddle chains attachea
) derricks oi. masis and all rings, hooks, shackles and
vivels used *u hoisting or lowering shall, unless they
ave been subjected to such treatment as an Jnspec-
)r may, sub/txt to confirmation by the Chief Inspcc-
)r approve, be effectively annealed under superyi-
on of a competent person and at the following in-
;rvals :—

(a) 12.5 milimetre and smaller chains, rings,
hoohs, shackles and swivels in general use,
onci: atleast in every six months ; and

(b) all olber chains, rings, hooks, shackles and
swivels in general use, once atleast in everv
twelve months.

Provided Hint in the case of such gear used solely
n cranes ami other hoisting' appliances worked by
and twelve u.onths shall be substituted for six months
I sub-clause i*a) and two years for twelve months in
ub-clause (by :

Provided further that where an Inspector is of
he opinion that owing, to the size, design material or
requency of use of any such gear or class of such
.ear, the requirement of this regulation as to anntal-
ng is not necessary for the protection of dock woi-
'crs, he may by certificate in writing (which he may
it his discretion revoke) and subject to confirmation
>y the Chief Inspector exempt such gear or class of
;ear from such requirement subject to such eondi-
IOIIS as may be specified in such certificate.

<2) Sub-regulation (I) shall not apply to ;

(i) pitched chains, working on sprocket oi spro-
cketed wheels ;

(ii) rings, hooks and swivels permanently attach-
ed to pirched chain, pulley blocks or weigh-
ing machines; and

(hi) hooks and .swivels having ball bearings or
other case hardened parts.

(3) All chains and loose gears made from high
ensile steel or alloy steel be plainly marked with an
ipproved mark indicating that they" are so made. No
:hain or loose gear made from high tensile steel or
illoy steel shall be subject to any form of heat treat-
nent except where necessary for the purpose of repair
aid under the direction of a competent person.

(4) If the past history of wrought iron gear is not
jnown or if it is suspected that the gear has been
leat treated at incorrect temperature, it shall be nor-
nalised before using the same for dock work.

50. Certificate to be issued after actual testing, ex-
amination, etc.

A competent person shall issue a certificate for the
purpose of regulation 41, 47, 48 or 49 only alter ac-
tual testing or, as the case may be, examination of
the apparatus specified in the said regulation.

51. Register of periodical test and examination
and certificates thereof :

(1) A register in Form—II shall be maintained and
particulars of test and examination of lifting appli-
ances and loose gears and heat treatment, as required
by regulations 41, 47 and 49 shall be entered in it.

(2) Certificates shall be obtained from Competent
Person and attached to the register in Form II, in
respect of the following, in the forms shown against
each;

(a) initial and periodical test and examination
under regulations 41 and 47, for—

(i) winches, derricks and their accessory
gear in Form III.

(ii) cranes or hoists and their accessory gear
in Form IV;

(b) test, examination and re-examination of
loose gears under regulation 47 in Form
V.

(c) test and examination of wire ropes unaer
regulation 48 in Form VI.

(d) heat treatment and examination of loose
gears under sub-regulation (1) of regula-
tion 49, in Form VII.

(e) annual thorough exartuaution of the loose
gears under sub-regulation (2) of regula-
tion 47 in Form VIII, unless required
particulars have been1 entered in the regis-
ter in Form II.

(3) The register and the certificates attached to the
register shall be—

(a) kept on board the ship in case of ship's
lifting appliances, loose geais and wire
ropes;

(b) kept at premises of the owner in respect of
other lifting appliances, loose gear and
wire ropes;

(c) produced on demand before an Inspector;
and

(d) retained for atleast five years atter the date
of the last entry.

(4) No lifting appliance and loose gear in respect
ot which an entry is required to_be made and certi-
ficates of test and examination are required to be at-
tached in the register in Form IT, shall be used for
dock work unless and until the required entry has
been made in the register and the required certificates
have been so attached.
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52. Marking of safe working load :

(1) Every lifting appliance .ind every item of loose
gear shall be clearly marked with its safe working
load and identification mark by stamping or where
this is. impracticable, by other suitable means.

(2) (a) Every ship's derrick (other than derrick
crane) shall be clearly marked with its safe working
load when the derrick is used ,

(i) in single purchase,

(ii) with a lower cargo block, and

(iii) in union purchases in all possible block posi-
tions;

(b) The lowest angle to the horizontal, that the
derrick may be used, shall also be legibly marked.

(3) Every lifting appliance (other than ship's der-
rick) having more than one safe working load shall
be fitted with effective means enabling the operator
to determine the safe working load under each con-
dition of use-

(4) Means shall be provided to enable any dock
worker using loose gears to ascertain the safe work-
ing load for such loose gears under such conditions
as it may be used and such means shall consists .—

(a) as regards chain slings, of marking the safe
working load in plain figures or letters
upon the sling or upon a tablet or ring of
durable material attached securely thereto;
and

(b) as regards wire rope sling?, either the means
specified in clause (a) above or a notice or
notices so exhibited as can be easily read
by any concerned, dock worker stafing the
safe working load for the various sizes of
the wire rope slings used.

(5) No lifting appliance or loose gear yhall be
used unless marked in accordance with the provisions
of this regulation.

53. Loading of lifting appliances and loose gears :

(1) No lifting appliance, loose gear and wire rope
shall be used in an unsafe way and in such a manner
as to involve risk to life of Jock workers, and, in
particular, shall be loaded beyond its safe working
load or loads, except for testing purposes as given in
Schedule—I and under the direction of a competent
person.

(2) No lifting appliance and loose gears or any
other cargo handling appliances shall be used, if—

(a) the Inspector is not satisfied by reference to
a certificate of test or examination or to an
authenticated record maintained as provid-
ed under the regulations; and

(b) in the view of the Inspector, the lifting ap-
pliance, loose gear or any other cargo hand-
ling appliance is not safe for use in dock
work.

54. Pulley blocks :

No pulley blocks shall be uscd in dock work unless
the sate working load and its identification marks arc
clearly stamped upon it.

55. Vacuum and Magnetic Lifting device ;

(1) No vacuum luting device or magnetic liftim
device or any other lifting device where" the load i.
held by adhesive power only, be used while worker,
are performing operations In the holds.

(2) Any magnetic lifting device used in conncctioi
with dock work shall be provided with an alternative
supply of power, such as batteries, that come int<
operation immediately in the svent of failure of th
main power supply.

Provided that the provisions under this sub-regula
tion shall not apply to magnetic lifting device that i
being used to load or unload scrap metal of to othe
cargo handling operations of such a nature that ther
is no dock worker within the swinging zone of th
load.

56. Knotting of chains and wire ropes :

No chain or wire rope shall be used in dock wor
with a knot in it.

TRANSPORT EQUIPMENT AND OPERATION!

57. Power trucks and hand trucks :

(1) All trucks [trailers and tractor equipments sha
be of good material, sound construction, sufficient
strong for the purpose for which it is used and mair
tained in good state of repair :

Provided that trucks and trailer employed for tran;
porting freight containers shall be of the size to carr
the containers without overhanging and provide
with twist locks conforming to national standards '•
all the four corners and these shall be :—

(i) approved by a competent person; and

(ii) inspected, by a responsible person once-a
least in every month and record maintainec

(2) All trucks and other equipments shall be in.
pected atleast once a week by a responsible perse
and when any dangerous defect is noticed in a
equipment it shall be immediately taken out of us

(3) Power trucks and tractors shall be equippe
with effective brakes, head lights and tail lamps ar
maintained in good repairs and working order.

(4) Side stanchions on power trucks and traile
for carrying heavy and long object's shall be,

(a) of substantial construction and fnx fro
defects;

(b) provided with tie chains attached to the tc
across the loads for preventing the stan
hions from spreading out; and

(c) wherever necessary the stanchions shall
in position while loading and unloading.



8*

(5) Safe gangways shall be provided for to and for
movement of dock workers engaged in loading and
unloading in lorries, trucks, trailers and wagons.

(6) Trucks and other equipments shall not be load-
ed beyond their safe carrying capacity which shall be
clearly and plainly marked on them.

(7) Handles of hand trucks shall be so designed
as to protect the hands of the dock wrrkets or else
be provided with knuckle guards.

(8) (a) Unauthorised persons shall not fide on
transport equipment employed in connection with the
dock work.

(b) Driver of the transport equipment shall man-
oeuvre the equipment under the direction of a signal-
ler only ;

Provided that this sub-regulaiion shall not apply in
case vision of the driver is not obstructed.

58. Use of internal combustion engines in the holds :

(1) Internal combustion engines shrill nut be used
in connection with the dock work in the holds or
cargo spaces unless,—

(a) adequate means of ventilation and, where
necessary mechanical ventilation is provided;

(b) suitable fire lighting equipment is readily
available;

(c) exhaust pipes, connection-, and mufflers are
kept tight;

(d) exhaust is so directed as not to cause in-
convenience to the operatoi and dock
workers;

(e) it is ensured that no explosives, inflammable
liquids, gases or similar dangerous cargo are
present;

(f) o spark arrestor is fitted on the exhaust of
the engine and the bare heated surfaces of
the engine, that are liable to ignite spilled
fuel, are suitably protected;

(g) the engine is refuelled above deck; and

(h) the exhaust does not contain the carbon
memoxide above TT Y prescribed in the
national standards.

(2) The internal combustion engine shall be swit-
ched oft when not in use in connection with the dock

(3) Operators of internal combustion engines in
cargo spaces or cargo holds .hall nof. work alone.

. (4) Whenever internal combustion en nines for u<=t-
m dock work are to be brought on bo.rd, the Master
or the Omcer-in-cbarge of the ship shall be notified.
59. Use of fork-lifts, electric trucks or cars :

C T ( 1 i S f r i r S d"fn {fucks or cars' fork-]fe«
uc. shall he fitted with atleasf one effective mechani-
cal braking dev.ee and mechanically operated current
cut-off that comes into operation automatically when
the operator leaves the vehicle.

(2) Fork-lift trucks shall be fitted with overhead
guard to protect the operator from iailing objects.

(3) Fork-lift trucks or electric cars shall have
their gross weight conspicuously marked upon them.

(4) When a fork-lift truck or electric Car is operat-
ed in intermediate deck, steps shall be taken to en-
sure that the working surface can support the load
and the hatch covers cannot be dislodged by the
movement of the truck.

60. Stability test :

All fork-lift trucks and electric cars ^hall have
been tested for stability as per national standards.

61. Dock railways :

(1) Sufficient clearance to ensure safety shall be
allowed between structures or piles of cargo and rail-
way track.

(2) Locomotive drivers shall act only on signals
given by an authorised person :

Provided that stop signals shall always be acted
upon, irrespective of their source.

(3) Locomotives pulling or pushing wagons shall
move dead slow and shall be preceded by a roan on
foot when passing through an area where dock wor-
kers are employed.

(4) No locomotive or wagon shall be moved on a
railway line until and efficient sound signal as a warn-
ing has been given by the man preceding it on foot
where dock workers are working and whose safety
is likely to be endangered, or on approaching any
curve where sight is intercepted, or any other point
of danger to dock workers.

(5) When a railway wagon or a group of wagons
not directly connected to a locomotive is being mov-
ed, a person shall be appointed to control each wagon
or a group of wagons.

(6) Cranes, ship's winches and derricks shall not
be used to move railway wagons.

(7) Fly shunting in premises wheie dock workers
are engaged in dock work shall be prohibited and all
trains shall be brought to a full stop before any
wagons are cut loose.

(8) As far as practicable, idle wagons shall not be
left standing on quays with short distances between
them.

(9) When dock workers are required to work bet-
ween or beneath railway wagons, they shall be pro-
vided with a lookout man responsible for giving them
necessary warning.

(10) Dock worker;, shall not be employed inside
open wagon when —

(a) bulk cargo is being handled by means
grnbs; or

(b) steel cargo is being handled by me
electro-magnets. /'

4
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Cii) Locomotive used tor pulling or pushing wa-
gons shall be maintained in good repairs ^nd working
order. °

(12) Before moving railway wagons>, train crews
shall make sure that all dock workers are out of the
wagons and the danger zone.

62. Conveyers :

(1) Conveyers shall be of sound material, good
construction and sufficient strength to support safely
the loads for which they are intended, and shall be
kept in good repair.

(2) (a) Conveying machinery shall be so construc-
ted and installed as to avoid hazardous points bet-
ween moving and stationary parts or objects.

(b) When a passage way is adjacent to an open
conveyer, a clearance of atlcaU 90 centimetre shall
be provided between the inner edge of the walkway
and the conveyer.

(3) When dock workers have to cross over con-
veyers, regular crossing facilities affording safe and
adequately lighted passage shall be provided.

(4) When conveyers that are not entirely enclosed
cross over places where dock workers are employed
or might pass beneath them, sheet or screen guards
shall be provided to catch any material which M'ght
fall from the conveyers.

(5) Power driven conveyers shall be provided at
loading and unloading stations, at drive and take-up
ends, and at other convenient places, with devices
for stopping the conveyer machinery in an emergency.

(6) Adequate fencing shall be provided ai transfer
point.

(7) Conveyers which carry loads up-inclines shall
be provided with mechanical devices that will pre-
vent machinery from reversing and ccnyinti the
loads back towards the loading point in the event of
the power being cut off.

(H) Where two or more conveyers are operated
together, the controlling devices shall be so arranged
that no conveyer can feed on to a stopped conveyer.

(9) Where the tops of nopper.3 for feeding con-
veyers are less than 90 centimetres above Ihe floors
the openings shall be adequately guarded.

(10) (a) Where conveyers extend to points not
visible from the control stations, thev shall be equip-
ped with gongs, whistles or signal lights, to be used
by the operators before starting the machinery so as
to warn dock workers who might be in positions of
danger;

(b) Similar provisions shall be made where neces-
sary lo enable the dock worker^ to communicate
with the operator.

(11) Conveyers shall be provided with automatic
Mid continuous lubrication systems, or with lubricat-
ig facilities so arranged that oiling and greasing can
• performed without the oilers coming within dan-
•ous proximity to moving parts.

(12) Conveyers shall be thoroughly inspected once
m every three months by a responsible person.

(13) Dock workers shall not ride o n conveyers.

(14) Belt conveyers shall be provided with Luards
at the nips of the belts and drums.

(15) Intake openings of blower or exhaust fans for
pneumatic conveyers shall be protected with substan-
tial' metal screens or gratings.

(16) Frames of gravity rollers and chutes shall be
kept free of splinters, sharp ^dges and rough surfaces.

(17) Gravity rollers and chutes thall not be used
for the passage of dock workers.

(18) Sideboards of chutes shall be of sufficient
height to prevent cargo from falling off.

(19) Suitable provision shall be made for the clean-
ing of conveyers and for clearing obstructions in a
safe way.

63. Transport equipment operators :

No person shall be ..employed to operate transport
equipment unless he is above 1 .S years of age and is
sufficiently competent and reliable.

64. Qualification for mobile crans drivers, signallers,
etc.

No person shall be employed to dirve or operate
lifting appliances whether drive by mechanical power
or otherwise or to give signals to driver or operator
of such lifting appliances or to work as rig'ger for
ship's derricks unless he is above 18 years of age
and is sufficiently competent and reliable.

G. HANDLING OF CARGO

65. Loading and unloading operations :

(1) No cargo shall be loaded or unloaded by a fall
or sling at any intermediate deck unless either the
hatch at that deck is securely covered or a secure
landing platform of a width not less than that of one
section of hatch coverings has been placed across it;

Provided that this regulation shall not apply to any
loading or unloading work the whole of which may
be completed within a period of half an hour.

(2) No loose gear or any other object shall be
thrown in or out of the holds.

(3) During the loading and unloading of bulk cargo
a record of all dock workers employed in the hold
shall be maintained and produced on demand to the
Inspector.

(4) Where necessary cargo shall be secured or
blocked to prevent its shifting or falling. In breaking
down, precautions shall be taken where necessary to
prevent the remaining cargo from falling.

(5) (a) Dragging of cargo shall be done with the
ship's winches only when the runner is led directly
from the derrick heel block; and

(b) Pulley blocks shall be used to provide a fair
lead for the runner so as to prevent it from dragging
against obstructions.
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(6) If the hsad room in the hold of a ship for the
uprposc of stai-kirui and unstacking i-> ess than 1.5
metres, suitable measures shall be taken to guard
against accident.

(7) Loads shall be safely slung before being hoisted.
Loose dunnage or debris hanging or protruding from
loads shall be removed and suitable means shall be
adopted to prevent cargo from falling out.

(8) Cargo handling bridles, such as pallet bridles,
which are to remain attached to the lifting appliance
while hoisting successive sling loads, shall be attached
by shackles, or other positive meuiv; shall be taken to
prj/eni them frnivi bco: "ins accidentally il^vnaaj.e^
from the hook of the lifting appliance.

(9) When lifting appliance is operating without a
load on the slings :—*•

(a) slings or chains shall be hooked securely
to the epplianced before the operators are
given signal to move;

(b) sharp hooks, multiple hooks and claws
shall not hang at one end but shall be
reeved through slings; and

(c) the operators shall raise the appliance suffi-
ciently to keep clear off dock workers and
objects.

(10) Effective measures shall be taken, by the use
of suitable packing or otherwise, to prevent edges of
any load from coming in contact with any rope or
chain sling which is likely to cause any damage to
the rope or chain sling.

(11) Buckets, tubs and similar appliances shall not
be loaded above their rims.

(12) No loads shall be lifted at strappings unless
such strappings are approved as proper and safe
slinging ponts. Movement of such loads is allowed
only if everybody has left the danger zone.

(13) When working with lifting appliances, slope-
pulling, horizontal dragging and intentional swing of
loads and lifting devices are prohibited.

66. Stacking and unstacking :

(1) Where stacking, unstackin2, stowing or un-
stowing, stuffing or destuffing of cargo or handling
in connection therewith cannot be safely carried out
unaided, reasonable measures to guard against acci-
dents shall be faker, by shoring or otherwise.

(2) Stacking of cargo shall be made on firm found-
ation not liable to settle and the weight of the cargo
shall be such as not over-load the floors.

(3) Cargo shall not be stacked against partition or
walls of warehouses or storeplaces unless it is known
that the nnrtif'nn or t 'u \v:il! h of sut!ic:tnt strength
to withstand the pressure.

(4) Cargo shall not be stacked to such a height and
in such a manner as would render the pile unstable.

(5) Where the dock workers arc working on stacks
exceeding 1.5 metres in height, safe means of access
to the stack shall be provided.

(6) Stacking anJ unstacking work shall be p a -
formed under the supervision of an authorised person,

67. Handling objects having sharp and projecting
Harts •:

Dock workers handling objects with sharp edges,
fins, slivers, splinters or similar dangerous projecting
parts shall be provided with suitable protective
equipment.

68. Hooks '.ox bales. ?t*\

When th'> working space in a hoM i« confined to
the square of the hatch, hooks shall not be made fast
HI the bands or fastenings of bales of cotton, wool,
cork, gunny bags, or other similar goods, nor shall
can hooks be used for raising or lowering a barrel
when, owing to the construction or condition of the
barrel or of the hooks, their use is likely to be unsafe.

69. Cargo platforms :

(1) Cargo platforms (except those foimed by cargo
itself) shall be made of sound material, substantially
and firmly constructed, adequately supported and
maintianed in good repair.

(2) Cargo platforms shall,—

(a) be of sufficient size to receive cargo and to
ensure the safety of docK workers Working
on them;

(b) if of a height exceeding 1.5 metres, in addi-
tion to the requirements of (a) above, be
protected on any side, which is not being
used tor receiving or delivering cargo, by
substantial fencing to a height of one metre;
and

(c) be provided with safe means of access,
such as ladders or stairs.

(3) Cargo platforms shall not be overloaded.

(4) Portable trestles shall be so placed as to be
steady.

70. Restrictions on loading and unloading opera-
tions :

(1) No other work, for example, maintenance or
repair work such as sand blasting or welding shall
be performed at places where dock work is in pro-
gress if it is likely to endanger or obstruct the person
carrying out dock work.

(2) When more than one gang of dock workers are
employed in dock work simultaneously in a hold, it
shall be ensured that,—

(a) the operation of loading or unloading is
harmonised to avoid dangers to the working
gangs from one another;

(b) the slung cargo of one gang will not en-
danger the dock workers of the other gang;

(c) where gangs are working at different levels,
a net shall be rigged and securelv fastened
to prevent dock workers from falling down
or cargo falling on to dock workers below;

(d) over crowding of gangs in a section of the
hold is avoided.
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11. UOCK WOIK at midstream :
No dock worker shall be employed to handle cargo

on any ship anchoied in midstream whenever, £he
working condition; are considered to be dangerous,

72. Work during berthing and shifting of ships :

(1) While ships are being berthed or shifted, no
dock work shall be carried out by dock workers in
the holds or hatches and on decks.

(2) When ships are being moored, dock workers
shall be kept clear of the mooring ropes and, in parti-
cular, shall not b; allowed to stand in the bight of
ropes being hauled by capstans.

73. Protective equipment :

(1) Where other means oi" protection asainst harm-
ful agents are impracticable or insufficient, dock
workers shall be provided with adequate protective
clothing and personal protective equipment to shield
them from the effects of such agents.

(2) Protective clothing and personal protective
equipment shall be of suitable quality and maintained
in good condition and shall be cbaned and disinfect-
ed at suitable inteivals.

(3) Where protective equipment and clothing may
be contaminate i by poisonous or other dangerous
goods, it shall be stored in a separate accommodation
where it wilj not contaminate the dock workers'
clothing and other belongings.

(4) Suitable protection equipment shall be issued to
the dock workers employed in the reefer holds or
chambers or reefer containers for aitording complete
body protection.

74. Winch and crane operators :

There shall be one winch or crane operator for
each single or pair of loading winches or cranes which
can be operated ficm the same point and he shall,—

(a) be not less than 18 yeais of age;

(b) be competent and reliable ;

(c) possess the knowledge of the inherent risks
of the nehjeranc operation ; and

(d) be medically examined periodically as per
the Schedule XI.

75. Signaller :
(1) When cargo is being'loaded or unloaded by a

fall at a hatchway, a signaller shall be employed, and
where more than "one fall is being worked at a match-
way, a separate signaller shall be employed to attend
to each fall :

Provided that :—

(a) this regulation shall not apply, in cases
where a barge, lighter or other similar ves-
sel is being loaded or unloaded, if the ope-
rator of the crane or winch, working the
fall has a clear and unrestricted view of
those parts of the hold where dock work
is being carried on ; and

(b) where the Inspector is of the opinion that
owing to the nature of (he crane or winch
or other appliance in use or by reafcou
of any special arrangements, the re-
quirements of this regulation are not neces-
sary for the safety of dock workers, he

may by certificate in writing (which he may
at his discretion revoke) suspend such re-
quirements subject to such conditions as
may be specified in such certificate.

(2) More than one signaller shall be employed
when in the opinion of the Inspector it is necessary
to do so in the interest of the safety of workers. '

H. HANDLING OF DANGEROUS GOODS

76. Notification :

(1) Before unloading of any dangerous goods, as
categorised in Schedule-II, from any ship is com-
menced, the master or officer-in-charge and the agent
of the ship shall furnish the employer of the dock
workers, Port Authority and the Inspector with a
statement in writing identifying the goods and speci-
fying the nature of the danger which they can give
rise to and specifying the categories and obtain an
acknowledgement of the receipt of the same.

(2) Before any dangerous goods are received for
shipment, the shipper or his agent shall furnish with
the information as required by sub-regulation (1)
above to the Port Authority, the Inspector and the
employer of the dock workers handling the dange-
rous goods.

77. General precautions :

(1) Dangerous goods shall be loaded, unloaded
handled and stored under the supervision of a res-
ponsible person who is familiar with the risks and
the precautions to be taken. In case of doubt as to
the nature of the risk or the precautions to be taken,
necessary instructions shall be obtained from the
Safety Officer appointed under these regulations.

(2) Dangerous goods shall not be loaded, un-
loaded or stored unless they are suitibly packed and
labelled showing the danger therefrom. The dock
workers shall be given adequate information con-
cerning the nature of the cargo and special precau-
tions to be observed in handling them.

(3) Special precautions, such as provision of mats,
sling nets, boxes and high sided pallets shall be taken
to prevent breakage or damage to containers of the
dangerous goods.

(4) Dock workers employed in loading or unloading
or otherwise handling dangerous goods shall be pro-
vided with suitable protective equipment1?.

(5) Dock workers handling dangerous goods shall
thoroughly wash their hands and faces with soap or
some other cleaning agent before taking any feed,
drink, pan and supari or tobacco.

(6) Only specially trained dock workers shall be
employed for clearing, sweeping or handling spillages
or sweeping of dangerous goods.
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78. Explosive and inflammable cargo :
(1) Where there is a risk of explosion from electri-

cal equipment, the circuit shall be made dead and
kept dead as long as the risk lasts unless such equip-
ment and circuits are safe for use in the explosive
atmosphere and non-sparking tools ?hall be provided
and used in such atmosphere.

(2) When inflammable cargo is being loaded or
unloaded, special measures shall be taken to ensure
that an incipient fire can be controlled immediately.

79. Other dangerous goods :

(1) Before furn>'gafed cargo such a«. grain is loaded
or unloaded, adequate measures shall be taken to

.ensure that the cargo is safe to handle.

(2) Where caustic and corrosive substances are
handled or stored, special precautions shall be taken
to prevent damage to the containers and to render
any spillage harmless.

(3) If skins, wool, hair, bones, or other animal
parts have not been certified by competent authority
as having been disinfected, especially against anthrax,
the dock workers concerned shall be;—

(a) instructed about the risk of infection and
the precautions to be taken;

(b) provided with suitable type of personal pro-
tective equipment; and

(c) subjected to special medical supervision.

80. Handling of tetraethyl lead compound :

(1) Tetraethyl lead compound shall not be un-
loaded from a ship unless :

(a) it is packed in specially constructed steel
drums of substantial construction, sealed
with an inner and outer bung, and fitted
with roiliiiij roops on to the shell as an
added precaution;

(b) all receptacles containing tetraethyl lead
compound are distinctivelv and durably
marked with the words "Tetraethyl Lead
Compound—Poison"; and

(c) two sets of protective equipment, comprising
the following are provided and kept readily
available for use in the event of any leak-
age of tetraethyl lead corcpiuind :
(i) rubber gloves.

(ii) rubber boots,

(iii) rubber apron or oilskin suit, and

(iv) suitable respirator, which should be
either of cannister type containing
minimum of 50 cc. of activated char-
coal or an airline respirator with an
independent fresh air supply.

(2) Following measures shall bs taken while un-
loading tetraethyl lead compound :

(a) no receptacle containing tetraethyl lead
compund shall be opened within the limit*
of the port;
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(b) before commencemeat of the unloading
operations, the consignment of tetraethyl
lead compound shall be inspected on board
the vessel by a responsible person. No tetra-
ethyl lead compound drums showing any
sign of leakage shall be unloaded until
suitably repaired or placed in a larger re-
ceptacle oi container offering sufficient pre-
cautions from leakage;

(c) drams containing tetraethyl lead compound
shall be discharged under the supervision
of a responsible person;

(d) drums containing tetraethyl lead compound
shall be loaded and discharged in rope
slings with a maximum of two drums at a
separate sling for each drum. Hooks shall
on no account be used;

(e) dock workers handling drums containing
tetraethyl lead compound shall be provided
with heavy gloves of canvas or leather and
shall use such gloves; and

(f) adequate quantities of non-inflammabJs
solvent or kerosene and soap and water to
deal with any leakages of tetraethyl lead
compound shall be kept readily available
where the work of handling of the tetra-
ethyl lead compound is carried cm.

(3) Following measures shall be taken in the event
of leakage of tetraethyl lead compound :

(a) the area m which th; leakage of tetraethyl
lead compound has occurred (including the
outside of a drum) shall be treated as
follows :—

(i) flush with kerosene or some other lisht
oil solvent followed by water. If the
surface permits, wash thoroughly with
soap working-up as much lather as
possible, and again flush with water;

(ii) if it is possible to obtain quickly a
supply of common bleaching lime
(Ca O C12) the area should first be
treated generously with a mixture of
bleaching lime and water in the form
of thin slurry (NEVER use the dry
powder) alternatively a five per cent
solution of sulphuryl chloride (SO2 C
t2) in kerosene may be used;

(b) if contamination of absorbent material such
as wooden flooring, dunhaee, or other pac-
king material has taken place, then such
material shall, after treatment as above, be
removed from the place where tetraethyl
lead compound is being handled;

(c) any clothing which becomes contaminated
by tetraethyl lead compound shall be w-
moved immediately and cleaned by repeat-
ed rinsing in a non-inflammable dry clean-
ing fluid;

(ill if tetraethyl lead compond can be smel-
led, dock workers not assigned to deal with
,the leakage of tetraethyl lead compound
shall be removed from that place; and
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(e) dock workers assigned to deal with leak-
age of tetraethyl lead compound shall wear
the protective equipment described under
sub-regulation l(c).

(4) Suitable piotective clothing shall be provided
for handling of tetrathyl lead compound in referige-
rated spaces.

81. Broken or leaking containers :

(1) When there is danger from broken or leaking
containers of dangerous goods dock workers shall be
evacuated from the area involved and the following
steps taken before dock work is resumed :—

(a) if the cargo producers dangerous gases or
vapour :—

(i) suitable respiratory protective equip-
ment shall be made available for dock
workers who are to remove the defec-
tive containers;

(ii) the area shall be ventilated if neces-
sary and tested to ensure that the con-
centration of gases or vapours in the,'
atmosphere is safe for dock work;

(b) if the cargo is a corrosive substance—

(i) suitable personal protective equipment
shall be made available to the dock;
workers engaged in the removal of
damaged container.3; and

(ii) suitable absorbent or neutralising
materials shall be used in cleaning the
spillage.

82. Toxic solvents :

Before any solvents are used, the toxic properties
of such solvents shall be ascertained and adequate
means to safeguard the health of the dock workers
exposed to toxic solvents shall be provided.

I. FREIGHT CONTAINER TERMINALS

83. Fencing of terminals :

(1) Except on water side, the perimeter of the
container terminal shall be fenced, by wire mesh or
some other suitable material of substantial construc-
tion, and of adequate strength and permanency, which
shall be atleast 1.5 metre high.

(2) There shall be separate entry and.exist points
to the container terminal and shall be clearly marked.

(3) Wherever the containers' are stocked, the load
bearing capacity of the floor shall be adequate.

(4) Suitable signs or signals indicating terminal
road and pedestrian traffic shall be exerted and main-
tained at suitable points.

(5) A special area or road-way or part thereof
shall be provided for waiting of the vehicles. No
private vehicle other than the container handling
equipment and vehicles for transporting containers
sliall be allowed inside the container terminals.

(6) All areas where mechanical handling appliances
and transport equipment apexate, shajl be kept free

of pot holes, unnecessary equipment and obstructions.

(7) All operational areas and access to them shall
be provided with sufficient and suitable lighting as
specified under regulation 16.

84. Lifting appliances and other equipment :

(1) Container terminals shall be equipped with
suitable lifting appliances and transport equipment
which shall be maintained in good repair and work-
ing order.

(2) (a) In the case of fork lift trucks employed for
handling empty containers, the length of the forks
shall be equal to the full width of the container and
the capacity of the fork lift shall be matching with
the weight of the container.

(b) No fork-litt trucks shall be employed for
handling container which do not have fork pockets.

85. Container operation :

(1) Prior to the use of container spreader, the work
supervisor, foreman or any authorised person shall
ensure that it is in good working order and has been
tested as per the provisions under regulation 47(1).

(2) Single or multi-legged slings shall not be used
for lifting of containers.

(3) The weight of the container and the spreader
used shall be noted in relation to the safe working
load of the lifting appliance or transport equipment
used.

(4) When loading or discharging, the container
shall be hoisted squarely under the plumb to avoid
swinging of the container.

(5) The special lifting appliances employed in con-
tainer handling shall be operated only by the ope-
rators possessing adequate knowledge and skill for
these operations.

(6) Lifting appliances employed in container handl-
ing shall be operated under the guidance of a signal-
ler who shall be properly trained. When the signaller
is not in a position to communicate effectively with
the operator of the crane, other effective means of
signalling like walkie-talkie, short wave radio, etc.
shall be employed

(7) When a container is being lowered or hoisted
from a chassis, no person shall remain in the cabin
of its prime mover.

(a) No person shall be standing on a container
while,—

1 (a) it is being lifted or lowered ; and

(b) another container is being lifted or lowered
adjacent to it.

(9) No person snail be lifted to the top of a
contained by a container spreader which U being
lifted by a crane or any other appliance.

(10) When a ladder is used to climb to the top
of a container, the ladder shall be of sound construc-
tion, .provided with anti-skid devices or suitable
securing axrangejnents and there, 'hall be someone
to hold the bottom of the ladder wherever neces-
sary.
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(11) When workers have to work on top of the
containers.—

(a) it shall be ensured that the srnlace is dry
and clean to avoid slipping; and

(b) Luitable and sale means shall be provided
to the workers for going on top of con-
tainers and attending to lashing and

. unlashing of containers.

(12) Pedestrians shall not be allowed in any part
of the container terminal other than the passages
marked for their use.

(13) The container shail be firmly secured to the
chassis or truck by means of twist locks before it is
transported.

(14) All containers employed in dock work shall
be tested, maintained, inspected and approved by a
competent authority.

86. Stuffing and destuffing :

(1) The containers used for stuffing shall be clean,
dry and free from odour.

(2) Proper lighting ariangemems shall be provided
for the stuffing of the containers and light nttings
shall be safely located.

(3) Containers mounted on chassis shall be pro-
perly secured and supported and proper bridge plates
shall be used while the stuffing oi destuffing opera-
tion is on.

(4) Dangerous goods which are not recommen-
ded for grouping together shall not be stuffed in the
same container.

(5) Containers stuffed with dangerous goods shall
be labelled with internationally approved labels.

(6) When fork lift is employed for stuffing or de-
stuffing no other person shall be inside the con-
tainer.

(7) No container shall be stuffed beyond its capa-
city which is marked on it and containers shall be
stuffed in such a manner that weight distribution is
uniform as far as possible, throughqut the floor area
of containers.

(8) No smoking shall be permitted during stuffing
or destuffing operations inside the container.

(9) Upon completion of the stuffing, the container
door shall be properly secured with a lock or con-
tainer seals.

(10) When a container is to be destufled, only
one door shall be opened carefully at a time to pre-
vent possibility of any cargo collapsing.

(11) Dock workers employed in stuffing and
deŝ irffing of reefer containers shall be provided with
proper protective clothing.

J. MISCELLANEOUS

87. Fencing of motors, etc. :

(I) AH motors, cogwheels chains and friction
gearing, flywheels, shafting', every dansrerous and
movinff carts of machinery (whether or not driven

by mechanical power) and steam pipes shall be
securely fenced, or lagged.

(2) The fencing of dangerous parts of machinery
shall not be removed while the machinery is in motion
or in use, but if removed, shall be replaced before
the machinery is taken into normal use again.

(3) No part of any machinery which is in motion
and which is not securely fenced shall be examined,
lubricated, adjusted or repaired except by persons
duly authorised.

(4) Machine parts shall only be cleaned when the
machine is stopped.

(5) When machinery is stopped for servicing or
repairs, adequate means shall be taken to ensure that
it cannot inadvertently be restarted.

88. Electrical equipment:

(1) Only duly authoris-ed person shall be per-
mitted to install, adjust, examine, repair, displace
or remove electrical equipment or circuits.

(2) Efficient and suitably located means shall be
provided for cutting off all pressure from every part
of the system, as may be necessary to prevent danger.

(3) All portable electrical equipment shall be
maintained in good working order and inspected by
a responsible person atleast once in every day before
it is taken into use.

(4) Portable electric light or equipment used in a
confined space shall be of twenty-four volts or less.

(5) Only flame proof electrical equipment shall be
u ed in a confined space where inflammable gas, fume
or dust is likely to be present.

(6) All non-current carrying metal parts of electri-
cal equipment shall be eathed or other suitable mea-
sures shall be taken to prevent them from becoming
live.

(7) Portable or flexible eleciric conductors shall
be of heavy duty type and shall be kept clear of
loads, running gear and moving equipment.

(8) All live conductors shall be adequately insula-
ted or fenced to prevent danger by accidental con-
tact of dock workers or non-current carrying parts of
lifting appliances, conveyors, transport equipment and
machinery.

89. Transport of dock workers on land :

Suitable means of safe transport shall be provided
for the dock workers for their movement from their
place of booking to the working area or between the
two working areas when the distance between the
points exceeds two kilometre.

90. Transport of dock workers by water •

(1) When any dock worker has to proceed to
or from a ship by water for the purposes of carrying
on a dock work, proper measures shall be taken to
provide for his safe transportation. Vessels used for
this purpose shall be in charge of a responsible person,
and shall be properly equipped for safe navigation
and maintained in good condition.
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(2)i The means of transport referred to in sub-
regulation (1) shall conform to the following :—

(a) adequate protec ion is provided to the dock
worKers from inclement weather;

(b) the vessel shall be manned by adequate and
experienced crew, duly authorised by a
competent authority ;

(c) if the bulwarks of the vessel are lower than
60 centimetres, the open edges shall be
fitted with suitable fencing to a height of
atleast one me.re above the deck. The
posts, stanchions and :irnilar parts used in
the fencing shall not be spaced more than
two metres apart;

(d) ;he number of life buoys on deck shall be
atleast equal to the number of persons in the
crew and shall hot be less than two ;

(e) all life buoys shall be kept in good state of
main enaace and be so placed thai if the
vessel Links they remain a float, one of the
said buoys shall be within the immediate
reach of the Steerman and another shall be
situated af.er part; and

(f) the position of the steerman of the vessel
shall be such that he has a reasonably free
view of all sides.

(3) Maximum number of person that can be safely
carried in she vessel shall be certified by a compe-
tent authority and marked plainly and conspicuously
on the vessel and such number shall not be exceeded.

91. Repor'Jng ot accident; :

(1) Notice of any accident in a dock which either,

(a) causes loss of life; or

(b) di ables a person from work on which he
was employed for the rest of the day or
shift in which the accident occurred ;

shall forthwith be sent by telegram, telephone or
special messenger with'n four hours cf the occurrence
to,

(i) the Inspector;
(ii) the relatives of the workers when ihe acci-

den: causes IOR; of life to the deck worker
or is likely to disable the dock worker from
work for more than ten days ; and

(iii) in the case of fatal accidents also to :—
(a) the officer-in-charge of the nearest Police

Station, and.

(b) the District Magistrate or if -he District
Magistrate bv order so directs, the Sub-
Divisional Magi trate.

(2) In the case of accidents falling under clause
(b) of sub-regulation (1) the injured person shall
be given first-aid and thereafter immediately trans-
ferred to a hospital or other place of Irea'ment.

(3) Where any accident causing disablement, sub-
sequently resulte in the death of dock worker, notice
in writing of 'he death shall be submitted to the
authorities mentioned in sub-regulation (I) wifhiii

72 hours after the death occurs.

(4j itie ioiiowmg ciasiei ol dangeioas occurrences
iiiaii DG reponed to trie ln.pec.or, whether dea.h or
oiiablement is caused or not, in the manner pres-
crioed m suo-rulation (1) :—

(a) collapse or iaiiure or lilting appliances or
conveyors or breakage or xailure ol rope-,
chains or o<ner loose gears and lifting devi-
ces or overturning ol cranes, used in dock
work, falling or natchboards or cargo irom
slings, displacement of hatch beam resulting
in me fan ox hater; beams or covering- ;

(b) collapse or subsidence of any wall, lloor,
gallery, roui, platiorni, staging or means of
access;

{.£) explosion oi a receiver or vessel used for
trie storage, at a pressure greater than
atmospheric, pressure, of any gas or gases
(.including air; or any liquid or solid lesult-
mg from the compression of gas;

{<!) explosion or lire causing damage to any
place in the dock in which docic workers
are employed;

(ej Collapse, copjizing, toppling or collision of
the transport equipment;

(i; spillage or leakage of dangerous goods and
damage to their vontainers ; and

(g) breakage, buckling or damage oi lreight
containers.

(5; If a failure of lifting appliance, loose gear and
transport equipment ha^ occurred, the concerned
appliance, gear or equipment and the site shall, as i'ar
as practicable, be kept undisturbed until inspected by
the Inspector.

(6) Every notice given under iub-regulation (1)
and sub-regulaaon (&). shall be confirmed within
!.eventy-two hours or the occurrence by submitting a
written report to the inspector in Form-XIl and a
proper acknowledgement obtained provided that in
case of an accident under clause (b) of tub-regula-
tion (1), such written icport need be submitted only
when the dock worker is disabled from work on
which he was employed for more than forty-eight
hours from the time of accident.

92. Notification of cerain diseases :

(1) When a dock worker contracts any disease
specified in Schedule-IV, a notice in Form XIV shall
be sent by the employer forthwith to the Inspector.

(2) If any medical practitioner attends on a dock
worker suffering from any disease specified in tha
aforesaid Schedule, the medical practitioner shall
without delay send, addressed to the Director General,
Directorate General Factory Advice Service and.
Labour Institutes, Central Labour Institute Building,
Sion, Bombay-400022. a notice stating the name and
full particulars of the patient and the diseare.

93. Safety Officers:

(1) Every Port Authority qnd dock labour board
shall employ safety officers as "per the scale laid down
In Schedule-Ill.
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(2) Every other employer of deck worker shall
employ at least one safety officer, provided that the
employers may lorrn a group and appoint safety
officers for the group as per the scale laid down in
Schedule-I with the written permission of the Chief
Inspector.

(3) The duties, qualiticatiiios and conditions of
service of the saicty officer shall be a1' provided in
Schedule-Ill.

(4) The safety officer shall be assisted by suitable
a sistants and sta<t which shall be sot approved from
the Chief Inspector.

94. Renewal o£ Licences :

The Port authorises before issue of renewal of
the licences of tmplcysrs of dock workers shall obtain
a report from the Chief in pector or the inspector,
regarding the sa'ciy performance and compliance of
the regulations and take irto consideration the report
while granting the renewal of the licence.

PART-IV

HEALTH

95. Cleanliness :

(1) Every placj is the ship, dock, and all areab
which are in prodimity to the place in the dock,
where dock workers are employed, shall be kept clean
and free from rubbish or effluvia arising from any
drain, privy or other nuisance.

(2) All the accumulated garbages from the ships
and the dock area shall be disposed oH by burning
in an incenerator or by other suitable means.

(3) All the damaged or deteriorated cargo poang
hazards to safety or health or nuisance shall be
removed or disposed off from the work place where
the dock workers are emfloyed.

96. Drinking water :

(1) (a) On board every ship and in every dock, .
effective arrangement shall be made to pro-
vide ani maintain at suitable points con-
veniently situated for all dock worKeis
employed therein, sufficient supply of
wholesome drinking water :

Provided that the drinking water point is available
within 100 metres of the place, where dock workers
are employed.

(b) .-Effective arrangement shali hz made to pro-
vide and maintain adequate supply of whole-
some drinking water on board every ? !iip
in mid-stream for all dock workers employed
thereon.

(c) The water provided for drinking shall be
supplied from Mie pubFc water .rpply system
or otherwise from anv other source ?ppi<.~
ved in writing bv the Health Officer of the
Port. '

(2) All such points shall be legibly marked "Drink-
ing "Waetr"" in a language understood bv i ma-',fdy
cf the'docic "wor'cers. and ro such point shnll be
situated within MX metres o? any washing place, urinal

or lairrne unless a shorter dr/tanee is approved in
writing by the Cnief Jlnspectoi.

Ci) m every dock, me drinking wa'cr supplied to
i.lie tiucK workers snail, uunug not weather, be cooica
by see or other ertective means ;

fiovidcd that if ice i.*> piuccd, iu tiic dijukaig water,
.lie ice shali be clean and wholesome and shall be
ob-amtd only Irorn a source approved u*. writing by
uie Health Otiicer of the iJori.

(4) Every ddiiiking water centre shall be mautainea
-a a ciean and ordeny condition and ii jKcessui'y sliail
oe in charge of a suitaole per;.on who shall di. tnbutc
the water. Such a person shaiJ be provided with
clean clothes while on duty.

(5) The drinicing water centres thail be ^iseltcrea
from the weather and adequately drained.

{6) Storage tanks or containers for drinking water
snail always be kept in clean and hygienic condition.

{!) I he Inspector may, bv order in writing, direct
the Port Authority to obtain, at such time or at such
interval, as he may direct, a report from the Health
Oracer of the Port as to ihc iitness for human con-
.•.uinption of the water supplied to the dock workers,
and in every case to submit to the Inspector a copy
of such report as scon as it is received from the
Health Officer.

97. Latrines and urinals :

(1) In every deck, latrine and urinal accommoda-
tion shall be provided on the seal 2 given in Schedule
VIII and shall be conveniently situated and acces-
sible to dock workers at ail times while they are at.
work. Such accommodation and acce.-s to it shall be
adequately lighted and ventilated.

(2) Separate latrLies shall be provided where
female dock workers are employed.

(3) The floors and internal walls of the latrines
and urinals and the sanitary blocks shall be laid in
glazed tiles or otherwise finished to provide a smooth
polished impervious surface upto a height of at least
90 centimetre.

(4) All such accommodation shall be maintained
in a clean and sanitary conditions at all times. The
floors, side walls and the sanitary pans cf latrines
and urinals shall be thoroughly swept and cleaned at
least once in a day with suitable determents or disin-
fectants or with both.

(5) Every latrine shall be under cover and so
partitioned off as to secure privacy and shall have a
pfoper door ad lastenings.

(6) The walls, ceilings and par'ilions of every
latrine and urinal shall be white-washed or colour-
washed and the white-washins or colour-washing shall
be repeated atleast once in four months and record
maintained.

(7) Where piped water supply is available suffi-
den- number of water taps, convenientIv accessible
shall be provided in or near such latrine accommoda-
tion.
^ (8) Where piped water :npply f- not .ivaite'/i.:, z- .-vi-

sion shall he tm-je to «fore adequate quantity of
water near 'lie Tatrine.
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98. Spittons:

(1) In every portion of a docjc including ware-
houses and store places, iuffieienjt number olj spittons
shall be provided in convenient .places arid they shall
be main ained in a clean and hygienic condition.

(2> No person shall spit in tjhe dock area except
in the spittons provided for tlie jburpose and a notice
containing this provision shall be prominently dis-
played at suitable places. •

(3) Whoever spits m contravention of sub-regula-
tion (2) shall be punishable with a fine not exceeding
one hundied rupees. j

(4) The spi'.tons shall be of $n approved type.
(5) The Lpittons shall be emptied, cleaned and

disinfected atleast one: in every day.
99. Ventilation ind temperature in dock area

including reefer holds on ships J:
Eifecive and suitable provisiqn shall be made in

every dock for securing and maintaining in ever\
building or an enclosure or a reefer hold of chamber
or refer container where dock workers are emplo-
yed, adequated ventilation by th@| circulation of fresh
air and such temperature and ajr movement as will
secure to dock workers therein reasonable conditions
of comfort and prevent injury to- health.

1 PART V
WELFARE^

100. Washing facilities :

(1) In every dock, rest shod, call stand and can-
teen, adequate and suitable facilities for washing shall
be provided and maintained fori the use of the dock
workers and such facilities shall be conveniently
accessible and shall bs kept in;clean and orderly
condition. Washing facilities shall include glazed
wash basins with taps attached! thereto.

(2) Where dock workers are exposed to skin con-
tamination by poisonous, infection or irritation sub-
stances or oil, grease or dust, adequate nurnber of
shower-baths enclosed in individual compartments,
with entrances suitably screened shall be provided.

(3) These facilities shall be provided in every dock
on the scale laid down in Sdwd^te VW<

(4) The floor or ground under and in the immediate
vicinity of every wash, basin, stand pipe and shower
shall be so laid or finished as to pro-vide a smooth
impervious surface and shall bei adequately drained.

(5) The water supply to the washing facilities shall
be adequate having regard to the number of dock
workers employed in the dock,, and shall be from a
source approved in writing by the Health Officer of
the Port.

101. First-aid boxes :
(1) In every dock and on b*ard every ship there

shall be provided and maintained so as to be readily
accessible during all working hours, sufficient number
of first-aid boxes of cupboards :

Provided that the distance! of the nearest first-
aid box or cupboard s^all not be more than
200 metre* from anyiwofldng place.

(2) Nothing except appliances or requisites for
first-aid shall be kept in the boxes and cupboards.
All such boxes and cupboards shall be so kept that
they are protected against contamination by dust or
other foreign matters and against penetration ot
{moisture. They shall be kept in the charge of a
responsible person who is trained in first-aid treatment
and who shall always be readily available during
working hours.

(3) Each first-aid box or cupboard shall be dis-
tinctly marked "First-Aid" and shall be equipped
with the articles specified in Schedule VI.

102. Ambulance room :—

C1) In every dock or in any part ot a dock where
dock workers are ordinarily employed, there, shall
be provided and maintained an ambSlance room witn
effective comimunication system and shall be in the
charge of a qualified nurse who shall always be
readily available during all working hours and the
ambulance room shall be in overall charge of a quali-
fied medical practitioner. \

(2) The ambulance room shall be a separate room
used only for the purpose of first-aid treatment and
rest. It shall have a floor area of atleast ten square
metre and smooth, hard and impervious walls and
flooring and shall be adequately ventilated and lighted
by both natural and artificial means. An adequate
supply of wholesome drinking water shall be provided
and the room shall be equipped with the articles
specified in Schedule V.

(3) A record of all cases of accidents and sickness
treated at the ambulance room shall be kept and
produced to the Inspector on demand.

103. Ambulance carriage :

There shall be provided for use at every dock a
suitably constructed motor ambulance carriage and
launch which shall be maintained in good condition
for the purpose of removal of serious cases of accident
and sickness.

104. Stretchers :

A sufficient number of suitable stretchers including
a Neil Robertson Stretcher or any other suitable sling
stretcher, shall be provided at every dock at conve-
nient places so as to be readily available in an
emergency.

105. Shelters or rest sheds and lunch rooms :

(1) In every dock wherein more than 150 dock
workers are ordinarily employed, adequate and suit-
able shelters or rest sheds and suitable lunch rooms
with provision for drinking water and washing faci-
lities, where dock workers can eat meals brought by
them, shall be provided at convenient places and
maintained for their use :

Provided that anv canteen maintained in accor-
dance with regulation 106 shall be regarded
as part of the requirement of this regulation :

Provided further that, where a lunch room is
provided no dock worker shall eat any food
in the precincts of the dock except in such
iuach rooms.
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(2) Covered receptacles shall be provided and
used for disposal of food and litter in every rest sh.d.
These receptacles shall be emptied at least oncv ir,
every shift.

(3) The shelters or rest rooms and lunch rooms
to be provided under sub-regulation (1) <4iaJI be
sufficiently lig'ited and ventilated and shall b ; main-
tained in a cool and clean condition.

106. Canteens :

(1) In any dock or in any part of a dock wherein
more than 250 dock workers are ordinarily employed.
or are waiting to be employed, adequate canteen
facilities in or near the work; area shall be provided
and maintained by the sort authorities and dock
labour boards for the uss of all dock workers. The
canteen shall function at all times when twenty-five
or more dock workers are employed at a time.

(2) The canteens shall conform to the require-
ments laid down in Schedule IX.

(?) An adequate numbre of mobile canteens shall
be provided at every dock with provision for serving
tea and light refreshments.

107. Medical examination of dock workers :

1) It shall be ensured that all dock workers
undergo medical examination,—

(a) before he is employed for the first time : or
is being selected or trained for the operation
of lifting appliances and transport equip-
ment;

(b) periodically, at such intervals as raay be
considered necessary bv the Chief Inspector
in view of the risks inherent in the dock
work and the conditions under which the
dock work is performed.

(2) (a) wherever considered necessary, the medical
examination shall also. Include X-ray and
pathological laboratory examination • and

(b) the medical examinations prescribed under
sub-regulation l (a) , /T>> and 2fa) shal? be
in accordance with Schedule XT and no
dock worker shall be charged for the same.

(3) Tn the case of dock workers extmed to special
occupational, health hazards, the periodical medical
examination shall include any special investitration
deeimed necessary for the diagnosis of occupational'
diseases.

(4) The details of the medical examination shall
be smfaMv record^ and shall be made available to
the Inspector on demand.

(5) If the medical officer fc of the.omnion that the
dock workers so examined is required to be taker
.away-Jrcm the dock work for health nrotecrfon, lie
may d<rect the not authorities or Dock Labour Board
or the other emolavcc* of dock workers according
as the case vnv be. However, the. dorV vmtV.er ^
taken awav <ba7T be nrovided with aTte^tc* r W -

X f m
t T - e '*• '" the oryinim o f *e" medic*9 S ! r V u7Tv '"caoadtated. ,\, which „««. the writer

affected may be suitably rehabilitated .

jOS. Notices :
Notices shall be exhibited in prominent poMti-'ns

at every deck staling,—
(a) the position of nearest first-aid bus or cup-

board and the place where the p^ison-m-
charge thereof can be round.

(b) the position of the ambulance room, the
stretchers or other appliances ; and

(c) the position of the ambulance cirriaae and
launch, the location of the nearest telephone
and the name and telephone number of tne
hospital or other place from where such
carriage tr launch czn be obtainned

JG9. Welfare Offices :

(1) Every pott au-hority and dock labour board
shall employ a number of welfare officers with
duties, qualifications and conditions of service as
laid down in Schedule-X.

(2) Ever\r other employer of dock worker shall
etaploy at least one welfare officer, provided thnt the
employers may form a group and appoint welfare
officer for the group ar specified in Schedule X with
the written permission of the Chief Inspector.

PART VI

SPECIAL PROVISIONS

110. Statement of accidents etc. :

The Port Authorities, the dock labour boards and
other employers of dock workers shall furnish to the
Inspector the monthly statement of reportable acci-
dents under these regulations in Form—XIII.

111. Training of dock workers, responsible persons,
etc.:

(1) Initial and periodic training shall be imparted
to all categories of dock workers, responsible and
authorised persons depending upon their nature of
work and skill required for performing their duties.
Safety aspects and precautions to be taken in pur-
suance of the provisions under the Act and the regu-
lations shall be covered in the training.

(2) All first-aid personnel shall be imparted train-
ing including refresher courses by a > qualified medical
officer authorised for the purpose.

112. Emergency action plans :

All the ports shall have an approved emirgenry
action plan acceptable to the Chief Inspector to
handle the emergencies like,—-

fa) fires and explosions :

(V) collapse of lifting appliances, buildings1,
sheds etc. ;

(c) gas leakages and spillage of daneerous
goods ;

(d) drowning of dock workers, sinking of
vessels, retrieval of transport equipment
from (fade basins ; and
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(e) floods, storms and other natural calarities.

113. Display of abstracts :

The abstracts of the Act and o! the regulation;
made thereunder in Form X and XI shall be displayed
in every dock.

114. Safety Committee :

(1) At every port there shall be constituted a safety
committee which shall be headed by an officer not
below the rank of deputy chairman of the Port. The
main functions of the safety committee shall be—

(a) to investigate into the causes of accidents
and unsafe practices in Dock Work and to
suggest remedial measures ;

(b) to stimulate interest of employers and wor-
kers in safety by organising safety weeks,
safety competitions, talks and film shows on
safety, prepating posters or taking similar
other measures ;

(c) to go round the dock with a view to check
unsafe practices and detect unsafe condi-
tions and to recommend remedial measures
for their rectification:

(d) to organise training programmes for the sup-
ervisory staff and workers ;

(e) to look into the health hazards associated
with handling different types of cargoes and
to suggest remedial measures including use
of proper personal potective equipment ;
and

(f) to suggest measures for improving welfare
amenities inside the docks and other mis-
cellaneous aspects of safety, health and wel-
fare in dock work.

(2) The safety committee shall be constituted by
the Chairman of the port and shall include besides
port officials, representatives of port users, the recog-
nised labour unions and the Chief Inspector.

(3) The safety committee shall meet at regular in-
tervals, at least once in every quarter, and minutes of
the meetings shall be circulated to'the concerned de-
partments of the Port, agencies and organisations.

(4) The decisions and recommendations of the
safety committee shall be complied with by the port
authorities, port users and the employers of dock
workers.

115. Occupational health services for dock wor-
kers :—

(1) In every Port there shall Be eitner a special
medical service or an occupational health service
available at all times, and it shall have the following
functions,—

(a) provision of first-aid and emergency treat-
ment ;

(b) conducting pre-employment, periodical and
special medical examinations of dock wox-
kers ;

(c) periodical training of first-aid personnel ;
(d) surveillance and rendering advice on condi-

tions at wors-places and facilities that can
affect the health of dock workers ,

(e) promotion of health education including fami-
ly welfare among dock workers; and

ff) co-operation with the competent authority or
Inspector in the detection, measurement
and evaluation of chemical, physical or
biological factors suspected of being harm-
ful to the dock workers.

(2) The medical service shall collaborate with the
labour department or any other concerned depart-
ment or service of the port in matters of treatment,
job placement, accident prevention and welfare of
dock workers.

(3) The medical service shall be headed by a doc-
tor specialised in occupational health and shall be pro-
vided with adequate staff, laboratory and other person-
nel.

(4) The medical services shall be located at ground
level, be conveniently accessible from all workplaces
of the port or dock, be so designed as to allow strec~
cher cases to be handled easily and so far as practi-
cable, shall not be exposed to excessive noise, dust or
other nuisance.

(5) The premises of the medical service shall com-
prise at least a waiting room, a consulting room, a,
treatment room and laboratory, apart from suitable
accommodation for nurses and other personnel.

(6) Rooms for waiting, consultation and treatment
shall:—

(a) be spacious, suitably lighted and ventilated,
and wherever necessary heated or air cool-
ed; and

(b) have washable walls, floor and fixtures,

(7^ The medical service shall be provided with ap-
propriate medical and laboratory facilities and such
documentation as it may require for its work.

(8) The medical service shall keep and maintain
records pertaining to medical examination of dock
workers and other activities and shall provide ade-
quate information on,—

(a) the dock workers state of health ; and

(b) the nature, circumstances and outcome of
occupational injuries.

116. The employer's general obligations :

(1) The employer shall take all necessady steps,
which, considering the kind of work, working condi-
tions and the worker's age, sex, professional skill
and other qualifications, are reasonably necessary for
protecting the worker from being exposed to risks of
accidents or injury to health at work.

(2) The employer shall make sure that the work
place, its approaches' and means of access conform
to these regulations and are also otherwise in a safe
condition.
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0) The employer shall take into account tfae wor-
kers* training, skill and experience; when workers arc
set to work. A worker shall not be assigned a work
for which he has not received sufficient instructions
regarding possible dangers and precautions in the
work, taking into account his training, skill and ex-
perience,

117. General Safety:--

No employer of dock worker shall negligently or
wilfully do anything likely to endanger life, safety and
health of dock vyorkers, or negligently or wilfully
omit to do anything necessary for the safety and
health for the dock worker employed in dock work.

118. Repeal and Saving :—

The Indian Dock Labourers Regulations, 1948
aisti the Dock Workers (Safety, Health and welfare)
Scheme. 1961 arc hereby repealed.

Provided that any action taken or order issued
under the said Regulations or the Scheme, shall as
the case may be in so far as it is not inconsistent with
these regulations, be deemed to have been taken or
issued under the corresponding provisions of these re-
gulations.

SCHEDULE I

(See regulations 41(1), 47(1) and 48(1) )

Manner of test and examination before taking lifting
appliance, loose gear and wire rope into use for the

first time.

Test loads :

(1) Lifting Appliance :

Every lifting appliance with its accessory gear, shall
be subjected to a test load which shall exceed the
safe working load (SWS) as follows :—

Safe working load

Upto 20 ..innes
20 to 50 tonnes
Over 50 -onnes

Test lord

25 psr cent in
5 tonnes in
10 per cent in

excess of SUL
excess of SWL
excess o{ SWL

(2) Loose gear :

(a) Every ring, hock, chain, shackle, swivel, eye-
bolt, plate clamp, triangular plate or pulley
block (except single sheave block) shall be :

subjected to a test load which shall not be
less than the following :

SWL (In fonn-s)

Upto 25
Above 2S

Test load (In tonnes)

2 x safe working load
(l.22xSWL)+20

458GI/90—13

fb) In thtf case of a single sheave block, the
SWL shall be the maximum load which can
safely be lifted by the block when suspend-
ed by its head fitting and the load is atta-
ched to a ro#e which passes around the
sheave of the block and a test load not less
than four times the proposed safe working
load shall be applied to the bead of the
block.

(c) In the case of a multi sheave block, the test
load shall not be less than the following:

SWL (In tonnes)

Upto 25
25 to 160
\bo\e 160

Test load (In tonnes)

2 x SWL
(0.9933 x SWL) T-27
1.1 x SWL

(d) In the case of hand-operated pulley blocks
used with pitched chains and rings, hooks, shackles
or swivels permanently attached thereto, a test load
not less than 50 per cent in excess of the safe work-
ing load shall be applied.

(e) In the case of a pulley block fitted with a buc-
ket, the bucket shall be tested and the load applied
to the bucket when testing that block will be accep-
ted as test loading of the bucket.

(f) In the case of a sling having two legs, the safe
working load shall be calculated when the angle bet-
ween the legs is 90° In case of multi-legged slings
the safe working load shall be calculated as per
national standards.

(g) Every lifting beam, lifting frame, container
spreader, bucket, tab, or other similar devices shall
be subjected to s test load which shall not be less
than that given in table below:—

Pro-posed safe working
load (in tonnes)

Upto 10
lOto 160
Above 160

Test load
(in tonne")

2 x SWL
(1.04xSWL) A 9.6
1.1 x SWL

(i) Wire ropes:

In the case of wire ropes a sample shall be
tested to destruction. The test procedure
shall be in accordance with an inter-
national or recognised national standards.
The safe working load of the rope is to
be «te«ermined by dividing the load at
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which the sample broke by a coefficient
of utilisation* determine,} as follows.

lien

(a)

(b)

a Co-efficient of
utilisation

Wire Rope Forming part of Sling.
SWL of the Sling :
SWL upto and equal to 10 tonnes.
SWL above to tonnes and up
and equal to 160 tonnes

SWL agove 160 tonnes
Wire Rope as Integral part of a
Lifting Appliance:
SWL of the lifting appliance r
SWL upto and equal (o 160
tonnes

SWL above 160 tonnes

5
104

(8.85 xSWL)+1910
3

104

(8.85 x SWL)-f-1910
3

(j) Before any test is carried cut, a visual ins-
pection of the lifting appliance, or loose
gear involved shall be conducted and any
visible defective gear shall be replaced or
renewed.

(k) After being tested all the loose gears shall
be examined to see whether any part have
been injured or permanently deformed by
the test.

PROCEDURE FOR TESTING :

(3) Ship's derricks :

(a) A derrick shall be tested with its boom at
the minimum angle to the horizontal for
which the derrick is designed (generally 15
degrees), or at such greater angle as may
be agreed. The angle at which the test has
been carried out shall be mentioned in the
test certificate. The test load shall be ap-
plied by hoisting moveable weights. During
the test,1 the boom shaU be swung with the
test load as far as practicable in both
directions.

<b) A derrick boom designed to be raised with
power with the load suspended shall in ad-
dition to the above tests at (a), be raised
(with the load suspended) to its maximum
working angle to the horizontal and the two
outermost positions.

(c) While test loading of a heavy lift derrick,
the competent person responsible for test
using moveable weights shall ascertain from
the Master that the ship's stability will be
adequate for the test.

(4) The derricks tested under clause (3) shall not
be used in union purchase rig unless :—

(a) the derricks rigged in union purchase are
tested with the test load appropriate to the
SWL in. union purchase (at the designed
heaxfroom and with the derrick booms in
their approved wording positions);

(bY the safe working load of that derrick in union
tnirchase'rig has also been specified by a
conipetfent person in a report in Form-Ill;

(t) any limitations or conditions specified in the
said report are complied with; and

(d) the two hoist ropes are coupled together by
a suitable swivel assembly.

Note :—The safe working loads of derricks (for each
method of rig including union purchase)
shall be shown on the Certificate of test and
marked on the derrick booms.

(5) Lifting appliance other than ship's derricks and
winches :

(a) The test load shall be lifted and swung as
far as posssibh in both directions. If the
jib or boom of the crane has a variable
radius, it shall be tested with test loads at
the maximum and minimum radii. Tn case
of hydraulic cranes, when owing to the
limitation of pressure it is impossible to
lift a test load ">n accordance with table
under paragraph (1) it will be sufficient to
lift the greatest possible load which shall be
more than safe working load.

(b) The test shall be performed at maximum
minimum and intermediate radius points as
well as such points in the arc of rotation as
the competent person may decide. The test
shall consist of hoisting, lowering, breaking
and swinging through all positions and ope-
rations normally performed. An additional
test shall be made bv operating the machi-
nery at maximum working speed with the
SWL suspended.

(6) Use of spring or hydraulic balances, etc., for
test loading :

All tests normally shall be carried on with the help
of dead weights. Test loading of gear on new ships
shall always be with dead weights. In case of periodi-
cal test, replacements or renewals, test load may be

. applied bv means of a suitable springs or hydraulic
balances In such case, test load shall be applied with
the boom as far out as practicable in both directions.
The test shall not be taken as satisfactory unless the
balance has been certified for accuracy by the com-
petent authority within 2.0 per cent and the pointer
of the machine has remained constant at the test loac
for a period of at least 5 minutes.

(7) Testing machines and dead weights :

(a) A suitable testing machine shall be used fas
testing of chains, wire ropes and other cargr
gear;

(b) Testing machines and balances to be usec
in test loading, testing and checking shal
not be used unless they have been certifies
for accuracy at least once in the preced-
ing 12 months by the competent authority

(c) Moveable weights used for the test loading o<
the lifting appliances having a safe working load nOI

exceedmg 20 tonnes shall be checked for accurac
by meals of suitable weighing machine of certifie
fxcuracy.
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(8) Thorough examination after testing or test load
ing:

After being tested or test loaded, every liftin;
appliance and associated gear shall be thorough!;
examined to see that no part has been damaged o
permanently deformed during the test. For this pur
pose, the lifting appliance or gear shall be dismantle!
to the extent considered necessary ry trie i.dr.pe-
tent person.

SCHEDULE II

Classification of Dangerous Goods

(See regulation 76)

Class 1. Explosives.

Class 2. Gases : compressed, liquefied and dis-
solved under pressure.

Class 3. Inflammable liquids.
Class 4.1 Inflammable solids.

Class 4.2 Inflammable solids, or substances, liable
to spontaneous combustion.

Class 4.3 Inflammable solids, or substances, which
in contact with water eredt flammable
gases.

Class 5.1 Oxidizing substances.

Class 5.2 Organic peroxides.

Class 6.1 Poisonous (toxic) substances.

Class 6.2 Infectious substances.

Class 7 Radioactive substances.

Class 8 Corrosives

Class 9 Miscellaneous dangerous substances.

Dangerous substances belonging to class 9 above
include any such substance which cannot be referred
to any other class but which experience has shown
to be so dangerous that these regulations shall apply
to it.

SCHEDULE-HI

Rules relating to the appointment of Safety Officers

(See Regulation 93)

(1) Number of Safety Officers :

Within six months of coming into operation of
these Regulations every Port Authority, Dock La-
Lour Board and every other employer shall appoint
Safety Officers, as laid down in the scale given
below :

1. Upto 2000 dock workers.—One Safety
Officer.

2. Upto 500Q dock workers.—Two Safety
Officers.

3. Upto 10000 Jock workers.—Three Safety
Officers.

4. For every additional five thousand dock
worker or part thereof.---One Safety
Officer.

Any appointment, when made shall be notified to
the Inspector giving full details of the qualifications
and terms and conditions of service.

(2) Qualifications :—

(a) A person shall not be eligible for appoint-
ment as a Safety Officer unless he :—

(i) possesses a recognised degree in any
branch of engineering or technology and
had practical experience of working in a
port of similar place in a supervisory
capacity for a period of not less than two
years; or possesses a recognised degree
in physics or chemistry and has had prac-
tical experience of working in a port or
similar place in a supervisory capacity
for a period of not less than five years;
or possesses a recognised diploma in any
branch of engineering or technology and
has had practical experience of working
in a port or similar place in a supervi-
sory capacity for a period of not less
than five years; and

00 possesses a degres or diploma in indust-
rial safety recognised by the Central
Government in this behalf: and

(iii) has adequate knowledge of the language
spoken by majority or the.workers in
the Port in which he is to be appointed.

(b) Notwithstanding the provisions contained in
clause (a), any person who :—

(i) possesses a recognised degree or diploma in
engineering or technology and has had experience of
not less than five years.in a department of the Cen-
tral Government which deals with the administration
of the Indian Dock Labourers Act, 1934 and or the
Dock Workers' (Safety, Health and Welfare) Act,
1986;

.(M) possesses a recognised degree or diploma in
engineering or technology and has had experience
of not less than five years, full time, or training, edu-
cation, consultancy, or research in the field of acci-
dent prevention in industry o.r in any port or any
institution ;

shall albo be eligible -for .appointment as a Safety
Officer:

Provided that, in the case-of. a person who has
been working as a Safety Officer in indus-
try or any. institution, for. a period of not
less than three years on.the. date of com-
mencement of these regulations, the Chief
inspector may, subject 'to such conditions
as he may specify, relax all or day of the
above said qualifications.
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(3D Conditions of service :

(a) Where the number of Safety Officers appointed
exceeds (me, one of them shall foe designate! as the
Chief Safety Officer and shall have a status higher
than that of the others. The Chief Safety Officer
shall be in overall charge of the safety functions as
envisaged in sub-clause (4) as also the other Safety
Officers working under his control.

(b) The Chief Safety Officer or the Safety Officer
where only one Safety Officer is appointed, shall be
given the status of a senior executive and he shall
work directly under the control of his chief executive.
All other Safety Officers shall be given appropriate
status to enable them to discharge their functions
effectively.

(c) The scale of piy and the allowances to be
granted to the Safety Officers including the Chief
Safety Officer, and the other conditions of their ser-

vice shall be the same as those of the other officers
of corresponding status in the Port, Dock Labour
Board or firm as the case may be.
(4) Duties of Safety Officers :

(a) The duties of a Safety Officer shall be to ad-
vise and assist thte management m the fulfilment of
its obligations, statutory or otherwise, concerning
prevention of personal injuries and maintaining a
safe working environment. These duties shall in-
clude the following, namely—

(i) to advise the concerned departments in plan-
ning and organising measures necessary
for the effective control: of personal injuries;

(ii) to advise on safety aspects in all dock work,
and to carry out detailed job safety studies
of selected dock work;

(iii) to check and evaluate the effectiveness of
the action taken or proposed to be taken to
prevent personal injuries;

(iv) to advise the purchasing and stores depart-
ments in ensuring high quality and avail-
ability of personal protective equipment;

(v) to carry out safety inspections of dock work
in order to observe the physical conditions
of work and the work practices and proce-
dures followed by woriters and to render
advke on measures to be adopted for re-
moving the unsafe physical conditions and

preventing unsafe actions by workers ;

(vi) to investigate all fatal and other selected
accidents ;

(vii) to investigate the cases of occupational
diseases contracted and reportable dange-
rous occurrences;

(viii) to advise, on the maintenance of such re-
cords as are necessary, relating to acci-
dents, dangerous occurrences and occupa-
tional diseases ;

fix) to promote setting up of safety committees and
act as adviser and catalyst of such com-
mittees ;

(x) to organise in association with the concer-
ned departments, compaigns, competitions,

contests and other activities which will
develop und maintain the interest of the
workers in establishing and maintaining
safe conditions of work and procedures;

(xi) to design and conduct either indepen-
dently or in collaboration with the train-
ing department, suitable training and

educational programmes for the preven-
tion of accidents to dock workers;

(xii) frame departmental safety rules and safe
working practices in consultation with
the various departments or authorities;
and

(xiii) supervise and guide in respect of safety
precautions to be taken while handling
dangerous cargo.

(5) Facilities to be provided to Safety Officers :

The Management shall provide each Safety Officer
ivith such facilities, equipment and information as are
lecessary to enable him to discharge his duties effec-
tively.

(6) Prohibition of performance of other duties :

No Safety Officer shall be required or permitted
o do any work which is inconsistent with or detri-
mental to the performance of the duties prescribed in
sub-clause (4).

(7) Exemptions :

The Chief Inspector may in writing exempt any
Port Authority, Dock Labour Board or any other em-
ployer or a group of employers from any or all provi-
sions of this regulation subject to compliance with
such alternative arrangements as may be approved
by him.

SCHEDULE IV

List of Noti&aWe Diseases

[See regulation 92(1)3

(1) Lead poisoning, including poisoning by
any preparation or compound of lead or
their sequelae.

(2) Lead tetra-ethyl poisoning.

(3) Manganese poisoning or its sequelae.

(4) Carbon bisulphide poisoning.

(5) Benzene poisoning, including poisoning by
any of its homclogu ;̂, their nitre or amide
derivatives or its sequelae.

(6) Anthrax.
(7) Pneumoconosis.

(8) Poisoning by halogens or halogen derivatives
of the hydrocarbons of the aliphatic series.

(9) Primary epithetiomatotts cancer of the sfcin.
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(10) Occupational dermatitis.
(11) Noise induced hearing ios> (exposure to

high noise levels).

SCHEDULE V

Articles required for an Ambulance Room

[See Regulation 102(2)]

(i) A glazed sink with hot and cold water al-
ways available.

(ii) A table with a smooth top at least 180 cm x
105 cm.

(iii) means for sterilizing instruments.

(iv) A cquch.

(v) Two stretchers.

(vi) Two buckets or containers with close fitting
lids.

(vii) Two rubber hot water bags.

(viii) A Kettle and spirit stove or other suitable
means of boiling water.

(ix) Twelve plain wooden splints 900 cm. x 100
cm. x 6 cm.

(x) Twelve plain wooden splints 350 cm. x 75
cm. x 6 cm.

(xi) Sis plain wooden splints 250 cm. x 50 cm.
x .12 cm.

(xii) Six woollen blankets.

Odii) Three pairs artery forceps.

(xiv) One bottle of spiritus annemiae arematinns
(120 ml.)

(xv) Smeeling sale (60 gm).

(xvi) Two medium size sponges,

(xvii) SiS hand towels,

(xviii) Four "Kidney" trays.

(xix) Four cakes of toilet, preferably antiseptic
soap.

(xx) Two glass tumblers and two wine glasses,

(xxi) Two clinical thermometers,

(xxii) Two tea spoons.

(xxiii) Two graduated (120 ml.) measuring
glasses.

(xxiv) Two minimum measuring glasses.

(xxv) One wash bottle (100& cc) fiar washffig
eyes.

(xxvi) One bottle (one litre) carbolic lotion 1
in 20.

(xxvii) Three chairs,

(xxviii) One screen,

(fcrix) One electric hafd pEtfi.

(xxx) Four first-aid boxes or cupboards stock-
ed- to the standards prescribed in the
Schedule.

(xxxi) An adequate supply _ of anti-tetanus
toxied.

(xxxii) Injections—morphia, pethidine, atro-
phine, adrenaline, coramine, novocan (6
each).

(xxxiii) Coramine liquid (60 ml).

(xxxiv) Tablets—antibistamhnie antispasmodic
(25 each).

(xxxv) Syringes with needles—2-cc, 5 cc, 10 cc
and 50 cc.

(xxxvi) Three surgical scissors.

(xxxvii) Two needle holders, big and small,

(xxxviii) Suturing needles and materials,

(xxxix) Three dissecting forceps.

(xl) Three dressing forceps,

(xli) Three scapels.

(xlii) One stethoscope,

(xliii) Rubber bandage—pressure bandage.

(xliv) Oxygen cylinder with necessary-attach-
ments.

SCHEDULE VI

Equipment required for ,* First-Aid box

or cupboard

[Sec Regulation 101(3)]

(i) Twenty-four small sterilized dressings,

(ii) Twelve medium size sterilized dressing's.

(iii) Twelve large size sterilized dressings,

(iv) Twelve large size sterilized burn dressings.

(v) Twelve (15 gm) packets of sterilized cotton
wool.

vi) One (200 ml) bottle of ceirirnide solution (1
per cent) or a suitable antiseptic solution.

(vii) Qne (200. ml) bottle of mercurochrome (2
, per cent), solution in water.

(viii) One (120 ml) botlle of sal-volatile having
the do;e and mode of administration indi-
cated on the label.

(ix) One pair of scissors.
(x) One roll of adhesive plaster (6tm x 1 m).
(xi) Two rolls of arihesiv-j plaster (2 cm x 1 m).

(xii) Twelve pieces of sterilized eye pads in sepa-
rate sealed packets.

(xiii) A bottle containing 100 tablets (each of 325.
mg) of u.pirin or soy other analgesic).

(xiv) One polythene wash bottle (500 cc) for
washing eyes.



102 THE GAZETTE OF INDIA : EXTRAORDINARY [PART I I—SEC, 3(0}

(xv) Twelve roller bandages 10 o r wide.

(xvi) Twelve roller bandages 5 cm wide.

(Svii) Six triangular bandages

(xviii) One tourniquet,

(xix) A supply of suitable splints,

(xx) Two packets of safety pins.

(xxi) Kidney tray,

(xxii) A snake-bite lancet.

Oxiii) One (30 ml) bottle containing potassium per-
mangenate crystals.

(xxiv) One copy o£ first-aid leaflet issued by the
Directorate General of Factory Advice
Service and Labour Institutes, Govern-
ment of India, Bombay.

SCHEDULL — VII

(See Regulation 18)

Permissible exposure in cases of continuous aoise

T'Ual time
or a number

per day in

8
6

4
i
->

t 1,2
!

3/4

1/2
1,4

of exposure (continuous
of i,I>ort-tenn e?,p< MHXS)
hour-*.

U)

Sound pressure- level
in dBA

(2)

90
92

95
97

100
102
105

107
110
115

Notes : 1. No exposure in excess of 115 dBA is to
be permitted.

2. For any period of exposure falling in bet-
ween any figure and the next higher or
lower figure as indicated in column 1, the
permissible sound pressure level is to be
determined by extrapolation on a propor-
tionate basis.

SCHEDULE VIII

Scale for providing latrines, urinals, washing and
bathing facilities in a Dock.

(.see Regulations 97 and 100)

Latrines :
one for every 50 dock workers and minimum of 3 in
each block.

Urinals :

One for every 100 dock workers and minimum 4
urinals in each block.

Washing facilities:

Washing taps :

Upto 200 dock workers 4 taps

Over 200 dock worke.-s i taps plus 1 tap for every
JuO workers or par thereof.

Shower baths:

Upto 200 dock worker* — 2 shower baths.

Above 200 — upto 500 dock workers — 4 shower
baths.

Over 500 dock workers 4 plus one shower bath for
every 200 workers or part thereof

with minimum of 2 sh w c r baths in a block.

SCHEDLE— IX

Requirements for Canteens

(See Regulation 106)

(1) Plans and sits plans of the building to be
constructed or adopted for use as a canteen shall
be submitted and got approved from the Chief
Inspector.

(2) The canteen building shall be constructed
according to the approved plans and shall provide
accommodation for a dinning hall, kitchen, store
rooms, pantry and washing places separately for
workers and for utensils. The minimum height of
the building shall not be less than 4 metres and all
the walls and roofs shall be of suitable heat resisting
material and shall be water proof.

(3) The canteen buiding shall be situated not
less than 15 metres from any latrine, urinal or any
other source of dust, smoke or obnoxious fumes.
Provided that the Chief Inspector may in any
particular case relax the provisions of this rule to
such an extent as may be reasonable in the cir-
cumstances and may require meausres to be ad-
opted to secure the essential purpose of this pro-
vision.

(4) In a canteen, the floor and the inside walls
upto a height of 1.25 metres from the floor shall
be made of smooth and impervious material, the
remaining portion of inside1 waits shall be made
smooth by cement plaster or in any other suitable
manner.

(5) The ,doors, windows . and ventilators of a
canteen build'ng shall be of fly-proof construction
and shall allow adequate ventilation.

(6) The canteen shall be adequately, lighted at
all times when any person has access' to it.

(7) In every canteen —

(a) (i) all inside walls of rooms and all ceil-
ings and passages- and staircase's shall be
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limewashed or .colour washed atleast once
in. each, year or paint^xi once, in th r f

, years dating from the period when last
lime washed or painted, as the case may
be;

(ii) all wood work shall be varnished or
painted once in three years dating from
the period when last varnished or
painted;

(iii) all internal structural iron or steel
work be varnished or painted once in
three years dating from the period when
last varnished or painted :

provided that inside walls of the kitchen shall be
lime-washed once in every four months.

(b) Records of dates on which lime-washing,
colour-washing, varnishing or painting is
carried out shall be maintained in a
register in a form approved by the Inspector.

(c) The floor of all rooms shall be keplf clean
at all times by sweeping and mopping.

(8) The precincts of the canteen shall be maintain-
ed in a clean and sanitary condition. Waste water
shall be carried away in a suitable covered drain and
shall not be allowed to accumulate so as to cause a
nuisance. Covered receptacles shall be provided and
used for the disposal of garbage and the receptacles
shall be fully cleaned and disinfected once atleast
in every shift.

(9) Dining Hall :

(a) The dining hall shall accommodate^ at a
time atleast 10 per cent of the dock
workers at any time in any dock_or any
part of dock for which the canteen is pro-
vided;

Provided that in any particular dock,
the Chief Inspector may, alter the percent-
age of workers to be accommodated in a
canteen.

(b) The floor area of the dinning hall, exclud-
ing the area occupied by the service counter
and any furniture except tables and chairs,
shall be not less than one square metre per
dinner to be accommodated as prescribed
in sub-rale fa).

Provided that where it is impractic-
able, owing to the lack of space to provide
one square metre of floor area for each
person, such reduced floor ?*rea may be
provided as approved in writing by the
Chief Inspector.

fc) A portion of the dinning hall and service
counter shall be partitioned off and reserv-
ed for women workers in proportion to
their numbers. Washing; places for women
shall Jbe separate and screened to secure
privacy.

fd) Sufficient tables, chairs or benches shall be
available for the number of dinners to be

accommodated as prescribed in sub-rule
(a).

(e) Soaps and towels shall be provided at the
Washing places in the cuntec-n for the v^i
of the workers.

(10) Equipment :

(a) There shall be provided and maintained
sufficient utensils, crockery, cutlery, furni-
ture and any other equipment necesrary
for the efficient running of the canteen.
Suitable uniforms for the employees ser-
ving in the canteen shall be provided and
maintained in clean candition.

(b) Food and food material* shall be stored
in flyproof cupboards and handled with
the help of wodden ladles or suitable
metal forceps whichever is convenient.
Vessels use once shall be cleaned before
being used again.

fc) The furniture, utensiis and other equip-
ment shall be maintained in a clean and
hygenic condition. The service counter
and all the dining tables shall have a top
of smooth and impervious materials. Sui-
table facilities including an adequate sup-
pip of hot ,water shall be Wovided for
cleaning of the utensils and equipment.

SCHEDULE X

(See Regulation 109)

Rules relating to the appointment of Welfare Offi-
cer prescribed under regulation 109 of the Dock
Workers (Safety, Health and Welfare) Regulations,
1989.

a ) Number of Welfare Officers :

(a) The Port Authority, Dock Labour Board
and every other employer shall appoint at
least one Welfare Officer in every port
where 500 or more dock workers are ordi-
narily employed. Provided that, where the
number of dock worker exceeds 2000 there
shall be additional Welfare Officer, as indi-
cated in the scale given below :—

(i) 2000 to 5000 dock workers—2 Wel-
fare Officers.

(ii) for every additional 5000 dock
workers or.fraction thereof over 500—
t Welfare Officer.

(b) Where there are more than one Welfare
Officer appointed, one of them shall be
called the Chief Welfare Officer and the
others as Welfare Officers.

(2) Qualifications :

No person shall be appointed as a Welfare Officer
unless he or she :—

(a) is a graduate from a recognised university,
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(b) has either a degree or diplonm in social
science fiom a recognised university or any
other institution recognised by Central
-Government in this behalf, and

(c) has adequate knowledge of the language
spoken by the majority of dock workers in
the port to which he J she is attached.

Provided that in the case of a person who has been
employed as a Welfare Officer for one year or more
before the day of commencement of these regulations,
the Chief Inspector may on request from the Port
Authority, Dock Laour Board or any other employer,
may in writing relax all or any of the aforesaid quali-
fications, subject to such conditions as he may speci-
fy in the order.

(3) Conditions of Service :

(a) A Welfare Officer shall be given appro-
priate status as a member of the executive
staff of the Port Authority, Dock Labour
Board or firm as the case may be.

(b) The conditions of service of a Welfare Offi-
cer shall be the same as those of other
members of the staff or equivalent status
under the Port Authority; Dock Labour
Board or firm, as the case may be :

Provided that in the case, of discharge or dismissal,
the Welfare Officer shall have a right of appeal to the
Chief Inspector whose decision thereon shall be final
and binding on the Port Authority, Dock Labour
Board or firm, as the-case may be. This appeal shall
preferred within thirty days from the date of receipt
by the Welfare Officer of the order of discharge or
dismissal.

(4) Duties of Welfare Officers :
The duties of the Welfare Officer shall be—

(a) to ensure fulfilment on the oarf of the For*
Authority, Dock Labour Board or firm of
obligations under the provisions of these
•RfovTht'ons; and mainnimng a liaison wiih
the Inspector;

(b) to ascertain what further welfare facilities
are needed, how best they can be provided
and make suggestions for their establish-
ment;

(c) to make sure that the available welfare faci-
lities provided under the Regulation or
otherwise are being properly maintained
and utilized;

fd) to ensure adequate supervision of the
amenities provided, especially as regards
canteens, rest rooms. washing and toilet
facilities and drinking water;

(e) to examine grievances voiced by the dock
workers in respect of welfare facilities and
other amenities;

(f) to ensure first aid, medical treatment and
other resistance for dock workers who are
injured in the course of their employment
in dock work and are in need of vocational
rehabilitation due to disablement caused
due to injury;

(g) to assist iff the organisation* of recreational
facilities and educational courses and ad-
vise on individual petsennel problems and
education of children;

(h) to promote relations between the Port
Authority, Dock Labour Board or a firm
and duck workers which will ensure pro-
ductive efficiency as veil as amelioration
in the working conditions and to help
dock workers ro adjust and adapt them-
selves to their working environment*;

(i) to take interest in the working of Safety
Committee of the Port; and

fj) to encourage and assist in the oriranisa-
tidn of Safety propagation, Safety Weeks,
training courses, suggestion schemes,
safety awards, etc. and such other duties
as may be assigned by fhe Port Autho-
rity, Dock Labour Board or a firm which
have a bearing on . the welfare of the
Dock workers!

(5) No Welfare Officer shall deal with any disci-
plinary cases against workers or appear before ;i
conciliation officer in a court or tribunal on behalf
of the managemnt against a worker or workers.

(6) Exemption :—

The Chief Inspector may in writing
exempt any Port Authority, Deck Lab-
our Board or any other employer or a
group of employers from any or all pro-
visions of his regulation subject to com-
pliance with such alternative' arrange-
ments as may be Approved by him.

SCHEDULE No. XT
Schedule for Medical Examination of dock wor-
kers.

[See Regulations 74 (d) and 107 (2) (b)l

1. The employer shall prange a medical exa-
mination of all the dock workers employed as dri-
vers [operators of lifting appliances and transport
euipment before employing, after, illness or injury
if it appears that the illrtsss or injury mav affect
his fitness and thereafter once in every 2 years
upto the age of 40 and once in a year, thereafter.

2. Complete and confidential records of medicai
examination shall be maintained by the employer
or the physician authorised by him.

3. The medial examination shall include :

(a) full medical and occupational History,

(b) clinical examination with particuar refer-
ence to

0) General Physique :

(8 Sight :

(1) Distant vision, either eye should not be
les than Snellen 6!!2 corrected or uncor-
rected and not less than 6! 33 uncorreeed
in the worse eye.



105

(2( Near vision; not less Ns' corrected or an-
corrected fin either, eye)

(3) Binocular vision.
(4) No diplopia.
(5) No limitation of visual fields
(6) Stercopsis must be column 4,5, or 6 in

key-stone vision screening test.

(7) Testing of colour vision (especially the
ability to distinguish between red and
green) by a suitable test.

(iii) Hearing :
Persons with normal hearing must be

able to hear a forced whisper at 24 feet.

Persons using hearing aids must be able
to hear a warning shout under noisy
working conditions.

(iv) Upper limbs. Adequate arm function and
grip (both arms)

(v) Lower limbs. Adequate leg and foot
function.

(vi) Spine. Adequate flexible for the job con-
cerned.

(vii) General. Mental alertness and stability
with good eye, hand and foot co-ordina-
tion.

(c) Any other tests which the examining
doctor considers necessary.

FORM T

DOCK WORKERS (SAFETY, HEALTH AND WELFARE) REGULATIONS 2989

Notice to the owner, master or officer-in-charge (name of ship).

[See Regulation 7(4) & 33)]

( )

I hereby give notice that the dock work involving loading or unloading or coaling have been completed
(* for the time being) at the hatches names below, and that the hatches in question have been—

£1eft fenced or covered as required by Regulation taken into use by your or on your behalf.

Hatchway Dock

Signature

Time

Date

£ Delete whichever is required

* Delete if not required.

45 R CfT'QO—14
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FORM II
PART-I

Initial and periodical load test of lifting appliances and their annual therough examination.
[See Regulations 41 and 51]

"Thorough examination" means a detailed visual examination
by a competent person; supplemented if necessary by other
means such as a hammer test, carried out as carefully as the
conditions permit, in order to arrive at a reliable conclusion
as to the safety of the parts examined end if necessary for
this purpose parts of the machines and gear must be dismant-
led.

Situation and des-
cription of lifting
appliances tested with
distinguishing num-
ber or marks if any).

1

(1)
(2)

(A)
Initial and periodical load tests of lifting appliances

No. of certificate of
test and examination
of Competent person

2

I certify that on the date on which I have Remarks (To
appended by signature the lifting appliance be signed an
shown in Col. (1) was tested and no defects dated),
affecting its safe working condition were
found other than those shown in Col. (5)

Date and Signature Date and signature
with seal with seal

5 5

(B)

Annual thorough examination

I certify that on the date to which I have appended my signature, the lifting appliance shown
in col. (1) was thoroughly examined and no defects affecting its safe working conditions were
found other than those shwon in Col. (12)

Date and
signature
with seal

(6)

(1)
(2)

Date and
signature
with seal

(7)

Date and Date and
signature signature
with seal with seal

(8) (9)

Date and
signature
with seal

(10)

Date and
signature
with seal

(ID

Remarks to
be signed
and dated

(12)

Note:- It all the luting appliances are thoroughly examined on the same date it will be sufficient to enter in
Column (1) "All lifting appliances". If not, the parts which have been thoroughly examined on the
dates stated must be clearly indicated.

PART-II
Initial and Periodical load test of Loose gears and Annual thorough Examination

[See Regulations 47 and 51]
List of Loose gear:
The following classes of loose gears namely—

1. Chains made of malleable cast iron;
2. Plate link chains;
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3. Chains, rings, hooks, shackles and swivels made of steel;
4. Pitched chains;
5. rings, hooks, shackles and swivels permanently attached to pitched chains, pulley blocks, container

spreaders; trays; slings; baskets; etc. and any other similar gear.
6. hooks and swivels having screw-threaded parts or ball bearings or other case-heardeusd parts; and
7. Bordeaux connections

Initial Test and periodical load test of loose

Distinguishing No. Description of loose
or marks. gear tested and

examined

(1)

(i)
(2)
(3)
(4)
(5)

(2)

gears

No. of certificates of
Test and examination
of Competent Person

(2)

I certify that on the date to which I
have appended my signature the loose
gears shown in Col. (1) & (2) were
tested and no delects affecting the saf
working condition were found othere
than those shown in Col. (6)

Date and signature Date and signa-
with seal ture with seal

(4) $)

Annual thorough examination of loose gears

Remarks (To be
signed and dated)

6

(1)
(2)
(3)
(4)
(5)

I certify that on the date to which 1 have
shown in Col. (1) & (2) were thoroughly
their safe working condition were found

Date and signature
with seal

7

Date and signature
with seal

8

appended my signature the looss gears
examined by me and no defects affecting
other than those shown in Col. (10).

Date and signature Remarks (To be
with seal signed and dated)

9 10
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PART-III
Annealing of Chains, Rings, Hooks, Shackles and Swivels (other than those exampted—

(See Part-II)
[See regulation 49 and 51]

12.5 mm and smaller chains rings, hooks, shackles If used with lifting appliance driven by power, mu>t
and swivels in general use be annealed once atleast in every 6 months. If

used solely with lifting appliance worked by hand,
must be annealed once atleast in every 12 months.

Other chains, rings, hooks, shackles and swivels in If used with lifting appliance driven by power, must
general use be annealed once atleast in every 12 months-

If used solely with lifting appliance worked by
hand, must be annealed once atleast in every
two years.

Note :— It is recommended though not required by the Regulations—that annealing should be carried out
in a suitably constructed furnace heated to temperature between 1100° and 1300° Fahrenheit or
600° and 700° Centigrade, for a period between 30 and 60 minutes.

Distinguishing Description
No. ormark of gear

annealed

(1) (2)

No. of the
certificate or
test and exa-
mination

(3)

I certify that on the date to which have
appended my signature, the gear described
in Cols. (1) and (2) was effectually annealed
under my supervision, that after being so
annealed every article was carefully inspect-
ed and that no defects affecting its safe work-
ing condition were found other than those
shown in column (7)

Date and Date and Date and
signature signature signature
with seal with seal with seal

(4) (5) (6)

Remarks (to
be signed
and dated)

0)

FORM-III

DOCK WORKERS (SAFETY, HEALTH AND WELFARE), REGULATIONS, 1989
[See Regulations 41 and 51(2)]

CERTIFICATE OF INITIAL AND PERIODICAL TEST AND EXAMINATION OF WINCHES,
DERRICKS AND THEIR ACCESSORY GEAR

Test Certificate No
(a) In case of Dock, Wha rf or Quay—

Name of the Dock, Wharf or Quay
where lifting appliances are fitted
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(b) In case of S h i p -

Name of the Ship
Official Number
Call Sign
Port of Registry
Name of owner

Situation and Description of lifting
appliances and Gear with distinguish-
ing number or marks (if any), which
have been tested, thoroughly examin-
ed.

0)

Angle to the horizontal
of derrick boom at which
test load applied.

(2)

(Degrees)

Test load
applied

(3)

(Tonnes)

Safe working load at the
angle shown in Col. (2)

(4)

(Tonnes)

5. Name & address of public service, association, company or
firm or testing establishment making the test and exami-
nation

•6. Name and position of the Competent person of public
service, association, company or firm or testing establish-
ment

1 certify that on the day of 19 the lifting appliance shown in Col.(l)
together with its necessary gear was tested in the manner set forth overleaf in my presence that a careful
examination of the said lifting appliances after the test showed thai it had withstood the test load without
injury or permanent deformation and that the safe working load of the said lifting appliance and accessary
gear is as shown in Column (4).

Signature of the Competent Person Date
(See Note 3)

*Seal

Registration/Authority number of the Competent person.

NOTES

1. Column (1)—Sufficient particulars must be given to identify the gear, for exemple, in the case of a
winch or derrick, the number of the hold, etc., should be shown.

2. Column (2)— As a rule, a derrick, should be tested with its boom at the miaium angle to the hori- '•
zontal for which the derrick system is designed (generally 15"), or at such greater angle as may be agreed.

"competent person" means: -

(i) a person belonging to a testing establishment hi India who is approved by the Chief Inspector
for the purposes of testing, examination or annealing and certifica.tion of lifting appliances, loose
loose gears or wire ropes;

(ii) any other person who is recognised under the relevant regulations in force in other countries as
competent for issuing certificates for any of the purposes raoutioiied in sub-clause (i) for imple-
mentation of fiie Protection against Accidents iDockers) Convention t.'Revised). 1932 (No, 32)
and the Convention concerning the Occupational Safety and Health, in Dock work (No. 152),
1979, adopted by International Labour Conference.
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INSTRUCTIONS

1. Lift appliances:- Every lifting appliance with its accessory gear, shall be subjected to a test load which
shall exceed the safe working load (SWL) as follows:

Safe Working Load

Upto 20 tonnes
20 to 50 tonnes

Over 50 tonnes

Test Load

25 per cent in excess
5 tonnes in excess

10 per cent in excess

2. Ship's derricks:

(a) In the case of derrick system the test load shall be lifted with the ship's normal fciikle with the
derrick at the minimum angle to the horizontal for which the derrick system is designed generally
15 degrees), or at such greater angle as may be agreed. The angle at which the test was m.de
should be stated in the certificate of test. After the test load has been lifted, it should be swung
as far as possible in both the directions.

b) A derrick boom designed to be raised with power with the load suspended shall in addition to
the above tests at (a), be raised (with the load suspended) to its maximum working angle to the
horizontal at the two out most positions.

(c) While test load testing of a heavy lift derrick, the competent person responsible for test using
movable weights shall ascertain from the Master that the ship's stability will be adequate for the
test.

3. The derrick tested under clause (2) shall not be used in union purchaserig unless—

(a) the derricks rigged in union purchaseare tested with the test loadappropriate to the SWL in union
purchase (at the designed head room and with the derrick booms in their approved working posi-
tions).

(b) the afe working load of that derrick in union purchase rig has also been specified by a Competent
Person in a report in Form-III

(c) any limitations or conditions specified in the said report are complied with, and

d) the two hoist ropes are coupled together by a suitable swivel assebly.

Mote :-— The safe working loads of derricks (for each method of rig including union purchase)
shall be shown on the Certificate of test and marked on the derrick booms.

4 Use of spring or hydraulic balances, etc. for test load testing:

All tests normally shall be carried on with the help of dead weights. Test load testing on new ships
shall always be with dead weights. In case of periodical tests, replacements or renewals, test load may
beappliea by means ofa suitable spring or hydraulic balances. In such case, test load shall beapplied with
the boom as far out as practicable in both directions. The test shal not be taken as satisfactory unless the
balance has been certified for accuracy by competent authority, within + two per cent and the pointer of the
machine has remained constant as the test load for a period of attest 5 minutes.

5. Testing machines and dead weights:
(a) A suitable testing machine shall be used for testing of chains, wire ropes, loose gears anfl other

cargo gear.
(b) Testing machines and balances to be used in test loading, testing and checking shall not be used

unless they have been certified fo r accuracy atleast once in the preceding 12 months by competent
authority.

(c) Movable weights used for the test loading of the lifting appliance, loose gears and lifting device
' having a safeworking load not exceeding 20 tomie? shall be checked for accuracy by means oi"

suitable weighing machine.
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6. Thorough examination after testing or test loading;

After being tested or tested loaded, every lifting appliance, with their accessory gear shall be thoroughly
examined to see that no part has been damaged or permanently deformed during the test. For this purpo se,
the lifting appliance or gear shall be dismentled to the extent considered necessa ry by the Competent Person

7. in thecase of heavy derricks, care should be taken to ensure that the appropriate shroude and stays are
rigged.

8. The tost and examination must bo made by a Competent Person.

FORM-IV

DOCK WORKERS (SAFETY, HEALTH AND WELFARE) REGULATIONS 1989
[See Regulation 41 and 51(2)]

CERTIFICATE OF INITIAL AND PERIODICAL TEST AND EXAMINATION OF CRANES OR
HOISTS AND THEIR ACCESSORY GEAR

Test Certificate No

(a) In case of dock, wharf or quay--
Name of dock, Wharf or quay
where lifting appliances are
fitted.

(b) Tn case of Ship—
Name of Ship—
Official number-
Call Sign
Port of registry
Name of Owner

Situation &
tio'n

descrip-

( ')

For jib crances
the test load was

radius at
applied

(2)

(Metres)

Test load applied

(3)

(Tonnes)

Safe working load for jib
cranes a t radius s h o w n ' i n
CoS. (2)

(4)

(Tonnes)

5. Name and address of public service, association or firm or test in establishment making the test and..
examination

6. Nam^ and position of Competent person of public serv ice. R ssoekition. company o r firm or testing esta-
blishment

! certify that on the day of the above lifting appliance t -gather with its
accessory gmr. was tested in the manner set forth overleaf that a careful examination of the said lifting app-
liance and goa rafter the test showed th it it h".d withstood the tost Joad without injury or permanent deforma-
tion; and the safe working load of the said lifting appliance and gear is as shown in column (4).

Signature of the Competent Person *Seal Dr.t«
(See note 3)

Registration'Authority number of the Competent Person
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NOTES

1. Column (1) : Sufficient particulars must be given to identify the crane or hoist.

2. Column (2): If the jib has a variable radius, test loads must be applied at the maximum ana minimum
radii.

"Competent person" means: —

(i) a person belonging to a testing establishment in India who is approved by the Chief Inspector
for the purposes of testing, examination or annealing and certification of lifting appliances, loose
gears or wire ropes;

(ii) any other person who is recognised under the relevant regulations in force in other countries as
competent for issuing certificates for any of the purposes mentioned in sub-clause (i) for imple-
mentation of the Protection against Accidents (Dockers) Convention (Revised), 1932 (No. 32)
and the Convention concerning the Occupational Safety and Health in Dock Work (No. 152),
1979, adopted by International Labour Conference.

INSTRUCTIONS

1. Every c rane and other ho isting machine with its accesso ry gea r shall be tested with a test load which shall
exceed the safe working load (SWL) as follows:

Safe Working Load Test Load

Upto 20 tonnes 2 per cent in excess of SWL
20 to 50 tonnes 5 tonnes in excess of SWL

Over 50 tonnes 10 per cent in excess of SWL

2. Lifting appliance other than ship's derricks and winches:

(a) The test load shall be lifted and swung as far as po ssible in both directions. If the jib or boom of
the crane has a variable radius, it shall be tested with test loads at the maximum and minimum
radii. In case of hydraulic cranes, when owing to the limitation of pressure it is impossible to
lift a test load in accordance with table under paragraph 1, it ^ ill be sufficient to lift the greatest
possible load.

(b) The test shall be performed at maximum, minimum and intermedia te radius points as well as such
points in the arc of rotation as the Competent Person may decide. The test shall consist of hoist-
ing, lowering, braking and swinging through all positions and operations normally performed.

(c) Anadditionaltestshalibemadebyopcrating the crnneorhoistat maximum working speed with
the SWL suspended.

3. Use of spring or hydraulic balances; etc. for test load testing:

All tests no anally shall be ca rried on with the help of dead weights. Test load testing on new ship
shall always be with dead weights. In case of periodical tests, replacements or renawuls, test load may be
applied by means of a suitable spring or hydraulic bnl?no?s. In such case, test lord shall be applied with
the boom as far out as practicable in both directions. Tlic tcstshrJ! not be taken as satisfactory unless the
balance has teen certified for accuracy by Comoetent authority within two percent and the pointer of the
machine has remained constant at the test load fora period of .-,tlc<.st 5 minutes.

4. Westing machines and weights:
(a) A suitable testing machine shall be used for testing of chains, wire ropes, loose gears and other

cargo gear.

(b) Testing machines and balances to be used in test loading, testing and checking shall not be used
unless they have been certified for accuracy atleast once in the preceding 12 months by Competent
Authority.
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(c) Movable weiglits used for the test loading ol tha liitmg appliances having a SWL not excee ding J. C
tonnes shall be checked for accuracy by means of suitable weighing machine.

5. Thorough examination after testing of test loading:

After being tested or test loaded, every lifting appliance and associated gears shall be thoroughly exa-
mined tu see that no part Ins been damaged or pemianenty deformed during the test. For this purpose*
the lifting appliance ur accessory gear shall be dismantled to the extent considered necessary by the Compe-
tent Person.

6. Tha test and thorough examination must be made by a Competent Person.

FORM-V

DOCK WORKERS (SAFETY, HEALTH AND WELFARE) REGULATION, 1989
[See Regulations 47 and 51(2)]

CERTIFICATE OF INITIAL AND PERIODICAL TEST AND EXAMINATION OF LOOSE GEARS
Teŝ t Certificate No

(1) In case of dock. Wharf or quay-

Name of the dock, Wharf or quay

where lifting appliances are fitted
(2) In casejof ship—

Name of the ship
Official Number
Call Sign
Port of Registry
Name of owner

Distinguishing
Number or
Mark

(0

Discreption,
diamenson and
material of
goa r/device

(2)

Numbsr tested

(3)

Date of test

(4)

Test load applied
(tonnes)

(5)

Safe working
load (SWL)
(tonnes)

(6)

7. Name and address of manufacturer or suppliers
8. Initial test and examination certificate No. and date

(only in case of periodical test and examination.)
9. Name and address of public service, association, company

or firm or testing establishment making the test and exa-
mination

10. Name aad po sition of Competent person in public service,
association, company or firm or testing establishment

458 GI/90—15
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I certity that on the day of 19 the above gear v/as tested J
and examined in the -manner set forth overleaf: that the examination shov.'scl th;i said gear/devic? withstood
the test load, without injury orccformctior; ar.d (hat the f.rf- working lor.ci of fb>. said gei'rA'evi"" i'.ns-^ovvn
in column 6. ' •

Sinature of the Competent Person Seal Date.
(See Note 2)

Registration/Authority number of the Competent Person

NOTES

1. Column (2) : The dimensions of the loose gear the type of material of wheh it is raids and where
applicable, the hsat treatment received in manufacture should be stated (unless Form Nfo. VII is used for
the purpose).

"Competent person" means :-

(i) a person belonging to a testing establishment in Tndia who is approved by the chief Inspector,
for the purposes of testing, examination or annealing and certification of liDing appliances, loose gears or
wire ropes;

(ii) any other peson who is recognised under the relevant regulations in force in other countries as com-
petent for issuing certificates for any of the purposes mentioned in sub-clause (i) far implementation of
the Protection against Accidents (Dockers) Convention (Revised), 1932 (No. 32) and the Convention ocuer-
ning the Occupational Safety and Health in Dock Work (No. 152), 1979, adapted by International Labour
Conference.

INSTRUCTIONS

Loose gear

1. (a) Every ring, hook, chain, shackele, swivel, eye bolt, plate clamps, trains-alar plate or pally block
(except single sheave block) shall be subjected to a test load which shall not b: less tlnn th; folbwing:-

S.W.L. (in tonnes) Text Load (in tonnes)
"Upto~25 "~ " T T s a f c "woridngToad (SWL)

Above 25 (1.22 x SWL) x 20

(b) In the case of a single sheave block, the SWL shall be the maximum load which can safety be lifted
by the Block when suspended by its head flitting andthe load is attached to a rope which passes around the
sheave of the block and test load not le ŝ than four times the proposed safe working load shall be applied
to the head of the block.

(c) In the case of a multi-sheave block, the test load shall not be te?s fnrm th^ following:- —
SWL (in tonnes) Test Load in tonnes

Upto 25 2 x SWL
Above 25 to 160 (0.933 x SWL) + 27
Above 160 1.1 x SWL

(d) In case of hand-operated pulley blocks used with pitched chains nad rings, hooks, shackles* or
swivels permanently attached thereto, a test load not loss than 50 percent in excess of the safe work-
ing load shall be applied.
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(e) In the case of a pulley block fitted with a bucket, the bucket shall be tested and the test load applied
to the bucket while testing that block will be accepted as test loading of the bucket.

(0 In the case of a sling having two legs, the safe working load shall be calculated when the angle bet-
ween the legs is 90". In case of Multi-logged slings, the safe working load shall be calculated as per
the national standards.

(g) Every lifting beam, lifting frame, container spreader, bucket, tub and other such gears shall be
subject to a test load which shall not be less than that given in table beiow :—

Safe working load (in tonnes) Test load (in tonnes)
"~""Uptol6 '~T~x~SWL~"~ "'

Above 10 to 160 (1.04 x SWL) + 9.6
Ab,>vcl60 i.lxSWL

(h) (i) Before any text is carried out, a visual inspection, of the lifting "appliances or loose gear or
lifting devices involved shall be conducted and any vitiable defective gear shall be replaced
or renewed.

(ii) After being tested, all the loose gear and other such gears shall be examined. AH the
shelves and the pins of the pulley blocks shall be removed to sec whether any part has been
injured or permanently deformed by the test.

2. The test md examination mast be made by a Competent Person.

FORM VI

Dock Workers (Safety, Health and Welfare) Regulations, 1989
[See Regulations 48 and 51 (2)]

Certificate of test and Examination of wire rope before being taken into use.
Test Certificate No
(1) Name and address of maker or supplier
(2) (a) Circumference/diameter of rope

(b) Number of strands
(c) Number of wires per strand
(d) Lay
(e) Core

(3) Quality of wire (e.g. Best Plough steel)

(4) (a) Date of test of sample of rope
(b) Loed at which sample broke (tonnes)
(c) Safe wo iking load of rope (tonnes)

(Please see Instvuciion-l)

(d) Iiitanded use

(5) Name and address of public service, association, company or fina or testing establishment making the
test and examination.

(6) Name and position of Competent Person in public service, association, company or firm or testing
establishment making the test and examination.

I certify that the above particulars are correct, and that the test 2nd examination were carried out bv
me and no defects affecting its safe working load (SWL) were found.

Signature of the Camp-tent Person Seal Date
(See Note below)

Regisration/Authority number of the Competent Person,
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NOTES

"competent peson" means,—

(i) a person belonging to a testing establishment in India
who is approved by the Chief Inspector for the pur-
poses of testing, examination or annealing and certi-
fication of lifting appliances, loose gears or wire ropes;

(ii) any other person who is recognised under the relevant
regulations in force in other countries as competent for
issuing certificates for any of the purposes mentioned
in sub-clause (i) for implementation of the Protection
against Accidents (Dockers) Convention (Revised),
1932 (No. 32) and the Convention concerning Occupa-
tional Safety and Health in Dock Work (No. 152), 1979,
adopted by International Labour Conference.

INSTRUCTIONS

1. Wire rope shall be tested by sample, a piece being tested to destruction, and the safe working load of
rope is to be determined by dividing the load at which the sample broke by a co-efficient of utilisation
determined as follows :

Item

(a) Wire Rope forming part of a Sling:
SWL of the Sling:

SWL upto and equal to 10 tonnes

SWL above 10 tonnes and upto
and equal to 160 tonnes

SWL above 160 tonnes

(b) Wire rope as integral part of a Lifting Appliance
SWL of the lifting appliance

SWL upto and equal to 160 tonnes

SWL above 160 tonnes

Co-efficient of Utilisation

, 5

104

(8.85 x SWL) + 1910

3

104

(3.85 x SWL)+ 1910

3

2. The test procedure shall be in accordance with recognised national standards.

3. The test must be made by a Competent Person.
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FORM VII

Certificate No

DOCK WORKERS (SAFETY, HEALTH AND WELFARE) REGULATIONS. 1989

[See Regulations 49 and 51(2)]

Certificate of Annealing of Loose Gears

(1) In case of dock, wharf or quay

Name of the dock, wharf or quay
Where lifting appliance is fitted . . . . . . . . .

(2) In cate of ship—

Name of the Ship . . . . , , ,,

Official Number

Call Sign

Port of Registry

Name of owner

Distinguishing
number or mark.

1

Description
of gear

2

Number of the
certificate of test
and examination

3

Number
annealed

4

Date of
annealing

5

Defects found at
careful inspection
after annealing

6

7. Name and address ot puoJic service association, company or firm or testing establishment carrying out
the annealing and inspection

8. Name and position of Competent person in public service association, company or firm or testing
establishment

I certify that on the date shown in column(5) the gear described in columns (1) to (4) was effectually
annealed under my supervision that after being so annealed every article was carefully inspected; and that
no defects affecting its safe working condition were found other than those indicated in column (6).
Signature of the Competent Person

(See Note 2) Seal Date

Registration/Authority of the Competent person.
NOTES

1. Column (2) : The dimensions of the gear, the type of material of which it is made and the heat treatment
received in manufacture should be stated

2. "Competent person" means :—

(i) a person belonging to a testing establishment in India who is approved by the Chief Inspector for
the purposes of testing, examination or annealing and certification of lifting appliances, loose gears
or wire ropes;

(it) any other person who is recognised under the relevant regulations in force in other countries'as
competent for issuing certificates for any of the purposes mentioed in sub-clause (i) for implementation
of the Protection against Accidents (Dockers) Convention (Revised). 1932 (No. 32) and the Con-
vention cocerning Occupational Safety and Health in Dock Work (Ko. 152). 1979. adopted by
International Labour Conference.

3. Far requirements as to annealing see instructions below:

4 . This certificate is optional. The above particulars may be entered in Part-lV of the Register (Form II).
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INSTRUCTIONS

1. Chains (other than bridle chains attached to derricks or masks), rings, hooks, shackles and swivels in
geneal use of hoisting or lowering must be effectively annealed al the following intervals:—

Class of Gear

1

(12.5 mm) and smaller gear

Others gear

If used on lifting appliance
driven by power

2

6 months

12 months

If used solely on lifting
appliances worked by hand

3

12 months

2 years

2. The annealing must be carried out under the supervision of a Competent Person.

3. (a) it is recommended though not required by the Regulations, that annealing should be carried out in
a suitably constructed furnace, heated to a temperature between 600° and 700° centigrade, for
a period between 30 and 60 minutes.

(b) It is recommended though not required by Regulations that normalising shouid be carried out
in suitably constructed furnace, heated to a temperature between 920° and 956° centigrade.

4. The requirements of annealing does not apply to bridle chains attached to derricks or masks, and the
following classes of gears have been exempted from annealing subject to the conditions stated below:—•

(a) Chains made of malleable cast iron;

(b) Plate Link Chains;

(c) Chains, rings, hooks, shackles and swivels madejof steel;

(d) Pitched chains;

(e) Rings, hooks, shackles and swivels permanently attached to pitched chains, pulley blocks;

(f) Hooks and swivels having screw-threaded parts of bli bearings or other case hardened parts;

(g) Bordeaux connections.

These classes of gears have been exempted from annealing subject to the conditions that such gear shall
be thoroughly examined by a Competent Person once atleasl in rv.-j-y Lwdvo months and that before the
gear is subsequently taken into use; the r.,..escribed certificate;- of ;.uch our-niiution shall bo attached
to the prescribed registei (Form 'U) oraiu.r.iaiivc1}/ Vac roo-jii.- : ps-licuiar.-. -idy be entered in Part-Ill of
the register.
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FHPM-VITT

Certificate No

DOCK WORKERS fS*.FFTV. HrAT.TH & Wr tFABF) RFOUL \TIONS. 19SQ

f S.'-? regulation;' 47(2) ft 51(2)]

Certificate of Annual Thorough Examination of loose Gears Exempted from Annealing

(1) Incase of dock, wharf or quay—
Name of the dock, wharf or quay

where lifting appliances if fitted

(2) In case of ship—

Name of the Ship

Official Number

Call Sign

Port of Registry

Name of owner

Distinguishing number or mark

1

Description of Gea r

2

Number of certificate of
initial and periodical test
and examination.

3

Remarks

4

5. Name and address of public service, association, company or
firm or testing establishment making the test and examination

6. Name and position of Competent Person in public service, association, company or firm or testing
establishment ,

I certify that on the day of 19 the above gear described in column
(2) was thoroughly examined and that no defects affecting its safe working condition were found other
than those indicated in column (4).
Signature of the Competent Person

(See Note 2) Seal Date

Registration/Authroity number of the Competent Person.

NOTES

1. Col (2) : The dimensions of the gear, the type OS material of which it is made and the heat treatment rece-
ived in manufacture should be stated.

2. "Competent person" means,—

(i) a person belonging to a testing establishment in Tndia who is approved by the Chief Inspector for
the purposes of testing, examination or annealing and certification of lifting appliances, loose
gears or wire ropes;

(ii) any other person who is recognised under the relevant regulations in force in other countries as
competent for issuing certificates for any of the purposes mentioned in sub-clause (i) for imple-
mentation of the Protection against Accidents (Dockers) Convention (Revised), 1932 (No. 32)
and the Convention concerning Occupational Safety and Health in Dock Work (No. 152), 1979,
adopted by International Labour Conference.

3. For list of gear not required to be annealed and definition of "thorough examination" see overleaf.
4. This certificate is optional. The above particulars may be entered in Forra-TI of the Register.
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INSTRUCTIONS

1, The fnllowmg cl-iv-p." of ^eai hav*-1 b^en cnc-itipt^d from ann^-lii? but require to be thoroughly examined
by a competent person once atlwst in even1 twelve months:
(a) Chains made of malleable cast iron;

(b) Plate link, chains;

(c) Chains, rings, hooks, shackles and swivels made-of steel:
(d) Pitched chains;

(e) Rings, hooks, shackles and swivels permanently attached to pitched chains, pulley blocks, conta-
iner spreaders, trays, slings, baskets, etc. and any other similar gear.

(f) Hooks and swivels having screws-threaded parts or hall bearings or other case-hareened parts;
(g) Bordeaux connections.

2. "Through examination" means a visual examination supplemented if necessary by other means, carried
out as carefully as the conditions permit, in order to arrive at afreliable conclusion as to the safety of the
parts examined: and if necessary for the purpose, parts of the gear must be dismantled.

FORM-IX

PROHIBITION ORDER.

DOCK WORKERS (SAFETY, HEALTH AND WELFARE) REGULATIONS. 1989

PART-1

[See Section 5(1) of the Dock Workers (Safety, Health and Welfare) Act, 1986& Regulation 4]
Inspectors Notice on Inspection of Dock. Ship, Lifting Appliance, Loose Gears and other such gears, Equip-
ment, Ladders and Staggings. Inspector's notice to the owner, Master, Office-in-charge, or Agents of the
ship, Port Authority, owner of lifting appliances, loose gears and lifting devices or the person who, by himself,
his agents, or his employers, carried on the dock work; as the case-may be.

Name of the dock, ship, lifting app-
liance, loose gear, lifting device, trans-
port equipment, ladders and stagings

(1)

Where situated
lying/used

(2)

Port of
of ship

registry

(3)

Official No. (if an)
of ship

(4)

An inspection of the above named dock, ship, lifting appliances, loose gears, lifting devices, transport
equipment, ladders and stagings was made on

The activities connected with dock work which are being carried on by you/about to be carried on
by you/under your control involve a risk or danger to the life, safety & health of dock workers & invo Ive the
following con tra vent ion s •

CONTRAVENTIONS
Therefore, T hereby direct that the said activities shall not be carried on by you or under your control

unless the said contraventions and matters mentioned have been remedied the satisfaction of the Inspector.
This order is being issued without prejudice or any legal action which may be taken for these contra-

ventions.
On hearing from you that the requirements have been complied with the dock/ship/lifting appliance*

loose gear or similar gear/transport equipment/ladders/staging shall again be visited with a view to the inspec-
tion being completed.
No
Dated at this , , . .day of 19

Inspector under the Dock Workers (Safety, Health and
Welfare) Act, 1986
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On compliance with all or any of the above contraventions, the In^pe^tor shall be informed in the

manner prescribed overleaf, of the date and place at which the dock, ship, lifting appliance, loose gears or
similar gear transport equipment, ladders and stagings can. be re-inspected.

Sir.
The contravention notified by you have been effectively attended to. The dock, ship, lifting appliance,

loose gears or similar gear, transport equipment, ladders and stagings shall be ready for inspection on the
date and place named below:

Date of Inspection

Dated at this day of.. IP

Place

Owner. Master, Officer-in-chajge or Agents of the
ship, port authority, owner of machinery and gear
or the person, who by himself, his agents or his
employers, carried on the dock work.

To
The Inspector under the Dock Workers (Safety, Health and Welfare) Act. 1986.

NOTES

1. Failure to comply with a prohibition order is an offence as provided by Se.tion 21(4) of the Dock
Workers (Safety. Health and Welfare) Act, 1936 and renders the offender liable to a fine not exceeding
Rs. 5,000/- on each conviction or to an unlimited fine as p:r Section J 8 of the Act or to an imprisonment
for a term, not exceeding 6 months or both fine and imprisonment, and a further fine of not exceeding
Rs. 100/- per day, per conviction if the offence is continued as given under Section 16(2) of the Act.

2. As per Section 14(4) of the Act, a person who has been convicted for an offence punishable under any
of the provisions of the Act or the Regulations framed thereunder, is again convicted for an offence
committed within two years of the previous conviction and involving the contravention of the same pro-
visions, he shall be punishable for each subsequent conviction with double imprisonment to which he
would have been liable of the first contravention of such provision.

3. The Chief Inspector has the power to cancel or modify the order or to extend the period specified in the
order before the end of the period specified in it without waiting for on appeal from the concerned emplo-
yer or woner of premises/dock worker.

4. lAny person aggrieved by a prohibition order issuea under Section 5 of the Act may, within 15 days from
the date on which the order is communicated to him prefer an appeal to th: Chief Inspector. Directorate
General. Factory Advics Service and Labour Institutes. Sion, Bombay-400022. as provided under
Section 8 of the Aeiional where such order isby the Chief inspector, an appeal srnil be to the Secretary
in the Ministry of Labour, New Delhi.

5. An appeal to the Chief Inspector by any aggrieved person must be commenced by sending in writing
to the Chief Inspector a notice, containing the following particulars;

(a) the name of the appellant and his address for service, of documents.
(b) date of a prohibition order or orders appealed- against and the addressees of the premises or plac

concerned.

(c) the name and address (as shown in a prohibition order) of the respondent.
(d) particulars of the requirements or directions appealed against.
(•/•) the grourd? of an appei 1.

The entering of an appeal does not have the effect to suspend this prohibition order. The application
can be made for the suspension of the prohibition order to the Chief Inspector, but the prohibition

order continues in force until tho Chief Inspector otherwise direct.

7. The issu? of this prohibition order does not relieve the aggrieved person of any legal resting upon him
for failure to c'vnnly with any provision of this or any other enactment, before order the issue of this
order.

45S OF''9fi-!6
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PART-II

IMPORVEMENT NOTICE

DOCK WORKERS (SAFETY, HEALTH AND WELFARE) REGULATIONS, 1989

(See Regulation 4)

Inspectors Notice on Inspection of Dock, Ship, Lifting Appliance, Loose G car or similar other gear,
Equipment, Ladders and Stagings.

Inspectors notice to ths Own^Master^Office-m-Charge or Agentsof the Ship, Port Authority, Owner
of lifting appliances, loose goarsand lifting devices or the person, who, by himself, his agents or his employers,
carries on the dock work, as the case mav be

Name of the dock, ship, lifting app-
liances, looso gear, lifting device, trans-
port, equipment, laddrcsand stagings

(1)

Where situated
laying/used

(2)

Port of Registry

(3)

Official No. (if any)
of ship

(4)

An inspection of the above named dock, ship, lifting appliances, loose gears, lifting devices, transport
equipment, ladders and stagings was mf.de on

Tro following contraventions were observed. You. are IVquired to remr.dy the said contraventions
and send the compliance report in writing within days.

This notice is bsing issued without prejudice to any legal action which may be taken for these contra-
ventions.

On hsaring from you that the requirements have been complied with the dock/ship/lifting appliance/
loose gear or similar other gear/transport equipment/ladders/staging will again be visited with a view to the
inspection being completed.

CONTRAVENTIONS
No

Dated this day of 19..
Inspector under the Dock Workers,

(Safety, Health arid Welfare) Act, 1986.
REQUIREMENTS

On compliance with all or any of tho requirements, the Inspector should be informed in the manner
prescribed overlead, of the date and place at which the dock, ship, lifting appliance, loose gear, transport
equipment, ladders and stagings can be re-inspected.

Sir,
The requirements noted by you have bsen effectively fulfilled. The dock, ship, lifting appliance, loose

gear, lifting devices transport equipment, ladders and stagings will ba ready for inspection on the
date and place named below:-

Dated a t . . . . . .

Date of Inspection

this day of.

Plr.cc

19

Owner, Master, Officer-in-charge or Agents of the
ship, port authority, owner of machinery and geai
or the person, who, by himself, his agents or hif
employers, carried on the dock work.

To
The Inspector under the dock Workers (Safety, Health and Welfare) Act, 1986.
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FORM-X

ABSTRACTS O> DOCK WORKER'S (SAFETY

HEALTH AND WI£L!;AR]£) ACT. 1986.

(Sec Regulation 113)

3. (1) The appropriate Government may, by
notification in the Official Gazelie, against such
person as it thinks fit to be the Chici' Inspector of
Dock Safety and such persons as it thinks fit to be
Inspectors subordinate to the Chief Inspector for
the purposes of this Act at such ports as may be
specified in the notification,

(2) The Chief Iupector shpll also exercise the
powers of an inspector.

(3) The Chief Inspector and ail Inspector shall
be deemed So be public servants within the mean-
ing of the Indian Penal Code.

4. An Inspector may, at any port for which he
is appointed,—

fa) cuter, with such assistance (it any), <;s he
thinks, fit, any ship, dock, warehouse or
other premises, where any dock work is
being carried on, or where he has reason
to believe that any dock work is being'
carried on;

(b) make examination uf the ship, dock,
lifting machinery, cargo gear, stagins,
transport equipment, warehouses or other
premises used or to be used, for any dock
work;

(c) require the production of any register,
muster roll or other document relating
to the employment c: dock workers and
examine such document;

(d) take on the spot or otherwise such evid-
ence of any person which he may deem
necessary :

Provided that no person shall be com-
pelled under this section to answer any
question or give any evidence tending to
intenninate himself;

(e) take copies of registers, records or other
documents or portions thereof as he may consider
relevant in respect of any offence which he has
reason to believe has been committed or for the
purpose of any inquiry;

(f) take photograph, sketch, sample, measure or
record as he may consider necesary for the purpose
of any examination or inquiry;

(g) hold an inquiry into the cause of any acci-
dent which he has reason to believe was the result
of the collapse or failure of lifting machinery,
transport equipment, staging or non-compliance
with any of the provisions of this Act or the regu-
lations;

(h) issue show cause notice relating to tlie safety
health and welfare provision's arising under thN
Act or the regulations;

(1) prosecute conduct or defend before any
court any complaint or other proceeding arising
under this Act or the regulations:

(jl exercise Mich other powers i"> ma} be con-
ferred upon him by the regulation;.

5. (1) If it appears to an Inspector that any
place at which any dock work is being carried on
is in such a condition that it i". dangerous to life,
safety or health of dock workers, he may, in wri-
ting, serve on the owner or on the person in charge
of such place an order prohibiting any dock work
in such place until measures have been taken to
remove the cause of the clanger to his satisfaction.

6. Ihe owner or the person in charge of the
place at which any dock work is being carried on,
shall afford the Chief Inspector or the Inspector all
reasonable facilities for making any entry, inspec-
tion, survey, measurement examination or inquiry
under this Act or regulations.

13. No Suit, prosecution or other legal proceed-
ing shall lie against any person for anything which
is in good faith done or intended to be done under
this Act.

14. (1) Whoever,—

(a) willfully obstracts an Inspector in exercise
of any power conferred by or under this
Act or fails to produce on demand by an
Inspector any register or other documents
kept in pursuance of the regulations or
otherwise in connection with any dock work
or conceals or prevents or attempts to pre-
vent any person from appearing before, of
being examined by, an Inspector; or

(b) unless duly authorised or in case of neces-
sity, removes any fencing, gangway, gear
ladder, life-saving, means or appliance,
lirght, mark, stage or other thing required
to be provided by, or under, the regula-
tions; or

(c) having in case of necessity removed any
such fencing, gangway, gear, ladder, life-
saving means or appliance, light, mark,
stage or other things, omits to restore it
at the end of the period for which its- re-
movu i was necessary,

shall be punishable with imprisonment for a term
which may extend to six months, or with fine
which may extend to five thousand rupees, or with
both.

(2) If any person, being a person whose duly is
to comply with any of the regulations, contravenes
such regulations and such contravention results—

(a) in any fatal accident to a dock worker, or

(b) an accident which incapacitates a dock
worker from earning his full wages for
more than a fortnight.
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such person shall be punishable with imprisonment
for a term which may extend to six months or with
fine which shall not be less than two thousand
rupees in a ca-c (ailing under clause (a) and five
hundred rupees in a case tailing under clause (b)
but which may extend, in either case, to five thou-
sand rupees, or with both, and the court may order,
the whole or part of the fine to be paid to the dep-
endent of the deceased dock worker or, as the
case may be, to the injured dock worker.

Explanation:—Ihe : revisions of this sub-secrion
shall be in addition to any provisions which may
be made under sub-section (4) of section 21.

K J R M XI

ABSTRACTS OF

THE DOCK WORKERS (SAFETY, HEALTH

AND WELFARE) REGULATIONS, 1989.

(See Regulation 1J3)

PART I

GENERAL

2. Definitions :

(1} "Inspector" ni.iiib a person appointed by
the Central Government under section T
of the Act and includes the Chief Ins-
pector;

3. Powers of Inspector :
(a) An Inspector may, at any port for which

he is appointed,—

(i) enter, with such assistance, (if any), as
he thinks fit, any ship, dock varchouse or
other premises, where any dock work is
being caried on, or where he has reason
to believe that any dock work is being
carried on;

(ii) make examination o? the ship, dock, lift-
ing appliance, loose gear, lifting device,
staging, transport equipment, warehouse
or other premises, used or to be used, for
any dock work;

(iii) require the production of any register,
muster roll or other document relating to
the employment of dock workers end
examine such document;

(iv) take i on the spot or otherwise such evid-
ence of any person which he may deem
necessary :

Provided that no person shall be com-
pelled under sub-regulation 3(a) (iv) to
answer any question or give any evidence
tending to incriminate himself;

(v) take copies of registers, records or ether
documents' or portions thereof as he may
consider relevant in respect of any offence
which he has reason to. believe has been
committed or for ths purpose- of any in-
quiry;

(vi) take photograph, sketch, sample, weight,
measuTe or record as he may consider
necessary for the purpose of any exa-
mination or inquiry;

(vii) hold an inquiry into the cause o: any ac-
cident or dangerous occurrence which he
has reason to belie va was the result of
the collapse or .failure of any lifting' ap-
pliance, loose gear, transport equipment,
staging or non-compliance with any of the
provisions of the Act or the regulations:

(viii) issue show cause notice relating to the
safety, health and welfare provisions aris-
ing under the Act or the regulations;

(ix) prosecute, conduct or defend before any
court any complaint or other proceedings
arising under the Act or the regulations;
and

(x) direct the port authority, dock labour
board and other employers of dock wor-
kers for getting the dock workers medic-
ally examined if considered necessary:

(b) A person having general management and
control of the premise or the owner, mas-
ter, officer incharge or agents of the ship,
as the case may be, shall provide such
means as may be required by the Inspec-
tor for entrys inspection, examination, in-
quiry, or otherwise for the exerise of his
powers under the Act and the regulations
in relation to that ship or premises which
shall also include ths provision of launch,
or other means of transport;

4. Notice of Inspection :

(1) An Inspector may notify any defects or defi-
ciencies which may come to his notice during his ins-
pection and examination which he wishes to point out
together with any orders passed by him under the Act
or the regulations in Form IX to .—

(i) the owner, master, officer inchatge or agents
of the ship, or

(ii) the port authority, or

(iii) the owner of lifting appliances, loose gears-,
lifting devices and transport equipment, or

(iv) the employer of dock workers

(2) When an Inspector serves notice, under sub-
regulation 4(1) above in relation to any dock, lifting
appliance, loose gear, lifting device, transport equip-
ment, ladder or stagging, he may, in the notice pro-
hibit the dock work where conditions are dangerous
to life, safety or health of dock workers and the use
of the same in connection with the dock work, and
such dock, lifting appliances, loose gears, lifting devi-
ces, transport equipment, ladders or stagings shall not
be used until the defect or defects specified in the
notice have been remedied and the Inspector has
withdrawn the prohibitory order.
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6. Penalties :

Save as is otherwise expressly provided in tnese
Regulations, whoever being u person responsible to
comply with any of the regulations commits a breach
of such Regulations shall be guilty of an offence and
punishable with imprisonment for a term which may
extend to six months or with Tine which may extern*
lo five thousand rupees or with both, and, if the
breach is continued after conviction, with a further
fine which may extend to One Hundred Rupees for
each day on which the jreich is so continued.

PART Jl

RESPONSIBILITIES

7. Responsibilities.

(5) It shall be the duty of every dock worker to
comply with the requirements of such of these regu-
lations as relate to the performance, of or refraining
from, an act by him and to co-operate in carrying out
requirements of these regulations and if he discovers
any defects in the lifting appliance, loose gear, lifting
device, conveying and transport equipment or other
equipment to report such defects without unreason-
able delay to his employer or foreman or other per-
son in authority.

(6) No person, shall, unless duly authorised or in
case of necessity, remove or interfere with any fenc-
ing, gangway, gear, ladder, batch covering, life saving
appliance, lighting, or other thing whatsoever re-
quired by the Act and these regulations to be provi-
ded of the period during which their removal was ne-
dcd. If removed, such things shall be restored at the
cessary, by the persons last engaged in that work was
necessitated such removal ,

(9) Every dock worker shall use the means of ac-
cess provided in accordance with these regulations,
and no person shall authorise or order another to
or off nor shall any person authorise or order an-
cordance therewith.

(10) No person shall go upon any hatch beam for
the purpose of adjusting the gear for lifting them on
on or off nor shall any person authorise or order an-
other to do so.

PART III

SAFETY

A. WORKING PLACES

9. Surfaces :

(1) Every regular approach over a dock which
the dock workers have to a s for going to or from n
working place and every such working place inside
the dock shall be,—

(a) kept clean and free from objects that can
cause slipping; stumbling or falling.

(b) maintained in gord repair with due regard
to the safety of the dock workers.

(2) All areas of a dock shall be kept properly
drained and graded in order 4o facilitate safe acces"'
to sheds, warehouses' and store places End <afe
handling of eanro and crjuipm^n?-

(3) Drain pools and catch basins shall be properly
covered or enclosed.

• (4) AH areas of it do;:k and all approaches on
whicti lifting appliances and transport equipment arc
u ed hail be soundly constructed, surfaced with good
warning material and suihciently even and free from
holes and cracks io afford sate taimgori of cargo
shall be propeilj irunnlaincd.

{?.) Any working area in a dock which is demaget!
or under repair ^ hall be effectively blocked off from
other areas and wii;n necessary, warning lights shall
be provided at night.

(6). All landing place, used by dock workers, for
embarking or disembarking from crelts meant for
transpor. by water, shall be maintained in good repair
with due regard fo the safety of the peisons using
them.
10. Fencing of dangerous places :

(Ij The following pan of a dock and approaches
shall, as tar as r̂acfcicubb having regard to the
trailic and working be securely fenced ô that the
height of the fence shall be in no piace less than
one metre and the fencing shall be main'ained in
good condition :—-

(a) all breaks dangerous comers, and other
dangerous parts or edges of a dock ;

(b) both sides of such foot vajs over bridges,
caissons and dock gates as are in general
use by dock workers and each side of the
entrance at each end of such foot way
for Sudeten; distance not exceeding 4.5
metres ;

Provided that in ca>e of fence.-, which were con-
structed before .he dati of commencement of this
regulation, it shall be sufficic it if the height of the
fence is in no place less than 75 em.

(2) The ditches, pits, trenches for pipes and cab-
les and other hazardous openings and excavations
shall be securely covered or adequately fenced.

(3) Where wharves of quays slope steeply towards
the water, the outer edge shall be protected as far as
practicable.

11. Passages to be kept clear :

(1), Cargo shall not bs so stored or transport equip-
ment or lifting appliances so placed on any areas of
a dock where dock workers are employed so as to
obstruct access to ships, cranes, life saving applian-
ces, fire fighting equipment and welfare facilities pro-
vided under these regulations,

(2) Where any space is left along the edge of any
wharf or quay, it shall be atleast 90 cms. wide and
shall be kept e'ear of all obstructions other than fixed
structures, plant and appliances in use.

(3) Where working areas of a dock are enclosed
and the traffic warrants, a separate gate or passage
shall be provided for pedestrians.
12. Railings and fencings :

(1) All railings for the fencing of Hatchways ac-
commodation ladder-, gangways, stairway for' em-
barking, disembarking, and any other dangerous place
shall be of sound material, good construction and POS-
•:a:-: adequate strength and unless specified hx these
regulations :—

(a) be atleast one metre in height; and
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to; consist or two rails or two taut ropes 01
chains supporting stenchions, und toe boards,

(2) Intermediate rails, ropes or chain shall be 50
centimetre high.

(3) Stanchions shall not be more than two metre
apart and shall be secured against inadvertant lifting
oui.

(4) The toe board .shall be atieast 15 centimetre
high.

(.5) Railings shall be free from sharp edges.

(,6) Temporary fencing of hatchways, elevated plat-
forms, etc. snail be as lar as reasonably practical ex-
tend to a height of one metre and consist of either;—

(a) two taut ropes or chains with stancnions;
or

(b) a properly rigged and seeun'ly fastened
satety net.

O) Stairj giving access to transport vessel shall
be equipped witn wooden or ruDDer lenders so that
the gap of moje man -̂U centimetre is maintained
oetween the side of the stcp^ and side of the vessel.

15. Life-c-aying appliances :

Provision for the rescue from drowning of dock
workers snail be made and maintained, and shall
mclude :—

(a) a supply of life-saving appliances,, kept in
readiness on the whait or quay, wriicn shall
be reasonably adequate having regard to
all the circumstances ; and

(b) means at or near the surface of the water
at reasonable intervals for enabling a person
in water to support himself or escape from
the water wht;h shall be reasonably ade-
quate having regard to all the circumstances.

16. Illumination *

(1) All areas m a dock and on a ship where the
dock work is carried on and all approaches to such
areas and to places to which dock workers may be
required to go in ths course of their employment,
shall be safely and efficiently lighted in an appropriate
way.

(2) The general illumination in areas on the dock
where dock workers have to pass, shall be at least
10 lux and at places where dock workers are
employed, the illumination shall be at least 25 lux
without prejudice to the provision of any additional
illumination needed at particularly danguous places.

(3) The means of artificial lighting shall, so far
as is practicable, bs such and bo placed as tc pre-
vent glare or or formation of shadows to such an
extent as to cause risk of accident to cnv dock
worker.

(4)_ The portable lights shall be maintained in good
condition and shall—

(a) be equipped with substantial reflectors and
guards; and

tb) be equipped with heavy duty <: koine t'oiJ:
with cotmeciion and ir^uiation maintained
in safe condition.

18. Excessive noise, etc.:

Adequate precautions shall be taken to protect
dock workers against the harmful effects of exces-
sive noise, vibrations and air pollution a t the work
place. In no ca;>e the noise levels shall be exceed
the limits laid down in Schedule VII.

B. WARE HOUSES AND STORE PLACES

27. Fencing of and means of access to lifting
appliances:

(1) Safe means OL access to every part of a lifting
appliance shall be provided.

(2) The operator's platform on every crane or
tip driven by mechanical Dower shall be securely
fenced and thalj be provided with safe means of
access. In particular, where access is by a ladder,—

(a) the sides of the ladder shall extend to a
reasonable distance beyond the platform or
some other suitable handhold shall be provi-
ded;

(b) the landing place on the platform shall be
maintained free from obstruction and
slipping; and

(c) in case where the ladder is vertical and
exceeds six metres in height, a resting place
shall be provided, after every six metres and
part thereof.

D. DECKS, HATCHWAYS, ETC.

29. Bulwarks or Rails •

(1) All upper decks to which dock workers may
have access for the purpose of carrying on dock
work shall be provided on the outer edge upto a
ueight of one metre above the deck with a bufwaif.
or guard rails so designed, constructed and placed,
as to prevent any dock worker from accidentally
falling overboard.

(2) The bulwark or guard raita shall be continu-
ous except where sections have to be removed for
the purpose of dock work and such sections shall
not extend beyond the minimum distance necessary.

33. Fencing around hatchways :

(1) Every hatchway of a hold exceeding 1.5 metres
in depth, which is not protected by coming _ to a
clear height of 75 centimetres shall, when not in use,
either be effectively fenced to a height of one metre
or to be securely covered to prevent dock workers
from falling into the hold.

(2) If in any hatch, dock work is carried on simul-
taneously at two docks, the open end of the hatch
in the higher deck shall be protected to a height of
one metre by means of planks or nets or in. some
other suitable manner to prevent fall of dock wor-
kers or cargo, and the safety nets when rigged shall
not be secoured to the hatch covers.
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(3) When an edge of a hatch section or of- stowed
cargo more than 2.5 metre high is so exposed that
it presents a danger to dock workers falling, the edge
shall be guarded by a taut rope, safety net or railing
to a height of one metr*.

(4) Dock workers employed in a hold on a partly
covered hatch or on a stack shall be protected by
spreading a net or in some other suitable way, aga-
inst the danger of falling down.

34. Hatch coverings, hatch beams, etc. :

(1) All fore and aft beams and thwartship beams
used for hatch covering shall have suitable gear for
lifting ihem on and off without it being necessary for
any dock worker to go upon them to adjust such
gear.

(2) All hatch coverings and beams shall be kept
plainly marked to indicate the deck and hatch to
which they belong and their position therein.

(3) All hatch coverings and beams shall be replac-
ed according to their markings.

Provided that this regulation shall not apply in
cases where all the hatch coverings and beams of a
ship are interchangeable or, in respect of marking of
position, where all hatch coverings of a hatch are in-
terchangeable.

(4) All fore and aft beams and thwartship beams
including sliding beams and the tracks used for hatch
coverings and all hatch coverings shall be maintained
in good condition.

(5) Adequate handgrip? shall be provided on all
hatch coverings, having regard to their size and
weight, unless construction of the hatch or the hatch
covering is of a character rendering the provision
of handgrips unnecessary.

(6) Hatch coverings shall not be used in the
construction of stages or for any other purpose which
may expose them to damage.

(7) Hatch cover* and beams shall not be removed
and retraced while dock work is in progress in the
hold under the hafchwav. Before loading or un-
loading fake place, anv hatch cnvcr or beam that is
not adaiua'eiv secured against displacement shall be
removed.

(S) Only an authorised person shall be remiitfed
to open or close power operated hatch covers.

(9) Foldmg hatch covers ?hall be Jli'ed with lock-
ing devices to preven- cover; from folding back.

(10) Hatch cover* shall not be opened or closed
in such manner as is likely to cause injury to any
dock worker.

37. Securing of hatch covering and hatch beams :

(1) Where an hatch beam is fitted with a per-na-
nent device for securing i* in nositicn in the hatch,
that device and it- corresponding fift'ns in the
coaminsr shall be effectively and properiv maintained.

(T> The beams of SPV tiafch m xre for <h>- fTorv-
wort: shall, if nnf removed be sdequa'cly served to
prevent their displacement.

(3) Any sliding or roll-n: nutch beams supporting
hatch coverings which arc left in position in a partly
opened hatclTshall be adequately secured to prevent
any horizontal movement of the hatch beams.

(4) Every didina or rolling hatch beam and its
guides shall be so c'ciislructed and maintained that
the hatch beam is rot liable to be accidentally dis-
placed from its guide?.

(5) Mechanically operand hatch coverings shall,
when stowed, be adequately secured to prevent
movement.

E. LIFTING APPLIANCHS AND GEAR.

41. Test and periodical examination of lifting ap-
pliances :—'

(1) Before being taken into use for the first time
or after it has undergone any alterations or repairs
liable to affect its strength or stability and also once
atleast in every five years, all lifting appliances in-
cluding all parts and gears thereof, whether fixed or
rnovabe, shall be tested and examined by a Competent
Person in the manner set out in Schedule-I.

(2) All lifting appliances shall be thoroughly ex-
amined by a Competent Person once atleast in every
12 months. Where the Competent Person making this
examination forms the opinion that the lifting appli-
ance cannot continue to function safely, he shall for-
thwith give notice iu writing of his opinion to the ow-
ner of the lifting appliance or in case of lifting appli-
ance carried on board a ship not registered in India
to the Master or Officer-in-charge of the ship.

(3) Thorough examination for the purpose of this
regulation shall mean a visual examination, supple-
mented if necessary by other means such as hammer
test, carried out as carefully as the conditions permit,
in order to arrive at a reliable conclusion as to the
safety of the parts examined and if necesary for this
purpose, parts of the lifting appliance and gear, shall
be dismantled.

48. Ropes :

(1) No rope shall be used for dock work unless—
fa) it is of suitaoie quality and free from patent

defects and—

(b) as regards wire rope slings, either the
and examined by a competent person in the
manner set out in Schedule-I.

(2) Every wire rope of lifting appliance or loose
gear used in dock work shall be inspected by a res-
ponsible person once atleast in every three months,
provided that after any wire has broken in such rope,
it shall be inspected once atleast in every month.

(5) A thimble or loop splice made in any wire rope
shall conform to the following standard,—

(v.) wire rope or rone sling shall have atleast
three tucks with full strand of rope and
two tucks with one-half of the wires cut
out of each strand and strands in all cases
shall be tucked against the lay of the rope ;
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.(b) protruding endi of strands in any sclic& on
mre rope and tope slings shall be "covered
or treated so as to leave no sharp points ;

{cj fibre rope or rope sling shall have atleast
four tucks tail of such tuck being whipped
in a suitable manner ; and

(d) synthetic fibre rope or rope sling shall have
atleast four tucks with full strand followed
by further tuck with one-half filaments
cut out of each strand and final tuck with
one-half of the remaining filaments, cut-out
from strand. The portion of the splices con-
taining the tucks with the reduced number
of filaments sha'l be securely covered with
suitable tape or other material :

Provided that this sub-regulation shall not operate
to provent the use oi another form of splice which
can be shown to be as efficient as that laid down in
this regulation.

52. Marking of sate working load :

(1) Every lifting appliance and every item of loose
gear shall be clearly marked with its safe working
load and identification mark by stamping or where
this is impracticable, by other suitable means.

(2) (a) Every ship's derrick (other than derrick
crane) shall be clearly marked with its safe working
load when the derrick is used ;

(i) in single purchase ;

(ii) with a lower cargo block, and

(iii) in union purchases in all possible block posi-
tions ;

(b) The lowest angle to the horizontal, that the
derrick may be used shall also be legibly marked.

(3) Bvery lifting appliance {other than ship's der-
rick) having more than one safe working load shall
be fitted with effective means enabling the operator
to determine the safe working load under each con-
dition of use.

(4) Means shall be provided to enable any dock
worker using loose gears to ascertain the safe work-
ing load for such loose gears under such conditions
as it may be used and such means shall consists :—

(a) as regards chain slings, of marking the safe
working load in plain figures or letters upon
the sling or upon a tablet or ring of durable
material attached securely thereto; and

(b) as regards wire rone slings, either the
means specified in clause (a) above or a
notice or notices so exhibited as can be
easily read by any concerned, dock worker
stating the side working load for the various
sizes of the wire rope slings used.

<5) No lifting appliance or loose gears
?hal! be used unless marked in accordance with me
provisions of this regulation.

•5-1- Fullsy blocks ;

No pulley blocks shall be used ia dock work un
less the safe working load and its identification marks
are clearly stamped upon it.

56. Knotting of chains and wire ropes :

No chain or wire shall be used in dock work with
a knot in it.

F. TRANSPORT EOUJPMENT AND OPERA-
TIONS

- 58. Use ot internal combustion engines in the
holds :

(1) Internal combustion engines shall not be
used in connection with the dock work in the holds
or cargo spaces unless, —

(a) adequate means of ventilation and, where
necessary mechanical ventUat'Oii is provided;

(b) suitable fire fighting equipment is leadily
available ;

(c) exhaust pipes, connections and mufflers are
kept light ;

(<!) exhnut-t is so directed as '•••it to cause in-
convenience to the operators and dock
workers :

(e) it is ensured that no explosives inflamma-
ble liquids, gases or similar dangerous
cargo arc present ;

(i) a spark arrestor is fitted on the exhaust of
the engine and the bare heated surfaces
of the engine, that are liable to ignite spil-
led fuel, are suitably protected ;

(sr) the engine is refuelled above deck ; and

(h) the exhaust does not contain the carbon
monoxide above TLY presorihed in tli-
national standards.

(2) The internal' combustion engine shall be
switched off when not in use in connection with the
dock work.

(3) Operators ol internal combust km engines in
cargo spaces or cargo holds shall not work alone.

(1) Whenever internal <ombustioii engines tor
use in dock work are to be brought on board, the
Master oi' the Officer-'n-dvirgp of lh-jr ihip shall be
notified.

C;. HANDLING OF CARGO

iVi. Loading and unloading operations :

(I) No cargo shall be loaded or• unloaded by a
fall or sling ut any intermediate dei k unless either
the hat< h :.t that deck is securely co^.:red or a secure
landing perform of r. width not less than that of
one section of hatch 'coverings has bc.'n placed across
it :

Provided that this regulation sh.ill not apply to
any loading or unloading work the whole of which
may be completed within a period of half an hour.
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(2) No loose gear or any other object shall be
thrown in or out of the holds.

(3) During the loading and unloading of bulk
cargo a record of all dock workers employed in
the hold <hall be maintained and produced on de-
mand to the Inspector.,

(-1) Where necessary cargo shall be secured or
blocked to prevent its shifting or falling. In breaking
down, precuations shall be taken where necessary to
prevent the remaining cargo from falling.

(5) (a) Dragging of cargo shall be done with the
ship's winches only when the 'runner is led directly
from the derrick heel block ; and

(b) pulley blocks shall b e used to provide a fair
lead for the runner so as to prevent it from dragging
against obstructions.

(G) If the head room in the hold of a ship for
the purpose of stacking and unstacking is less than
1.5 metres suitable measures shall be taken to guard
against accident.

(7) Loads shall be safely slung before being
hoisted. Loose dunnage or debris hanging or pro-
truding from loads shall be removed and suitable
means xlinll be adopted to prevent cargo from falling
out-

(8) Cargo handling bridles, such as pallet bridles,
which are to remain attached to the lifting appliance
while hoisting successive sling loads, shall be attach-
ed by shackles, or other positive means shall be taken
to prevent them from becoming accidentally disengag-
ed from the hook of the lifting appliance.

(9) When lifting appliance is operating without
a load on the slings :—

(a) slings or chains shall be hooked securely to
the appliances before the operators are
given signal to move ;

b̂) sharp hooks, multiple hooks and claws
shall not hang at one end but shall be
reeved through slings ; and

t«) the operators shall raise the appliance suffi-
ciently to keep clear off dock workers and
objects.

1̂0) Effective measures shall be taken, by the use
of suitable packing or otherwise, to prevent edges of
any load from coming in contact with any rope or
chain sling which is likely to cause any damage to
the rope or chain sling.

(11) Buckets, tubs and similar appliances shall
not be loaded above their rims.

(12) No loads shall be lifted at strappings unless
such strappings are approved as proper and safe
slinging points. Movements of such loads is allowed
only if everybody has left the danger zone.

(15) When working with lifting appliances, slope-
pulling, horizontal dragging and intentional swing
o£ loads and lifting devices are prohibited.

66. Stacking and unstacking :

(1) Where stacking, unstacking, stowing or un-
stowing, stuffing or destuffin of cargo or handling
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in connection therewith cannot be safely carried out
unaided, reasonable measures to guard against acci-
dents shall be taken by shoring or otherwise.

(2) Stacking of cargo shall be made on firm foun-
dation not liable to settle and the weight of the cargo
shall be such as not to over-load the doors.

(3) Cargo shall not be stacked against partition
or walls of warehouses or storeplaces unless it is
known that the partition or the wail is of sufficient
strength to withstand the pressure.

(4) Cargo shall not be stacked to such a height
and in such a manner as would reader the pile un-
stable.

(5) Where the dock workers are working on
stacks exceeding 1.5 metres in height, safe means of
access to the stack shall be provided.

(6) Stacking and unstacking work shall be per-
formed under the supervision of authorised person.

68. Hooks for bales, etc. :
When the working space in a hold is confined to

the square of the hatch, hooks shall not b e made
fast in the bands or fastenings of bales of cotton,
wool, cork, gunny bags or other similar goods, nor
shall can hooks be used for raising or lowering a
barrel when, owing to the construction or condition
of the barrel or of the hooks, their use is likely to
be unsafe.

70. Restrictions on loading and unloading opera-
tions :

(1) No other work, for example, maintenance or
repair work such as sand-blasting or welding shall
be performed at places where dock work is in pro-
gress if it is likely to endanger or obstruct the person
carrying out dock work.

(2) When more than one gang of dock workers
is employed in dock work simultaneously in a hold,
it shall D© ensured that —

(a) the operation of loading or unloading is
harmonised to avoid dangers to the work-
ing gangs from one another;

(b) the slung cargo of one gang will not en-
danger the dock workers of the other
gang;

(c) where gangs are working at different levels,
a net shall be rigged and securely fastened
to prevent dock workers from falling down
or cargo falling on to dock workers below;

(d) over crowding of gangs in a section of the
hold is avoided.

71. Dock work at midstream :

No dock workers shall be employed to handle
cargo on any ship anchored in midstream whenever,
the working conditions are considered to be dan-
gerous.

72. Work during berthing and shifting of ships :

(1) While ships are being berthed or shifted, no
dock work shall be carried out by dock workers in
the holds or hatches and on decks.
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(2) When ships are being moored, dock workers
shall be kept clear of the mooring ropes and, in parti-
cular, shall not be allowed to stand in the bights ot
ropes being hauled by capstans.

73. Protective equipment :

(1) Where other means of protection against
harmful agents are impracticable or insufficient,
dock workers shall be provided with adequate pro-
tective clothing and personal protective equipment to
shield them from the effects of such agents.

(2) Protective clothing and personal protective
equipment shall be of suitable quality and maintain-
ed in good condition and shall be cleaned and dis-
infected at suitable intervals.

(3) Where protective equipment and clothing
may be contaminated by poisonous or other dange-
rous goods, it shall be stored in a separate accommo-
dation where it will not contaminate the dock woi-
kers' clothing and other belongings.

(4) Suitable protection equipment shall b e issued
to tlie dock workers employed in the reefer holds or
chambers or reefer containers for affording complete
body protection.

H. HANDLING OF DANGEROUS GOOD*

77. General precautions :

(1) Dangerous goods shall be loaded, unloaded,
handled and stored under the supervision of a res-
ponsible person who is familiar with the risks and the
precautions to be taken. In case of doubt as to the
nature of the risk or the precautions to be taken,
necessary instructions shall be obtained from the
Safety. Officer appointed under these regulations.

(2) Dangerous goods shall not be loaded, unload-
ed or stored unless they are suitably packed and
labelled showing the danger therefrom. The dock
workers shall be given adequate information con-
cerning the nature of the cargo and special precau-
tions to be observed in handling them.

(3) Special precautions, such as provision of mats,
sling nete, boxes and high sided pallets shall be
taken to prevent breakage or damage to container
6£ the dangerous goods.

(4) Dock workekrs employed in loading or unload-
ing or otherwise handling dangerous goods shall be
provided with suitable protective equipments.

(5) Dock workers handling dangerous goods
shall thoroughly wash their hands and faces with
soap or some other cleaning agent before taking any
food, drink, pan and supari or tobacco.

(6) Only specially trained dock workers shall be
employed for cleaning, sweeping or handling spillag-
es or sweepings of dangerous goods.

79. Other dangerous goods :

(1) Before fumigated cargo such as grain in load-
ed or unloaded, adequate measures shall be taken to
ensure that the cargo is safe to handle.

(2) Where caustic and corrosive substances ate
handled or stored, special precautions shall be taken

to prevent damage to the containers and to render
any spillage harmless.

(3) If skins, wool, hair, bones, or other animal
parts have not been certified by competent authority
as having been disinfected, especially against anthrax,
the dock workers concerned shall be :

(a) instructed about the risk of infection ;ind
the precautions to be taken ;

(b) provided with suitable type ot personal
protective equipment; and

(c) subjected to special medical supervision.

81. Broken or leaking containers :

(1) When there is danger from broken, or leaking
containers of dangerous goods, dock workers sha!l
be evacuated from the area involved and the follow-
ing steps taken before dock work is resumed —

(a) if the cargo produces dangerous ga>es or
vapours :—

(i) suitable respirator)' protective equipment
shall be made available for dock wor-
kers who are to remove the defective
containers ;

(ii) the area shall be ventilated H necessary
and tested to ensure that the concentra-
tion of gases or vapours in the atmos-
phere is safe for dock work;

(b) if the cargo is a corrosive substance.—

(i) suitable personal protective equipment
shall be made available to the dock wor-
kers engaged in the removal of damaged
containers ; and

(ii) suitable absorbent or neutralising mate-
rials shall b e used in cleaning the
spillage.

82. Toxic solvents :

Before any solvents are used, the toxic properties
of such solvents shall be ascertained and adequate
means to safeguard the health of the dock workers
exposed to toxic solvents shall be provided.

J. MISCELLANEOUS

87. Fencing of motors, etc. :

(1) All motors, cogwheels, chains and friction
gearing, flywheels, shaftings, every dangerous and
rnovmg parts of machinery (whether or not driven
by mechnkal power) and steam pipes shall be se-
curely fenced or lagged.

(2) The fencing of dangerous parts of machine-
ry shall not be removed while the machinery is in
motion or in use, but if removed, shall be replaced
before the machinery is taken into normal use again.

(3) No part of any machinery which is in motion
and which is not securely fenced shall be examined,
lubricated, adjusted or repaired except by persons
duly authorised.

(4) Machine parts shall only be cleaned when the
machine is stopped.
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(5) When machinery is stopped for servicing 01
repairs, adequate means shall be taken to ensure that
it cannot inadvertently be restarted.

88. Electrical equipment :

(1) Only duly authorised person shall be permit-
ted to install, adjust, examine, repair, displace or
remove electrical equipment or circuits.

(2) Efficient and suitably located means shall be
provided for cutting off all pressure from everv part
of the system, as may be necessary to prevent clanger.

(3) All portable electrical equipment shall be
maintained in good working order and inspected by
a responsible person atleast once every day before it
is taken into use.

(4) Portable electric light or equipment used in a
confined space shall be of twenty-four volts or less.

(5) Only flame proof electrical equipment shall
be used in a confined space where flamable gas, fume
or dust is likely to be present-

(6) AH non-current carrying metal parts of elec-
trical equipment shall be earthed or other suitable
measures shall be taken to prevent them from be-
coming live.

(7) Portable or flexible electric conductors shall
be of heavy duty type and shall be kept clear ot
loads, running gear and moving equipment.

(8) All live conductors shall be adequately insu-
lated or fenced to prevent danger bv accidental con-
tact of dock workers or non-current carrying parts
of lifting appliances, conveyors, transport equipment
and machinery.

89. Transport of dock woikers on land :

Suitable means of safe transport shall be provided
for the dock workers for their movement from the'r
place of booking to the working area or between the
two working areas when the distance between the
points exceeds two kilometres.

90. Transport of dock workers by water :

(1) When any dock workers has to proceed to or
from a ship by water for the purposes of carrying on
a dock work, proper measures shall be taken to pro-
vide for his safe transportation. Vessels used for this
purpose shall be in charge of a responsible person, and
shall be properly equipped for safe navigation and
maintained in good condition;

(2) The means of transport referred to in sub-
regulation (1) shall conform to the following : —

(a) adequate protection is provided to the dock
workers from inclement weather ;

(b) the vessel shall be manned by adequate and
experienced crew, duly authorised by a
competent authority ;

(c) if the bulwarks of the vessel are lower than
fiO centimetres, the open edges shall be fit-
ted with suitable fencing to a height of at-
least one metre above the deck. The
post stanchions and similar parts used in
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the fencing shall not be spaced inore than
two metres apart ;

(d) The number of life buoys on deck shall be
atleast equal to the number of persons in
the crew and shall not be less than two.

(e) all life buoys shall be kept in good state
of maintenance and b e so placed that if
the vessel sinks they remain afloat, one
of the said buoys shall be within the im-
mediate reach of the Steerman and an-
other shall be situated as Car as alt part :
and

(f) the position of the steerman of the vessel
shall be such that he has a reasonably free
view of all sides.

(3) Maximum number of person that can be
safely carried in the vessel shall be certified by a
competent authority and marked plainly and conspi-
cuously on the vessel and such number shall not be
exceeded.

PART IV

HEALTH

95. Cleanliness :

(1) Every place in the ship, dock and all areas
which are in proximity to the place in the dock, where
dock woikers are employed, shall be kept clean and
free from rubbish or effluvia arising from any drain,
privy or other nuisance.

(2) All the accumulated gabrag^s from the ships
and the dock area shall be disposed oft by burning
in an incenerator or by other suitable means.

(3) All the damaged or deteriorated .cargo posing
hazards to safety or health or nuisance shall be le-
moved or disposed off from the work, place where
the dock workers are employed.

96. Drinking water :

(1) (a) On board every ship and in every
dock, effective arrangement shall be made
to provide and maintain at suitable points
conveniently situated for all dock workers
employed therein, sufficient supply of
wholesome drinking water :

Provided that the drinking water point is
available within 100 metres of the place
where dock workers are employed.

(b) Effective arrangement shall be made to
provide and maintain adequate supply of
wholesome drinking water on board every
ship in mid-stream for all dock workers
employed thereon.

(c) The water provided for drinking shall be
supplied from the public water supply
system or otherwise from any other source
approved in writing by the Health Officer
of the Port.

(2) All such points shall be legibly marked
"Drinking Water" in a language understood by a
majority of the dock workers, and no such point
shall be situated within six metres of any washing
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place, urinal or latrine unless a shorter distance is
approved in writing by the Chief Inspector.

(3) In every dock, the drinking water supplied to
the dock workers shall, hiring hot weather, be cooled
by ice or other effective means :

Provided that if ice is placed in the drinking water,
the ice shall be clean and wholesome and shall be
obtained only from a source approved in writing b\
the Health Officer of the Port.

(4) Every drinking water centre shall be maintain-
ed in a clean and orderly condition and if necessarv
shall be in charge of a suitable person who shall
distribute the water. Such a person shall h; provided
with clean clothes while on duty.

(5) The drinking water centres shall be sheltered
from the weather and adequately drained.

(6) Storage tanks or containers for drinking water
shall always be kept in clean and hygienic condition.

(7) The Inspector may, by order in writing, direct
the Port Authority to obtain, at such tinie or at such
intervals as he may direct, a report from the Health
Officer ol the*Port as to the fitness for human con-
sumption of the water supplied to the dock workers,
and in every case to submit to the Inspector a copy
of siuh report as soon as it is received from the
Health Officer.

97. Latrines and urinals :

(1) In every dock, latrine and urinal accommoda-
tion shall be provided in the scale given in Sche-
dule VIII and shall be conveniently situated and
accessible to dock workers at all times while they
are at work. Such accommodation and arcess to it
shall be adequately lighted and ventilated.

(2) Separate latrines shall be provided T\l:.;re
female dock workers are employed.

(.">) The floors and internal walls ol the latrines
and urinaK rind the sanitary blocks shall be laid in
glazed tiles or otherwise finished to provide a smooth
polished impervious surface upto a height of at least
90 centimetre.

(4) All such accommodation shall be maintained
in a clean and sanitary condition at all times. The
floors, side walls and the sanitary pans of latrines
and urinals shall be thoroughly swept and cleaned
at least once in a day with suitable detergents or
disinfectants or with both.

(5) Every latrine shall be under cover and so
partitioned off as to secure privacy and shall have a
proper door and fastenings.

(6) The walls, ceilings and partitions of every
latrine and urinal shall be white-washed or colour-
washed and the white-washing or colour-washing'
shall be repeated at least once in four months and
record maintained.

(7) Where piped water supply is available, suffi-
cient number of water taps, conveniently accessible
shall be provided in or near such latrine accommoda-
tion.

(8) Where piped water supply is not available,
provision shall be made to store adequate quantity
ot water near the latrine..

99. Ventilation and temperature in dock area in-
cluding reefer holds on ships :

Effective and suitable provision shall be made in
every dock for securing and maintaining in every
building or an enclosure or a reefer hold or chamber
or reefer container where dock workers are employed,
adequate ventilation by the circulation of fresh air
and such temperature and air movement as will se-
cure to dock workers therein reasonable conditions
of comfort and prevent injury to health.

PART V

WELFARE

100. Washing facilities :

(1) In every dock, rest shed, call stand and can-
teen, adequate and suitable facilities lot washing
shall be provided and maintained for the use of the
dock workers and such facilities shall be conveniently
accessible and shall be kept in dean and orderly
condition. Washing facilities shall include glased
basins with taps attached thereto.

(2) Where dock workers are exposed to skin con-
tamination by poisonous, infection or irrigation subs-
tances ir oil, grease or dust, adequate number of
shower-baths enclosed in individual compartments,
with entrances suitably screened shall be provided.

(3) These facilities shall be provided in every
dock on the scale laid down in Schedule VIII.

(4) The floor or ground under and in the im-
mediate vicinity of every wash basin, stand pipe and
shower shall be so laid or finished as to provide a
smooth impervious surface and shall be adequately
drained.

(5) The water supply to the washing facilities
shall be adequate having regard to the number of
lock workers employed in the dock, and shall be
from a source approved in writing by the Health
Officer of the Port.

101. First-aid boxes :

(1) In every dqck and on board every ship there
shall be provided and maintained so as to be readilv
accessible during all working hours, sufficient num-
ber of first-aid boxes or cupboards :

Provided that the distance of the nearest first-aid
box or cupboard shall not be more than 200 metres
Irom any working place.

(2) Nothing except appliances or requisites for
first-aid shall b e kept in the boxes and cupboards. All
such boxes and cupboards shall be >o kept that they
are protected against contamination by dust or other
foreign matters and against penetration of moisture.
They shall be kept in the charge of a responsible
person who is trained in first-aid treatment and who
shall always be readily available during working
hours.

(3)1 Each first-aid box or cupboaid shall be dis-
tincly marked "First-Aid" and shall be equipped
with the articles specified in Schelule VI.
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103. Ambulance carriage :

Theie shall be provided tor use at every dock a
suitably constructed motor ambutancj carriage and
launch which shall be maintained in good condition
lor the purpose of removal ol serious cases ot aei.i-
dent and sickness

104. Stretchers :

A sufficient number ol suitable stretchers in< luding
a Neil Robertson Stretcher or any other suitable
sling stretcher shall be provided at every dock at
convenient places so as to be readily available in an
emergency.

105. Shelteis or rest sheds and lunch looms :

(1) In every dock wheiein more than 150 dock
workers are ordinarily employed, adequate and suit-
able shelters or rest sheds and suitable lunch rooms
with provision lor drinking water and washing facili-
ties, where dock workers can eat meal?, brought by
them, shall be provided at convenient pJaces and
maintained for their use :

Provided that any canteen maintained in accord-
ance with regulation 106 shall be regaided as part
of the requirement of this regulation :

Provided lurthcr that, where a lunch room is
provided no lock workers shall eat any lood in the
precincts of the dock except in such lunch rooms.

(2) Covered receptacles shall be provided and
used for disposal of food and litter in eveiy rest
shed. These receptacles shall be emptied at least
once in every shift.

(J) The shelters or rest rooms and lunch rooms
to be provided under sub-regulation (1) shall be
sufficiently lighted and ventilated and shall be main-
tained in a cool and clean condition.

10(j. Canteens :

(1) In any dock or in any part of a dock wherein
more than 250 dock workers are ordinarily employed,
or are waiting to be employed, adequate canteen

facilities' in or near the work area shall be provided
and maintained by the Port Authorities and dock
labour boards tor the use of all dock workers. The
canteen shall lunction at all times when twenty-five
or more dock workers are employed at a time.

(2) The canteens shall conform to the require-
ments laid down in Schedule IX.

(3) An adequate number of mobile canteens shall
be provided at every dock with provision lor serving
tea and light refreshments.

PART VI

SPECIAL PROVISIONS

111. Training of dock workers, responsible persons,
etc. :

(1) Initial and peiiochc training shall be imparted
to all categories of dock workers, responsible and
authorised persons depending upon their nature if
work and skill required for performiio their duties.
Safety aspects and precautions to be taken in pursu-
ance of the provisions under the Act and the regula-
tions shall be covered in the training.

(2) AH first-aid personnel shall be imparted
training including refereshcr courses by a qualified
medical officer authorised lor the purppose.

112. Emergency action plans :

All the ports shall have an approved emergency
action plan acceptable to the Chief Inspector to
handle the emergencies like —

(a) fires and explosions ;

(b) collapse of lifting appliances, buildipgs,
sheds etc ;

(c) gas leakages and spillage of dangerous
goods;

(d) drowing of dock workers, sinking of ves-
sels, retrieval of transport equipment from
dock basins ; and

(e) iloods, storms and other natural calamities.

FORM XII

To be sent to ttw Inspector, Dock Safety

Address:

REPORT OF ACCIDENT OF DANGEROUS OCCURRENCE

(Required by Regulation 91 of tte Dock Workers (Safety, Health and Welfare) Regulations, 1989 in pur-
suance of Section 22 of thoD ock Workers (Safety Health and Welfare) Act, 1986).

(See Instruction Overleaf)

1.

3.

Nan*? of the E mployer
Address of the E mplojer

Ship, or other exact place where accident or
dangeious occurrence happened



134 THE GAZETTE OF INDIA : EXTRAORDINARY [PART 1I-SEC. 3 (ii) ]

4. Date, Shift and hour of acnidont or dangerous
occurrence

5. (i) Name & address of injured person

(ii) Nature & extent of injuries, (e.g. fata],
loss of finger, fracture of legs)

(iii) By whom treatment was given?

(v) Was the injured person disabled for more
than fortyeigbt hours?

(v) Type and name of cajgo handiled.

6. Hour at which the injured person started wort7. Cause of ace ident o r dangerous occurrence

8 Accident:

(a) If caused by machinery, state :
(i) Name of machine and part causing

the accident.

(ii) if moved by mechanical power at the
time.

(b) Staie exactly what the injured person was
doing?

9. Dangerous occurrence:

(a) Nature of collapse or failure of lifting
appliance

(b) Nature of the breakage of rope; chain or
other appliances.

(c) Nature of collapse or failure of means of
access to or from a ship.

Date Shift Hour

__ . .

Sex Age Year Occupation Experience
No. in the trade

— — — . — . __-_„ . „ _ .

. . .
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rences as covered under Regulation 90
other than 9(a), 9(b) and 9(c) above.

Signature
Dated

(To be filled in by Inspector)

Port

Date of receipt

Accident/Dangerous Occurrence No.

Causation

Sex

Remarks

_.. . . . . .—

_ __—.—. __ . .—,—. _ . ,—,—

— _ _ _ _ _ _ __ __ . . __

_ _ , — _ . . .—, _.—. .—. ,

• •— - • .— . • .

INSTRUCTIONS

REPORTING OF ACCIDENTS AND DANGEROUS OCCURRENCES

Reporting of accidents :

(1) Notice of any accident in dock which either :

(a) Causes loss of life to a dock worker, or

(b) disables a dock worker from work on which he was employed for the rest of the day or shift
in which the accident occurred, shall forthwith be sent by telegram, telephone or special
messenger within four hours of the occurrence to

(i) the Inspector;
(ii) the relatives of the workers when the accident causes loss of life to the dock worker or is

likely to disable the dock worker from work for more than ten days; and

(iii) in the case of fatal accidents only, the officcr-in-charge of the nearest Police Station,
and the District Magistrate or if the District Magistrate by order so directs the sub-divisiona]
Magistrate;

(2) In cases of accidents falling under clause (b) of sub-regulation (]), the injured person shall be given
first-aid and thereafter immediately conveyed to a hospital or other place of treatment.

(3) Where any accident causing disablement, results in the death of dock worker disabled, notice in
writing of the death shall be submitted to the authorities mentioned in sub-regulation (1) within 72
hours after the death occurs and acknowledgement obtained.

(4) The following classes of dangerous occurrences shall be reported to the Inspector, whether death
or disablement is caused or not, in the manner prescribed in sub-regulation (1).

(a) collapse or failure of lifting appliances or breakage or failure of ropes, chains or loose gears,
including slings, lifting beams, container supreaders, etc. or over turn or disaplacement of cranes
used in dock work, falling of hatchboards or beams or cargo slings, displacement of hatch
beam resulting in the fall of hatch beams or coverings;
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(b) collapse or subsidence of any wall, floor, gallery, roof, platform, staging or means of access;

(c) explosion of a receiver or vessel used for the storage, at a pressure greater than atmospheric
pressure, of any gas or gases (including air) or any liquid or solid resulting from the compression
of gas;

(d) explosion or fire causing damage to any place in the docks in which dock workers are employed;

(e) failure, capsizing, toppling or collision of transport equipment;

(f) spillage or leakage of dangerous cargoes or damage to their containers;

(g) breakage, buckling or damage of freight containers;

(5) If a failure of lifting appliance, loose gear or similar other gears and transport equipment has
occurred, the concerned shall as far as practicable be kept undisturbed until inspected by an Inspec-
tor;

(6) In addition every notice given under sub-regulation (1) and sub-regulation (4), shall be confirmed
within seventy-two hours of the occurrence by submitting a written report to the Inspector in Form
XII provided that in case of an accident under clause (b) of sub-regulation (1) such written report
need be submitted only when the dock worker is disabled from work on which he was employed for
more than forty-eight hours from the time of the accident.

FORM XIII

DOCK WORKERS' (SAFETY, HEALTH & WELFARE) REGULATIONS, 1989

(See Regulation 110)

STATEMENT OF ACCIDENTS FOR THE MONTH OF -

1. Name and address of the employer

2. Number of reportable accidents under regulation during Fatal
the morth.

Non-fatal .

3. Number of man-shifts worked during the month (see note 1)

4. Number of man-days lost on account of absence due to
reportable non-fatal accidents in case of persons who
returned to work (see note 2)

5. Number of man-days lost on account of permanent disabi-
lities (See note 3).

Signature

Date Designation. i

To

The Inspector,
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NOTES

1. Item (3) : The total number of man-shifts worked is the sum of the number of persons at work
on each shift during the moth.

2. Ttem (4) : Number of mandays lost should include days lost due to injury in previous months, that
is, if any accident which occurred in previous month is still causing loss of time in the
month under review, such loss of time is also to be included in the month under review.

3. Ttem (5) : Calculation of man-days should be based on the following :

(a) Mandays lost according to schedule of charges for permanent disabilities as given in Appendix
B to IS : 3786-1966. In case of multiple injury, the sum of scedule charges shall not be taken
to exceed 6000 man-days.

(b) If any injury is treated as a lost time injury in one month and subsequently turns out to be
a permanent disability, the mandays, charged due to the injury should be substratcted from
the schedule charge for the injury when permanent disability becomes known.

FORM XIV

DOCK WORKERS' (SAFETY, HEALTH AND WELFARE) REGULATIONS. 1989

[See Regulation 92(1)]

To be filled in by the Inspector

No. of case

Remarks

NOTfCE OF POfSONING OR DISEASE

1. Name and address of the employer

2. Name of the patient and his work No., if any

3. Address of the patient

4. Sex and age of the patient

5. Precise occupation of the patient

6. State exactly what the patient was doing at the time of contracting disease

7. Nature of poisoning or disease from which the patient is suffering

(Signature of the Employer)

Date

Notification of certain diseases

Extract from Regulation 91 of the Dock Workers (Safety, Health and Welfare) Regulations, 1987

1. When a dock worker contracts any disease specified in schedule-IV. a notice in Form XIV shall be sent

forthwith to the Inspector.
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SCHEDULE—IV

List of Notifiable Diseases

1. Lead poisoning, including poisoning by any preparation or compound of lead or their sequelae.

2. Lead tetra-cthyi poisoning..

3. Managanese poisoning or its sequelae.

4. Carbon bisulphide poisonirt?.

5. Benzene poisoning, including poisoning by any of its homologues, their nitre or amide derivatives

or its sequelae.

6. Anthrax.

7. Pneumoconosis

8. Poisoning by halogens or halogen deriatives of the hydrocarbons of th; aliphatic series,

9. Primary epitheliomatous cancer of the skin.

10. Occupational dermatitis.

11. Noise induced b;aring less (exposure to high noise levels).
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